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50- Body Front 


1 Lock Carrier 
(Edition 04.2023) 
K00590761.21 -- 6/14/2024 

> “1.1 Tools”, page 1 


> “1.2 Lock Carrier - Attachments”, page 2 
> “1.3 Service position”, page 4 


> “1.4 Lock Carrier with Attachments, Removing and Installing”, 


page 6 
=> “1.5 Pressure Hose and Coupling”, page 8 
1.1 Tools 


Special tools and workshop 


equipment required V.A.G 1331 


V.A.G 1332 


[ W50-10000 | 


@ Guide Pins - T10093- 
@ Torque Wrench, 6-50Nm - VAG 1331A- 


1. Lock Carrier 1 
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@ Torque Wrench, 40-200Nm - V.A.G 1332A- 
1.2 Lock Carrier - Attachments 


> “1.2.1 Overview”, page 2 


1.2.1 Overview 


2 Rep. Gr.50 - Body Front 
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1 - Lock Carrier with Attach- 
ments 
(1) Removing and Instal- 
ling. Refer to > 
“1.4 Lock Carrier with 
Attachments, Remov- 
ing and Installing”, 
page 6. 
QO Service position. Refer 
to > “1.3 Service posi- 
tion”, page 4. 


2 - Cover 

3 - Assembly Part 
4 - Bolt 

QO Quantity: 2 


QO) Tightening specifica- 
tion: 2 Nm 


5 - Air Duct 


6 - Bolt 


QO) Quantity: 3 on each 
side 


) Tightening specifica- 
tion: 8 Nm. 

7 - Retaining Bracket 

O Left 

8 - Retaining Plate 

QO For the left headlamp 

9 - Guide 

QO Left 

10 - Bolt 


OY Quantity: 2 on each 
side 


OY Tightening specification: 5 Nm 
11 - Air Duct 
O Left 


12 - Crossmember 


13 - Bolt 

O) Quantity: 4 on each side 

OY Tightening specification: 60 Nm 
14 - Bolt 

QO) Quantity: 2 

OY Tightening specification: 8 Nm. 


15 - Lock Carrier Support 

16 - Bolt 

QO Quantity: 2 

OY Tightening specification: 12 Nm 
17 - Air Duct 

QO Right 


04.2023 


N50-10725 


LY Crossmember, North America. Refer to > “1.5.2 Overview - North America”, page 214 . 


1. Lock Carrier 3 


gas 
4! J0 ssaujga.09 Uy OV 


! Uno ; 
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18 - Guide 
Q Right 


- Retaining Plate 
) For the right headlamp 


1 


K<e) 


1.3 Service position 


> “1.3.1 Moving into Service Position”, page 4 
> “1.3.2 Service Position, Resetting”, page 5 


1.3.1 Moving into Service Position 


a 
) 
( ‘) 


ee 


T10093 


— Remove the front bumper cover. Refer to > “1.4.2 Remov- 
ing”, page 208 . 


— Disconnect the cable on the lock carrier. Refer to > 
“1.11 Release Cable, Disconnecting”, page 48 . 


— Ifthe vehicle has a charge air cooler, release the pressure 
hoses. Refer to > “1.5.1 Coupling, Unlocking”, page 8 . 


— Remove the screws -4- and -6- on the left and right guides. 


4 Rep. Gr.50 - Body Front 
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[a] Note So <a 


The bolts are installed -6- from 06/20 ft: 6. 


— Remove the bolts -5- at left and Fight longitudinal member. 


— Install the Guide Pins - T1 0093- on the left and right longitu- 
dinal member. 


— Remove the left and right upper bolts -3- on the retaining 
bracket -2-. 


— The lock carrier with the atta Hien -1- can be pulled for- 
ward approximately 10 cm opto the Guide Pins - T10093- 
-arrows-. 


1.3.2 Service Position, Resetting 


M50-101 29 


Install in reverse order of removal. 


— Align the lock carrier and the attachments -1- on the longitu- 
dinal members and between the fenders. Refer to = Body 
Repair; Rep. Gr. 00 ; Technical Data; Body Panel Gap Di- 
mensions; Body Front . 


1. Lock Carrier 5 
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— Tighten the screws -3- on the retaining bracket -2-, tighten- 
ing specification: 8 Nm. 


— Bolt tightening specification -4- and -6- 2 Nm. 
— Tightening specification for bolts -5-: 60 Nm 


[a] Note 


The bolts are installed -6- from 06/2010. 


[4] Note 


@ Make sure the charge air cooler pressure hoses are attached securely. Refer to > “1.5.2 Coupling, 
Locking’, page 8. 


@ The hoses and lines must not be pinched. 


1.4 Lock Carrier with Attachments;°-Remov- 
ing and Installing 


> “1.4.1 Removing”, page 6 


> “1.4.2 Installing”, page 8 
1.4.1 Removing 


[a] Note 


@ The lock carrier is a safety related component. For this reason it may not be serviced. 


@ /fdamaged, replace the lock carrier. 


6) Rep. Gr.50 - Body Front 
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T10093 


— Bring into the service position. Refer to > “1.3.1 Moving into 
Service Position”, page 4 . 


— Disconnect any connectors present. 


— Drain the coolant and disconnect the coolant lines. Refer 
to = Cooling System; Rep. Gr. 19 ; Cooling System Com- 
ponents, Removing and Installing, Coolant, Draining and Fill- 
ing . 

— Disconnect the lines on the condenser. Refer to > Heating 
and Air Conditioning; Rep. Gr. 87 ; Air Conditioning; Con- 
denser, Removing and Installing . 


— With the help of a second technician, turn the Guide Pins 
- T10093- on the left and right longitudinal member -2- and 
remove the lock carrier and attachments -1-. 


A WARNING 


Do not start the engine whenever the A/C system or coolant 
lines are disconnected. 


1. Lock Carrier 7 
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[a] Note 


@ Never hang the condenser and the hydraulic fluid cooler on the lines. 
@ Never bend the condenser lines or the hydraulic lines. 


1.4.2 Installing 


— Bring out of the service position. Refer to > “1.3.2 Service 
Position, Resetting”, page 5 . 


Perform the rest of the installation in the reverse order of re- 
moval. 


* Make sure that all plug and hose connections are correctly 
installed when assembling. 


— Align the lock carrier on the longitudinal members and be- 
tween the fenders. Refer to > Body Repair; Rep. Gr. 00 ; 
Technical Data; Body Panel Gap Dimensions; Body Front . 


1.5 Pressure Hose and Coupling 
> “1.5.1 Coupling, Unlocking”, page 8 


=> “1.5.2 Coupling, Locking”, page 8 
1.5.1 Coupling, Unlocking 


— Disengage the spring -1- in the -direction of arrow A-. 


— Pull the pressure hose -2- in the -direction of arrow b- out of 
the coupling -3-. 


N50-10730 


1.5.2 Coupling, Locking = 
* Make sure the clip -2- is in the upper position. 


— Attach the pressure hose -3- into the coupling -1- in the 
-direction of arrow-. 


— Push the clip -2- all the way throug) 


u Note 


If the clip cannot be pushed all the wa 7 As this means 
the pressure hose Is not completely attached to the coupling. 


@ In this case, push the pressure hose onto the oe one 
more time and then install the clip. ns 


Uy 


* Pull on the coupling to make sure it is secure. oy, 
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2 Fender 
> “2.1 Tools”, page 9 


> “2.2 Front Fender”, page 9 


> “2.3 Fender Insulation and Foam Pieces, Fillet Plate and 
A-Pillar’, page 13 


> “2.4 Fender End Piece”, page 13 
> “2.5 Fender Brace, Removing and Installing”, page 14 


2.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 


V.A.G 1783 


2.2 Front Fender 
> “2.2.1 Overview”, page 9 


> “2.2.2 Removing”, page 10 


> “2.2.3 Installing”, page 12 


[a] Note 


The following.describes the removal and installation of the left 
fender. Removing and installing the right fender Is identical. 


2.2.1 Overview 


[a] Note 

fy 
The illustration shows the /éft,side. The right side is idégtical. 
ae 


wo0-0990 


2. Fender 9 
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1 - Fender 


O) Removing. Refer to > 
“2.2.2 Removing”, page 
410°; 


QO) Installing. Refer to > 
“2.2.3 Installing’, page 
12. 

2 - Bolt ws 

QO) Quantity: 9 cS 

QO Tightening:specifica- 
tion: 6 Nin 


iS 
3 - Foam Piece 


QO In erted between the 
fender and the upper 
wheel housing longitu- 

<dinal member. Refer to 
$= *2.3 Fender Insula- 
-€ tion and Foam Pieces, 
S Fillet Plate and A-Pil- 


lar’, page 13. 
4 - Fender End Piece 


ny Removing and Instal- 
= ling. Refer to > 
2 “2.4 Fender End 


“Piece”, page 13. 
5 - Fillet Plate Insulation 


Q Installed in front of the 
fender fillet plate. Refer 
to >22.3 Fender Insula- 
tion and Foam Pieces, 
Fillet Plate and A-Pil- 


lar’, page $8 . 
%, 
6 - Fender Brace “Aa, 


Q Removing and Instal2°°)> 
ling. Refer to > . 
“2.5 Fender Brace, Removing and Installing”, page 14 . 


7 - Bolt 

QO) Quantity: 2 

OY Tightening specification: 6 Nm 

8 - Molded Foam Part 

1 On the upper wheel housing longitudinal member 
9 - Nut 

OY Tightening specification: 6 Nm 

10 - Adhesive Surface 

LY Not equipped on all vehicles 


N par 


a 


2.2.2 Removing 


a Note 


On some vehicles, an adhesive bead -4- is applied in the A-pillar area. Use a cutting wire to cut through this 
adhesive bead. Refer to > Electronic Parts Catalog (ETKA) for the allocation. 


1 0 Rep. Gr.50 - Body Front 


Golf Variant 2010 > ® 


Body Exterior - Edition 04.2023 


Remove the front bumper. Refer to > “1.4.2 Removing”, 


page 208 . 
Remove the guide = Item 9 (page 3). 


Remove the front wheel housing liners. Refer to > “1.2.2 Re- 
moving”, page 278 . 


Remove the foam piece between the fender and the longitu- 
dinal member = Item 3 (page 10) . 


Remove the fillet plate insulation from the wheel housing => 


Item 5 (page 10) . 


Remove the fender end piece. Refer to > “2.4 Fender End 
Piece”, page 13. 


Remove the screws -2-. 


Remove the nut -3-. 


If an adhesive bead -4- is present in the area between the 
fender and the A-pillar, then cut through this adhesive bead 
using a cutting wire. 


Carefully remove the fender -1-. 


2. Fender 1 1 
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2.2.3 Installing 


[a] Note 


¢@ Install the fender -1- so that it is free of tension. 
@ /fan adhesive bead -4- is present, then remove this adhesive bead as much as possible. 


Install the fender -1- in reverse order of removal while noting the 


g. 
D> 
{0 
8 
following: 3 
- Place a piece -4- of the butyl adhesive sealing cord (Refer ® 
to = Electronic Parts Catalog (ETKA) ) between the fender oS 
and-the A-pillar. 5 
ae Ss 
The fender -1- is positioned to the height of the A-pillar with the 2 
butyl sealing cord piece. & 
[o) ~ 
- Insulation, foam pieces and tightening specifications for bolts =< 
-2- and hex nuts -3-. Refer to > “2.2.1 Overview”, page 9 . x 
% f 
SS 


— Pay close attention to the parallel alignment and the gap di- 
mensions. Refer to > Body Repair; Rep. Gr. .00 ; Technical 
Data; Body Panel, Gap Dimensions; Body F 2 


(o), 
Ay 


Paro 
1 2 Rep. Gr.50 - Body Front 104g 
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2.3 Fender Insulation and Foam Pieces, Fillet Plate and A-Pillar 


[a] Note 


@ The illustration shows the left side, rhe ight side JS. Kc identical. 


@ There is a different insu vation stalled i in the fender assenan a on whether the vehicle has a manual or an 
automatic transmission. 


2 


x 
1 - Fillet Plate Insulation 


Q Installed i in front of the 
fender fillet plate 


2 - Foam Piece 


Q) Inserted between the 
fender and the upper 
wheel housing longitu- 
dinal member 


M50- 10002 


2.4 Fender End Piece 


¢ The illustration shows the left side. The right side is identical. 


¢ There is a different insulation installed in the fender depending on whether the vehicle has a manual or an 
automatic transmission. 


2. Fender 1 3 
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1 - End Piece 
Q) Installed in front of the 
fender fillet plate 
2 - Nut 
Q) Quantity: 2 


Q) Tightening specifica- 
tion: 2.5 Nm 


& 
eS 
€ 
ie) 
S 
- 
2 
= 
& 
5 
£ 
gS 
2 
& 
% 5 
[a Pd 
25 Fender Brace, Removing and Installing < 
Ke) > 
= “2.5.1 Removing”, page 15 S 
% 9 
> “2.5.2.Installing”, page 15 s 
no 


“ee, si 
[H] note 29 & 
; Meg XN 


9 e\u iS 
The following describes thexemo val and installation of the left 
fender brace. Removing and installing the right fender brace is 
identical. 


1 4 Rep. Gr.50 - Body Front 
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2.5.1 Removing 


— Remove the front bumper cover. Refer to > “1.4.2 Remov- 
ing”, page 208 . 
— Remove the screws -1- and the fender brace -2-. _ 


2.5.2 Installing 


— Mount the fender brace -2-. 


— Align thesfender brace and the fender to the hood and bump- 
er. Refer:to = Body Repair; Rep. Gr. 00 ; Technical Data; 
Body Panel Gap Dimensions; Body Front . 


— Tightening specifications for bolts -2-: 6 Nm. 


2. Fender 1 5 
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3 Plenum Chamber Bulkhead 
> “3.1 Tools”, page 16 


> “3.2 Overview - Plenum Chamber Bulkhead”, page 16 
3.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench, 6-50Nm - VAG 1331A- 


V.A.G 1331 


—_——_r:.. 


W00-0427 


3.2 Overview - Plenum Chamber Bulkhead 


1 6 Rep. Gr.50 - Body Front 
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1 - Plenum Chamber Bulk- 
head 


QO) Removing: 


— Remove the plenum 
chamber cover. Refer 


to > “4.1.2 Removing”, 
page 18. 


— Remove the screw -5- 
and the nut -2-. 


— Remove the plenum 
chamber bulkhead from 
the plenum chamber 


2 - Nut 

QO) Quantity: 1 

QO) Tightening specifica- 
tion: 8 Nm. 

3 - Seal 


° 
Make the seal fits correctly when s 
installing the plenum chamber 9 
bulkhead. & 
S 
a 
SS 
(2 


[o) 
“Plenum Chamber 
© ; 
- Bolt $ 
% fo 5 > 
Q Quantity: 1 x 


Q Tightening specification: 8 Nm. a 


a £ 


xy 
ia, 
Ibe 
81014 “owe 


3. Plenum Chamber Bulkhead 1 T 
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4 Plenum Chamber Cover” <n 

=> “4.1 Plenum Chamber Cover’, page me) 
4.1 Plenum Chamber Cover 

> “4.1.1 Overview”, page 18 < 

=> “4.1.2 Removing”, page 18 
=> “4.1.3 Installing”, page 20 7 
4.1.1 Overview °. 


3S 


Who, 


1 - Plenum Chamber Cover 


O Removing. Refer to = 
“4.1.2 Removing” epage 
18. 


Installing. Refer tos 
“4.1.3 Installing”, page 
20 . 


2 - Seal . 
3 - Molded Foam Part 
O Left 


4 - Molded Foam Part 

Q Right 

5 - Retainer 

OY Windshield component 


6 - Windshield 


4.1.2 Removing 


1 8 Rep. Gr.50 - Body Front 


ns on ne 


— Remove the wiper My . Refer to > Electrical Equipment; 
Rep. Gr. 92 ; Windshield Wiper System; Windshield Wiper 
System, Removing and. Installing . 


— Remove the seal -2- over ‘the entire length of the pl 
chamber cover -1-. 49 09, 


rN Caution 


The window glass could be damaged. 


The plenum chamber cover must not be pried off using a lev- 
ering tool (screwdriver, wedge). The window will be damaged 


and could crack later. 


Lift the plenum chamber cover -1- off along the edge of the 


windshield -6- by hand. 
Remove the plenum chamber cover -1- from the retainer -5- 
starting at the edge of the windshield -6-. 


Remove the plenum chamber cover -1- from the vehicle. 
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fe 10747 


4. Plenum Chamber Cover 1 9 
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4.1.3 Installing 


rN Caution 


The windshield -6- could break. 


Using a hammer to install the plenum chamber -1- into the 
binding profile -5- on the windshield -6- can cause the wind- 


shield to crack. 


Q : 
4 ™~ 
%. so? 
v; [<e) 
Ly 
[i] Note 7 


Z one! 
; Sa ; ; . 5 ~#08) Oly “OW yoor™™ : : 
@ An insert is installed in the retainer on new windshields. This insert must be removed before installing the 
plenum chamber cover. 


@ Press the plenum chamber cover into the retainer lightly by hand. Do not strike it or press on it with a tool. 


Spray the binding profile -5- with soap solution so that ple- 
num chamber cover -1- can be pressed in more easily. 


20 Rep. Gr.50 - Body Front 


\S' 


Place the plenum chamber covers -1- onto the binding pro- 
file -5- and then clip it with light pressure starting in the 
center into the binding profile -5-. 


Install the seal -2- on the plenum chamber cover -1-. 


Install the wiper arms. Refer to > Electrical Equipment; 
Rep. Gr. 92 ; Windshield Wiper System; Windshield Wiper 
System, Removing and Installing . 
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5 Noise Insulation 
> “5.1 Tools”, page 22 


=> “5.2 Overview - Noise Insulation”, page 22 


5.1 Tools 
Special tools and workshop equipment required 
@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 


V.A.G 1783 


wo0-0990 


5.2 Overview - Noise Insulation 


a Note 


> 
Depending on the engine version, slight deviations must be‘considered when remo vinggakd installing. 
rP—~ —' 


22 Rep. Gr.50 - Body Front 


1 - Noise Insulation 
QO) The -arrow- points to 


LY Removing: 


— Remove the screws 
-2, 3 and 4-. 


2 - Bolt 

QO Quantity: 4 on each 
side 

) Tightening specifica- 
tion: 2 Nm 

3 - Bolt 

QO Quantity: 3 

O) Always replace 

) Tightening specifica- 
tion: 6 Nm 

4 - Bolt 

QO) Quantity: 1 


QO) Tightening specifica- 
tion: 2 Nm 


the direction of travel. 
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6 Underbody Trim Panel 
> “6.1 Tools”, page 24 


=> “6.2 Overview - Underbody Trim Panels”, page 24 
6.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 


V.A.G 1783 


wo0-0990 


6.2 Overview - Underbody Trim Panels 


[a] Note 


The illustration shows the left side. The right side is identical. 
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1 - Underbody Trim Panel 
C1) Removing: 
— Remove the nuts -2-. 
2 - Nut 
QO Quantity: 8 
OY Tightening specifica- 
tion: 1.5 Nm 


3 - Bolt 

QO Quantity: 2 

) Tightening specifica- 
tion: 2 Nm 


4-Cap 
LY locked in the under- 


body 
5 - Cover 
OQ) Removing: 
Remove the bolts -3-. 


RS 
& 
+ 
&€ 
g 

S 

cS 
2 
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7 Cross Panel 
> “7.1 Tools”, page 26 


=> “7.2 Materials”, page 26 


> “7.3 Overview - Cross Panel”, page 27 


7.1 Tools 


Special tools and workshop i 
equipment required V.A.G 1331 V.A.G 1939 


W'so- 10002 


@ Torque Wrench, 6-50Nm - VAG 1331A- 
@ Cartridge Heater - V.A.G 1939A- 
@ Cartridge Gun - V.A.G 1628- 


7.2 Materials 


[a] Note 


Refer to the > Electronic Parts Catalog (ETKA) for the material 
part numbers. 


26 Rep. Gr.50 - Body Front 


One-part window adhesive 1) 2) 
Activator 

Glass Primer/Paint Primer 
Cleaning Solution 


@ Primer Applicator 


“eft ¢ ¢ 


1) Heat according to the manufacturer's instructions using the 
Adhesive Heater - 1939US- . 


Py 


2) Note the minimum curing time. Refer to > “4.48sMinimum 
Curing Time”, page 246 . 


@ 
¥ 
& 
@ 
ge 
ie) 


7.3 Overview - Cross Panel 


S 
g 
g 
je) 


r 


wr 
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wager AG. VOM SWAIEN AG cing, 
Ve) 


Cross panel -1- is bolted and also bonded i in with PUR adhesive sealing material -3-. 


bs, inpa 


1 - Cross Panel 
CQ) Removing: 
— Cut through the bead 


of adhesive -3- after re- 
moving the screws -2-. 


2 - Body Flange 


3 - PUR Adhesive Sealant 
OY DH 009 100 03 


O) Bead diameter: width = 
8 mm, height = 10 mm 
OY Minimum Curing Time. 
Refer to > “1.18 Min- 
imum Curing Time”, 
page 246. 


4 - Bolt 
O) Quantity: 10 


OY Tightening specifica- 
tion: 25 Nm 


7. Cross Panel 27 
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8 Tunnel Brace 
> “8.1 Tools”, page 28 


=> “8.2 Overview - Tunnel Brace”, page:28 
8.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench, 6-50Nm - VAG 1331A- 


V.A.G 1331 


W00-0427 
8.2 Overview- Tunnel Brace 
[a] Note 
The -arrow- points in the direction of travel. 
a 
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1 - Front Tunnel Brace 
QC) Removing: 


— Remove the nut -2- (2 
on each side). 


2 - Nut 

QO) Quantity: 4 per tunnel 
bridge 

1 Tightening specifica- 
tion: 20 Nm 

3 - Rear Tunnel Brace 
CY Removing: 


— Remove the nut -2- (2 
on each side). 


en® 
-py vee 8. Tunnel Brace 29 


810810, 
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55— Hood, Lids 


1 Hood 
> “1.1 Tools”, page 30 


=> “1.2 Overview - Hood”, page 31 


> “1.3 Hood, Removing and Installing”, page 32 


> “1.4 Hood Hinge, Removing ahd Installing”, page 34 
> “1.5 Insulation, Removing and-Installing”, page 36 


> “1.6 Overview - Seals”, page 3/ 


> “1.7 Gas-Filled Strut, Removing”, page 38 


> “1.8 Overview - Hood Locking and Unlocking Components”, 
page 40 


> “1.9 Latch, Removing and Installing, LHD”, page 41 


=> “1.10 Lid Latch, Removing and Installing, RHD -- Not for 
North American Market”, page 45 


> “1.11 Release Cable, Disconnecting”, page-48 


> “1.12 Hood, Adjusting”, page 49 
> “1.13 Striker, Removing and Installing’, page 51 


a 
A 
peak 


V.A.G 1331 


> “1.14 Striker, Adjusting”, page 51 


> “1.15 Release Lever, Removing and Installing”, page 52 
1.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench, 6-50Nm - VAG 1331A- 


errr 


W00-0427 


@ Pry Lever - 80-200- 


W00-0353 


30 Rep. Gr.55 - Hood, Lids 
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1.2 Overview - Hood 


1 - Hood 


(1) Removing and Instal- 
ling. Refer to > 
“1.3 Hood, Removing 
- Installing”, page 


QO) Adjusting. Refer to > é 
“1.12 Hood, Adjusting’: 
page 49. 


2 - Striker 5 
3 - Center Seal = 
4 - Side Seal : 
5 - Adjusting Buffer 

QO) Left and right 


QO Quantity: 2 on each 
side 


6 - Spray Nozzles 


CY Removing and Instals, 
ling. Refer to > Elec-2. 
trical Equipment; Rep. ®, 
Gr. 92 ; Windshield Z 
Washer System; Spray 
Nozzles, Removing and 
Installing . 


7 - Hinge 
1) Removing and Instal- 
ling. Refer to > 


“1.4 Hood Hinge, Re- 
moving and Installing”, 


page 34. 


QO) Adjusting. Refer to > 
“1.12 Hood, Adjusting”, 


page 49. 
8 - Latch 
9 - Nut 


LY The nuts may have a cap in some markets. 

O) Quantity: 2 on each side 

OY Tightening specification: 22 Nm 

10 - Insulation 

OY Removing and Installing. Refer to > “1.5 Insulation, Removing and Installing”, page 36 . 


11 - Gas-Filled Strut 
LY Removing and Installing. Refer to > “1.7 Gas-Filled Strut, Removing”, page 38 . 


12 - Side Seal 


1. Hood 31 
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1.3 Hood, Removing and Installing 

> “1.3.1 Removing”, page 32 an AG. VOKSWAGEN AG gy 

> “1.3.2 Installing”, page 33 “ 9 aa, 
1.3.1 Removing © | <a 


[a] Note & 


The caps -5- are not available for all markets. 


<—2-— 
an real 5 


Sa) — 
ma ee 


— Remove the spray nozzles -2-. Refer to > Electrical Equip- 
ment; Rep. Gr. 92 ; Windshield Washer System; Windshield 
Washer System Spray Nozzles, Removing and Installing . 


— Remove the hose -6- from the hood -1-. 
— Remove the line -6- through the opening in the hood -1-. 
— Remove the caps from the nuts -5- if necessary. 


— Loosen the left and right nuts -4- on the hinge -3- but do not 
remove the nuts. 


32 Rep. Gr.55 - Hood, Lids 
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cedure. 


Remove gas-filled strut -7-. Refer to > “1.7 Gas-Filled Strut, 


Removing”, page 38 . 


Remove the nuts -4- and lift the hood -1- out of the hinges 


1.32 Installing 


[a] Note 


The caps -5- are not available for all markets. 


o 
o 


ro) 


: owe 2 an 
—_ -anin-mal ‘ ae 


qd 


_ = oY ) 
#0 SSau}991100 OU} O}* 


+UI IC 


*<ULoy, 


. Oo - 
Install the hood -1- in reverse order of removal2,, 


Na 
7, 
(o7 
0. 


Y 
o" em 
iy oy 
[a] Note “AQ, 


pene! 
8104 “c , yoor™” 
Route the line -6- in a bend as shown in the illustration. The line will kink if it is twisted during installation. 


— Tightening specification: nuts -4- 22 Nm 


1. Hood 33 
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— Adjust the hood -1-. Refer to = “1.12 Hood, Adjusting”, page 
49 nAG. Volkswagen 4g 


con age Ao, @ 


a : : : S) 
1.4 Hood Hinge, Removing and | nstalling ue, 
We Nie, 
> “1.4.1 Removing”, page 34 > on, 
oS °C, 
> “1.4.2 Installing”, page 35 ¥ %, 
> % 
YL zx 
[a] Note Rs 4 
The following describes the removal and installation of the right cy 
hinge. Removing and installing the left hinge is identical. % 
E 2. 
© fe) 
1.4.1 Removing =~ 3 
8 
f 8 
[a] Note B 2 
iS 8 
2D fe} 
The caps -2- are not available forall markets. 5 
€ = 
= 


ict 
e 


PAE, 


— Remove the hood. Refer to => “1.3.1 Removing”, page 32 
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Remove the plenum chamber cover. Refer to > “4.1.2 Re- 
moving”, page 18 . 
Remove the caps -2- from the bolts if necessary. 


— Remove the bolts -3-. 


— Remove the hinge -1-. 


1.4.2 Installing 


[a] Note 


The caps -2- are not available for all markets. 


removal. j 
[e) 
— Tightening specifications of bolts -3-: 22 Nm. 


— Install the hood. Refer to > a Installing”, page 33 . 


Q 
a, rr. Ss 
e-1- is identical in reverse order of 3 
QD 
S 
S 
SS 
> 


& 
PaI55 gener’ 
FOly “pw ve i Heed OD 
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‘ . wn AG. Volkswagen ag 
1.5 Insulation, Removing and Ipateiting Sno 
> “1.5.1 Removing”, page 36 oo Seng, 
» ,. 

> “1.5.2 Installing”, page 36 oe <s 

« % 

Y a 

% 


1.5.1 Removing =~ 


< 
iv) 
Q 
ie) 
< 
x2 
ov 
o 
< 
5 
Ss 
= 
° 
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— Pry the clips -3- out of the hood -2- using the Pry Lever - 80 - 
200- . 


— Pull insulation -1- out of oblong holes. 


1.5.2 Installing 
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iS 
. 9° 
* When installing insulation -1-, be sure-to install the clips -3- SS 
with wide side facing out. %, S 
Zz 

— Slide insulation -1- with mounting tabs into.oblong holes. g 

@ 
— Install all the clips -3- into the hood -2-. Yep fs 

, yr? 
1.6 Overview - Seals Our or 
op on 
2810), wT yeoe™ 
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1 - Side Seal 
L) Removing: pull it off the 
hood wad 


O) Installing: press into he 
hood with theccl ps. 
x 


2 - Center Seal” 
O) Re oving: pull it off the 
hood 


QO Installing: press into the 
hood with the clips. 


3 - Clip 
Q Check for damage be- 


&_ fore installing and re- 
© place if necessary. 


@ Check for damage be- 


8 fore installing and re- 
= place if necessary. 
4 

S 

€ 

% 

. 
% 
"% 
Vz 
Yup 
ie) 
9Par59} 
1.7 Gas-Filled Strut, Removing 


> “1.7.1 Gas-Filled Strut, Venting”, page 40 
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— Open and support the hood. 
— Insert a small screwdriver -3- under the spring clips -2-. 


— Raise the spring clips -2- just far enough so they can slide 
over the ball socket in direction of the -arrow-. 


* Remove the gas-filled strut -1- from the ball stud -4-. 


— Slide spring clip -2- back again immediately after removing 
gas-filled strut -1-. 


rN WARNING 


Be careful when reusing the gas strut. Do not pry the spring 


clip completely out of the ball socket or the spring clip will 
be damaged. The gas-filled strut will spring out of the mount, 
resulting in damage or injury to the technician. 


Ball stud -4- tightening specification: 22 Nm 


— Vent the gas-filled strut. Refer to > “2.5 Gas-Filled Strut, 
Venting”, page 60 . 
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1.7.1 Gas-Filled Strut, Venting 


— Clamp the gas-filled strut in area x = 50 mm into the vise. 


rN WARNING 


Only clamp the gas-filled strut in area -x-. Otherwise, an 
accident may occur. 


— Cut open the gas-filled strut cylinder within the first third of 
the total cylinder length from the edge on the piston rod side. 


[a] Note 


@ Always wear eye protection when sawing. 
@ Cover the area of the sawed portion with a clean cloth. 
@ Dispose of the oil and cleaning cloths properly. 


1.8 Overview -‘Hood Locking and Unlocking Components 


@ 


as 
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Ry % : 
1 - Latch ry 


Q) Lid Latch, Removing 
and Installifg, LHD. 
Refer to =S"1.9 Latch, 
Removing and Instal- 
ling, LHD”, page 41 . 

(eo) 

QO) Lid Latch, Removing 
and Installing, RHD. 
Refer to => “1.10 Lid 
Latch, Removing and 
Installing; RHD -- Not 
for NorthzAmerican 
Market”, Page 45. 


Q Adjusting. ‘Refer to > 
“1.12.1 Lat€h, Adjust- 
ing”, page 50. 


2 - Release Cable % 


“ 


) From the latch toa e 
release cable coupling 


Q Clipped into the release, 
cable coupling 


3 - Release Cable Coupling 


() The cable coupling is 
located above the driv- 
er side headlamp. 


QO) Disconnecting. Refer to 
> “1.11 Release Cable, 
Disconnecting”, page 
48 . 


4 - Release Cable 
() From the release cable 

coupling to the operat- 
ing lever 

5 - Operating Lever 

LY Removing and Instal- 

ling. Refer to > “1.15 Release Lever, Removing and Installing”, page 52 . 

6 - Striker 


LO) Removing. Refer to = “1.13 Striker, Removing and Installing”, page 51 . 
OW Adjusting. Refer to > “1.12.1 Latch, Adjusting”, page 50 . 


1.9 Latch, Removing and Installing, LHD 


> “1.9.1 Removing”, page 41 
> “1.9.2 Installing”, page 43 


1.9.1 Removing 


1. Hood 41 
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— Open the hood. 


— Remove the radiator grille. R Refer to = “4.2.1 Removing”, 
page 295 . So 

— Detach the release cable. Refer to => “1.11 Release Cable, 
Disconnecting”, page 48 . = 


— Remove the bolts -4 and ° for the latch -1- on the lock 
carrier -7-. 


- Carefully pull the latch ae from the lock carrier until 
the Engine Hood Contact Switch - F266- -1- is accessible. 


— Release the hooks -arrow:a- on the Engine Hood Contact 
Switch - F266- . $ 


— Push the Engine Hood Contact Switch - F266- in the 
-direction of the arrow b- andbremove it from the latch -2-. 


— Remove the latch farther upward from the lock carrier. 
, LES] 
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o/ 
o) ‘sno 
vo) 


IN part or jn wi 
“Whos, 


N55-10419 


Press the tabs on the bracket -arrows b- and release the 
bracket -3-. 

The catch is released and the release cable -2- can be re- 
moved from the latch -1-. 


1.9.2 Installing 


1. Hood 43 
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1905 = oxo!) 
199 Gen 
— Clip the bracket -3- into latch -1-. “a nov? 


Slide the latch -1- far enough into the lock carrier -7- until the 
Engine Hood Contact Switch - F266- can be installed. 


— Insert the Engine Hood Contact Switch - F266- -1- in the 
latch -2-. 


- Slide the Engine Hood Contact Switch - F266- in the 
-direction of the arrow a- until the hooks -arrow b- engage. 
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N55-10419 2 
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— Slide the latch -1- completely into the lock Carrier -7-. j 
— Tighten the latch bolts -4 and 5- to 12 Nm. = 


— Install the release cable -2- in the releas@cable coupling. 
Refer to > “1.11 Release Cable, Disconneeting”, page 48. 


Adjust the latch. Refer to = “1.12.1 Latch, Adtesting! _ page > 
50. 


AN 
¢ Before closing the hood, test the release lever Shi the e- A cs O 
lease cable function. Og n. yo 
9910, nen 


1.10 Lid Latch, Removing and Installing, ~~ —~ 
RHD -- Not for North American Market 
> “1.10.1 Removing”, page 45 


‘1.10.2 Installing”, page 47 


1.10.1 Removing 


1. Hood 45 
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7 
5 
a ; 


y 
4/ SH, 


~ 


Opén the hood. 
Remove the radiator grille. Refer to > “4.2.1 Removing’, 


page 295 . 


<Detach the release cable. Refer to = “1.11 Release Cable, 
© Disconnecting”, page 48 . 


= Disconnect the connector for the hood contact switch -6-. 


[a] Note 


The connector is secured above the right headlamp. 


Remove the screws -4 and 5- on the lock carrier and remove 
the latch -1- -arrow a-. 


Unélip the release cable -2- from the latch -1-. 
Remove the release cable hook -3- from the latch -1- 


-arrow be, Ro 
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[a] Note 


Engine Hood Contact Switch, Removing and Installing at Latch. Refer to > Electrical Equipment; Rep. 
Gr. 96 ; Engine Compartment Lamps and Switches, Engine Hood Contact Switch - F266-, Removing and 
Installing 


\ : 1 | 
5) 


[so { 


De 


— Install the release cable hook -3- into the latch -1- -arrow b-. 


— Clip the release cable -2- into latch -1-. 

— Install the latch -1- in the lock carrier -arrow a-. 
— Screw -4 and 5- tightening specification: 12 Nm. 
— Connect the hood contact switch connector -6-. 


— Install the release cable -2- in the release cable coupling. 
Refer to > “1.11 Release Cable, Disconnecting”, page 48 . 


— Adjust the latch. Refer to = “1.12.1 Latch, Adjusting”, page 
50. 


1. Hood 47 
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Rac) 
* Before closing the hood, test the release lever and the're- 
lease cable function. oe. 


1.11 Release Cable, Disconnecting 


S 
RN 
g 


— Open the hood. 


Unclip the cover for the release cable coupling -2- from the 
lock carrier -arrow a- above the headlamp on the driver side. 


— Remove the release cables -1 and 3- from the cover -2- 
-arrow b-. 


— Move the release cable -3- 90° -arrow c- and then remove it 
-3- in -direction of arrow d- out of the mount -1-. 


a Note 


@ Make sure the grommets -4 and 5- are secure when installing the release cable -3.-. 
@ Make sure the cable coupling -2- is connected correctly when installing the release cable -1-. 


Before closing the hood, test the release lever and the re- 
lease cable function. 
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1.12 Hood, Adjusting 
> “1.12.1 Latch, Adjusting”, page 50 


a) Note 


The vehicle must be on all four wheels when adjusting the hood. 


@ The left and right adjusting buffers -2- are not meant for adjusting. Their function is to stabilize and to 
cushion the hood. 


@ The hood is properly adjusted when there is an overall even gap dimension when closed, it is not too far 
inward or outward and contours align. Edel 
nA agen 


@ The hood must engage into the latch without using much forbes Noy 
Ny, 
an 
@ 


@ Do not remove the nuts. Onyy.foosen them. 


M55- 10004 


— Remove the catch -1-. Refer to > “1.13 Striker, Removing 
and Installing”, page 51 . 


— Loosen the left and right nuts -5- on the hinge -6- and then 
align the hood between the fenders. Do not remove the nuts. 


1. Hood 49 
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— Make sure the gap dimensions are even. Refer to > Body 
Repair; Rep. Gr. 00 ; Technical Data; Body Panel Gap Di- 
mensions; Body Front . 


— Apply corrosion protection to the hinge -6- and to the bolts 
-5- after adjusting. 


— Turn the adjusting buffer -2- -arrow- to adjust. 


— After adjusting the hood, install the striker -1- and adjust 
it. Refer to > “1.13 Striker, Removing and Installing\page 
51. 


— The hood in the front area can be adjusted to the height 
of the fenders using the latch -3- Refer-to > “1.12.1 Latch 
Adjusting”, page 50 . 


1.12.1 Latch, Adjusting 


N55-10337 


— Remove the radiator grille -2-. Refer to > “4.2.1 Removing”, 
page 295 . 


— The gap dimensions -arrow b- and the height of the hood 
-arrow a- can be corrected or adjusted by loosening the bolts 
-3 and 4- and sliding the catch -1-. Refer to => Body Repair; 
Sale Gr. 00 ; Technical Data; Body Gap Dimensions; Body 
ront . 
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-— Tightening specification for bolts -3 and 4-: 12 Nm. 
1.13 Striker, Removing and Installing 


¥ 

wv iG 

& 5 
— Remove the screws -2-. = 3 
— Remove the striker -1- from the hood -3-. 3 
oO fo) 
— Tightening specification for bolts -2-: 10 Nm. g 
ES Lo) 
— Adjust the striker and the latch. Refer to > “1.12.1 Latch 3 
Adjusting”, page 50. 3 2 
oe = 

1.14 Striker, Adjusting 5 
% g 
8 $ 
% fi 
"e e 
% Ss 
oe ey 
Oo tun os 
Yap, o 
0910, df yeorne™ 
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— Loosen the bolts -2-. 

— The striker -1- can now be adjusted in the oversized holes. 

-— Tightening specification for bolts -2-: 10 Nm. 

1.15 Release Lever, Removing and Instal- 
ling 

> “1.15.1 Removing”, page 52 

> “1.15.2 Installing”, page 53 


1.15.1 Removing 
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en AG. Volkswagen AG 


.\ urposes, in part or jr 
Ps erie? Whol ; 


— Pull the operating lever -2- and unlock the hood. 


— Insert a small screwdriver into the gap between the operat- 
ing lever -2- and the clip -3-. 


— Pry the clip -3- out of the operating lever -2- -arrow- and then 
remove the operating lever from the mounting bracket -1-. 


To perform additional work on the mounting bracket, remove 
the A-pillar lower trim panel. Refer to > Body Interior; Rep. 
Gr. 70; Trim, Insulation . 


1.15.2 Installing 
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; ; 19p : a exe 
- Slide the clip -3- completely, into operating lever -2-. 


— Then push operating lever -2- onto mount in the mounting 
bracket -1- and lock the operating lever. 


* Before closing the hood, test the release lever and the re- 
lease cable function. 
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2 Rear Lid 
> “2.1 Tools”, page 55 


> “2.2 Overview - Rear Lid”, page 55 


> “2.3 Rear Lid, Removing and Installing”, page 57 


> “2.4 Gas-Filled Strut, Removing and Installing”, page 58 
> “2.5 Gas-Filled Strut, Venting”, page 60 

> “2.6 Rear Lid Hinge, Removing and Installing”, page 60 
> “2.7 Rear Lid, Adjusting”, page 63 


=> “2.8 Rear Lid Handle Unlock Switch, Removing and Instal- 
ling”, page 65 


=> “2.9 Latch, Removing and Installing”, page 66 

> “2.10 Striker, Removing and Installing”, page 68 

=> “2.11 Rear Lid Seal’, page 69 

> “2.12 Rear Lid Seal, Removing and Installing”, page 70 


2.1 Tools 
Special tools and workshop equipment required 
@ Torque Wrench, 6-50Nm - VAG 1331A- 


V.A.G 1331 


mr 


W00-0427 


@ Gauge - Gap Adjustment - 3371- 


wo0-0190 


2.2 Overview - Rear Lid 


3 
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1 - Rear Lid 


(1) Removing and Instal- 
ling. Refer to > 
“2.3 Rear Lid, Remov- 
ing and Installing”, 
page 57. 


Q) Adjusting. Refer to > 
“2.7 Rear Lid, Adjust- 
ing”, page 63 . 


2 - Latch 


() Removing and Instal- 
ling. Refer to > 


“2.9 Latch, Removing 
and Installing”, page 
66. 


3 - Stop 
4 - Striker 


(1 Removing and Instal- 
ling. Refer to > 
“2.10 Striker, Removing 
and Installing”, page 
68 . 


on 
« 
ws 
wh 


QO) Adjusting. Refer to > 


‘2.7.1 Striker, Adjust- 
ing”, page 64. 
5 - Hinges 
(1) Removing and Instal- 
ling. Refer to > 
“2.6 Rear Lid Hinge, 
Removing and Instal- ES 
ling”, page 60 . R 
6 - Gas-Filled Strut 
(J Removing and Instal- 
ling. Refer to > 


“2.4 Gas-Filled Strut, 
Removing and Installing”, page 58 . 


wy 
gs? 
3S9U}991100 OU} O} pe 


SY 
uy 
T=) 
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Paro - Ge 
01g “vue 
O) Venting. Refer to > “2.5 Gas-Filled Strut, Venting”, page 60 . 


7 - Adjusting Buffer 
QO Left and right 
OW Adjusting. Refer to > “2.7.2 Adjusting Buffer, Adjusting”, page 64 . 


8 - Wiring Harness 
9 - Rear Lid Release Button 


QO) Removing and Installing. Refer to > “2.8 Rear Lid Handle Unlock Switch, Removing and Installing”, 
page 65 . 


10 - License Plate Lamp 


QO) Removing and installing. Refer to = Electrical System; Rep. Gr. 94 ; Exterior Lights, Lamps, 
Switches . 


11 - Rear Window Wiper 


Q) Removing and installing. Refer to = Electrical System; Rep. Gr. 92 ; Windshield Wiper and Washer 
System . 
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Rear Lid, Removing and Installing 


> “2.3.1 Removing”, page 57 


> “2.3.2 Installing”, page 58 


2.3.1 Removing 


AG. Volk 
xswaet 
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3 B 
a — Remove the rear lid trim panel. Refer to > Body Interior; g 
= Rep. Gr. 70; Trim Panels and Insulation; Rear Lid Trim 2 
Cy Panel . 3 
Q 
% — Remove the rear lid window frame trim. Referto=> Body © 
% Interior; Rep. Gr. 70 ; Trim and Insulation; Rear Lid Trim  S 
®, Panel. = 
Nae : S 
% Disconnect the connectors from the installed electrical com- 
“ponents. Ne 


a é 
Loosen the left and right boot nd guide the wires == 
through the opening and out o rear lid. wo’ 

A \e) 
Loosen the héx:nuts -5- on the left and tight hinges -3- but 
do not remove the nits. 


A second technician is required for the rest of the removal pro- 
cedure. 


M55- 10006 
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Remove the gas-filled strut -2-. Refer to > “2.4 Gas-Filled 
Strut, Removing and Installing”, page 58 . 


Remove the bolts -5- and the rear lid. 


2.3.2 Installing 


M55- 10006 


S 
2 
Install the rear lid -1- in reverse order.of removal. 
Tightening specification for bolts b= 10 Nm. 
a the rear lid. Refer to > 2 Rear Lid, Adjusting”, page 


Perform a function test on the urieking components before 
closing the rear lid. 8 


2.4 Gas-Filled Strut, Removing and Installing 


% 
[a] Note % 
i 


Z. 
z, 
Zs 
2. 
0) 
0) 
ne) 
Q 
°. 
= 
ro) 
he 
> 
oO) 
Q 
fe) 
=| 
oO 
g 
=) 
O 
o 
n 
° 
= 
2 
So 
i 
y 
2 
~ 
S$ 
> 
S 
> 


It is necessary to support the rear lid when remo ving the gas-filled strut. One gas-filled strut alone cannot 
hold the rear lid open. & 
ks & 
= Ss 
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Z\ WARNING 


Be careful when reusing the gas strut. Do not pry the spring 
clip completely out of the ball socket or the spring clip will 
be damaged. The gas-filled strut will spring out of the mount, 
resulting in damage or injury to the technician. 


Gas-Filled Strut 
— Open and support the rear lid. 
— Insert a small screwdriver -3- under the spring clips -2-. 


— Lift the spring clips -2- just far enough so it is possible to 
slide them over the ball sockets. 


— Remove the gas-filled strut -1- from the ball stud -4-. 


Slide the spring clips -2- back on immediately after removing 
the gas-filled strut. 
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LZ\ WARNING 


Be careful when reusing the gas strut. Do not pry the spring 


clip completely out of the ball socket or the spring clip will 
be damaged. The gas-filled strut will spring out of theamount 
resulting in damage or injury to the technician: 


[a] Note 


Tightening specification for the ball stud -4-: 20 Nm + 90° 


— Vent the gas-filled strut. Refer to > “2.5 Gas-Filled Strut, 
Venting”, page 60 . 


2.5 Gas-Filled Strut, Venting 


— Clamp the gas-filled;strut in the vise in the area x = 50 mm. 


rN WARNING 


Only clamp the gas-filled strut in area -x-. Otherwise, an 
accident may occur. 


— Cut open the gas-filled strut cylinder within the first third of 
the total cylinder length from the edge on the piston rod side. 


[a] Note Hy 
A 
@ Always wear eye protection when sawing. pan 


@ Cover the area of the sawed portion with a clear? cioth. 
@ Dispose of the oil and cleaning cloths properly. 


2.6 Rear Lid Hinge, Removing and Instal- 
ling 

> “2.6.1 Removing”, page 60 

> “2.6.2 Installing”, page 61 


2.6.1 Removing 
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(2 S 
-— Remove the roof 6nd strip. Refer to = Body Interior; Rep. s 
Gr. 70; Trim Panels, Noise Insulation . R32 
— Remove the rear lid -1--Refer to > “2.3.1 Removin age we 
oF. 6) ee 


Moy por 
— Remove the nuts -4- and the hingés=25,_ 


2.6.2 Installing 
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The installation of thechinge -1- takes place in reverse order. Ss 

S Q 
— Nut tightening specification -4-: 24 Nm re 
we 
— Make sure the hinge fits securely to the body. is 
. O. 6 q ” we 
— Install the rear lid. Refer to 323.2 Installing’, page 5 oo 


% 
— Install the roof end strip. Refer to Body Interior; Rep: gener 
Gr. 70; Trim Panels, Noise Insulation | ~’°a “pw v? 
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2.7 Rear Lid, Adjusting 
> “2.7.1 Striker, Adjusting”, page 64 
> “2.7.2 Adjusting Buffer, Adjusting”, page 64 


[a] Note 


@ The vehicle must be on all four wheels when adjusting the rear lid. 


@ The latch -2- is bolted directly to the rear lid -1-. It does not have any oblong holes so it cannot be 
adjusted. 


@ The left and right adjusting buffers -4- are not meant for adjusting. Their function is to stabilize and to 
cushion the rear lid -1-. 


@ The rear lid is properly adjusted when there is an overall even gap dimension when closed, it is not too far 
inward or outward and contours align. 


@ The rear lid must engage in the catch -5- without great force. 


M55 10020 


6, : 
To adjust or check the gap dimen s, use Gauge - Gaps 
Adjustment - 3371- . Refer to > Bod Repair, Rep. Gr. 00,; yoo? 


Technical Data; Body Gap Dimensions; Body Rear 


worl? \ 
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— The rear lid -1- can be adjusted in the oversize holes on the 
hinge -arrows a and b- by loosening the nuts -8- and the 
bolts -9-. 


Bolt tightening specification -9-: 10 Nm. 
Nut tightening specification -8-: 24 Nm. 


— Adjust the left and right adjusting buffers -3-. Refer to > 
“2.1.2 Adjusting Buffer, Adjusting”, page 64 . 


— Adjust the rear lid -1- on the rear lid catch -4-. Refer to > 
“2.1.1 Striker, Adjusting”, page 64 . 


Nos 
[a] Note 3 N 


@ After adjusting, apply corrosion protection to the hingé and bolts. 


~ \Molkewan-, 
nan AG. Volkswagen A 


@ The rear lid latch -2- cannot be adjusted. & 


2.7.1 Striker, Adjusting 


[a] Note s 


@ Loosen the bolts -1- and slide the rear lid Bee -2- in the 
oversized holes -arrows a and b-. 3S 


@ Adjust latch bracket -2- so that recess of rear lid lock with 
detent engages at center on latch bracket -2-. 


— Remove the lock carrier cover. Refer to % Body Interior; 
Rep. Gr. 70 ; Luggage Compartment Trim; , Lock Carrier 
Cover, Removing and Installing . 2 


— Loosen the bolts -1-. 6, 
— Set the catch -2- into the upper position and sehen the bolts 


— Close the rear lid and check adjustment. i> 
— Bolt tightening specifications -1-: 23 Nm. “Y, 


2.7.2 Adjusting Buffer, Adjusting 
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— Tighten the stop -2-, bolt tightening specification -3-: 10 Nm. 
— Remove the cover -4- from the adjusting buffer. 


— Loosen the-bolt -5- on the adjusting buffer -6- slightly until 
the buffer ok slide into the stop -direction of arrow-. 


— Close rear lid Fo initial locking position -1- using light pres- 


sure over cence 
— Open the rear lid again. Ko 
— Tighten the bolt -5-, tightening specification: 10 Me Sa 
— Press the cover -4- onto the ‘alysting buffer. Eon 


Rear Lid Handle Unlock Switch, Ree 


2.8 
moving and Installing 


> “2.8.1 Removing”, page 65 


> “2.8.2 Installing”, page 66 
2.8.1 Removing 


Remove the rear lid trim panel. Refer to = Body Interior; 
Rep. Gr. 70 ; Rear Lid Trim Panels . 
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Vehicles with rearview camera system: 


— Remove the switch with the rearview camera. Refer to 
=> Electrical Equipment; Rep. Gr. 94 ; Exterior Lights, 
Switches and Lamps . 


Vehicles without rearview camera system: 
— Disconnect the connector -4- on the switch connection -2-. 


— Remove the two nuts -3- from the switch threaded pin and 
remove the cover piece -1- upward. 


— Remove the button -2- from the rear lid. 


In case of an electrical malfunction, the rear lid can be opened 
at the latch emergency release. Refer to > “2.9 Latch, Re- 
moving and Installing”, page 66 . The emergency release is 
reached through an opening in the rear lid trim panel. 


2.8.2 Installing ; 
Install in reverse orderof temoval. 
Nut tightening specification: 6 Nm 


* Perform a function test on the unlocking components before 
closing, the rear lid. 


2.9 ¢g ~ Latch, Removing and Installing 
= “2.9°1 Removing”, page 66 

=! 29.2 Installing”, page 67 

2.9.1 Removing 


i) Note 


M55-10009 


if the rear lid does not open, use the emergency release -4- through the rear fd trim panel to open it 


mata Refer to the > Owner's Manual . 
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Remove the rear lid trim panel. Refer to = Body Interior; 
Rep. Gr. 70; Trim Panels and Insulation; Rear Lid Trim 
< Panel. 


— Disconnect the connector -3-. 


— Remove the screws -2- and remove rear lid latch -1- from 
rear lid. 


i 2.9.2 Installing 
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— Bolt -2- tightening specification: 24 Nm. 
— Connect the connector -3- to the lid latch -1-. 


Perform the rest of the installation in the reverse order of re- 
moval. 


¢ Perform a function test on the unlocking components before 
closing the rear lid. 


2.10 Striker, Removing and Installing 
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AG. 
ener 
ee 
Ss 
&< 
< 
> 
s 
2 
¢ 
8 
S 
& 
5 : 
~ Removing 
= — Remove the lock carrier cover. Refer to > Body Interior; 


Rep. Gr. 70 ; Luggage Compartment Trim; Lock Carrier 
Cover, Removing and Installing . 


wn 

o 

7) 

re) 

2 

© — Remove screws -2- and remove the catch -1-. 
oo) 
(e) 


Uno not 
“44! 40 ssaujgayoo auvor* 


QD 
= 
SJ 
mad 
=: 
> 
@ 


- ‘Adjust the striker. Refer to > “2.7.1 Striker, Adjusting”, page. 


Oy 
a 


beat J) 
% 
“Toy 


2.11 ©,Rear Lid Seal a Kon 
Wy ye 
The seal on the fear lid is equipped a factorywith a seal- 


S 


ant, applied to body flange and then rolled.on:” 
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[4] Note 


@ When the seal is removed, the sealant spreads on the inner 
side of the seal and the sides bend up slightly. If the seal 
is being installed again, the sealing performance and the 
secure fit are no longer guaranteed. 


@ For this reason, every completely removed seal must be 
replaced with a so-called “‘hammer-stroke seal”. 


¢ For partially removed seals, seal flanks must be pressed agen AG. Volkswagen 4g 4 
together before installation. on A\ @s Ot 
ce: ee “apr 
. . ee oP 
2.12 Rear Lid Seal, Removing and Installing Pe ,. 
e %, 

> “2.12.1 Removing”, page 70 Ss i 

z 


> “2.12.2 Installing”, page 70 
2.12.1 Removing 


M55-10014 


— Remove the rear lid seal -1- from body flange -2-. 


2.12.2 — Installing 
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& 
: 
— Align the rear lid seal -1- with the vulcanized point -arrow- on 
the tail lamp -arrow-. 


c 
Press the seal -1- evenly onto the window flange -2-. 


2. Rear Lid 71 


wager AG. Volkswagen 4g ds 
) es 


Ks 
oe Nie) ne OU 
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RS %y 
3 License Plate Holder < %, 
S 
= 
<2) 


1 - Pop Rivet Nut 

OY Quantity: 2 

2 - License Plate Holder 

QO) Allocation. Refer to the 
> Electronic Parts Cat- 
alog (ETKA) . 

3 - Bolt 

QO) Quantity: 2 

O 4Nm 


4 - Bracket 
QO) If installed 


M55-10016 
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4 Fuel Filler Door Unit 
3"4.1 Tools”, page 73 


=> “4.2 Overview - Fuel Filler Door Unit’, page 73 


> “4.3 Fuel Filler Door Unit, Removing and Installing’, page 74 


> “4.4 Fuel Filler Door Lock Motor V155 , Removing and Instal- 


ling”, page 76 
4.1 Tools 


Special tools and workshop equipment required 
@ Wrench - Driver - T10010- 


T 10010 


O 


4.2 Overview - Fuel Filler Door Unit 


4. Fuel Filler Door Unit 73 
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1 - Connector 


() For the Fuel Filler Door 
Lock Motor - V155- 


2 - Fuel Filler Door Lock Mo- 
tor - V155- 


1) Removing and Instal- 
ling. Refer to > 
“4.4 Fuel Filler Door 
Lock Motor V155 , Re- 
moving and Installing”, 


page 76. 
3 - Fuel Filler Door Unit 


(1) Removing and Instal- 
ling. Refer to > 
“4.3 Fuel Filler Dgor 
Unit, Removing and In- 
stalling”, page 74. 


4 - Bolt 


QO) Tightening specifica- 
tion: 1.5 Nm 


5 - Water Drain Hose 


QO) Routed between-the 
wheel housing and the 
wheel housing liner 


4.3 Fuel Filler Door Unit, Removing and In- 
stalling 


> “4.3.1 Removing”, page 74 
> “4.3.2 Installing”, page 75 


4.3.1 Removing 
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> 
x 
= 
- 
S 


“c- Remove the fuel filler cap. 
@) > 


-“Remove the bolt -3-. 2 
op, 9 

— Fold-the rubber grommet on the-fuel filler door unit -2- back 
from the,fuel filler neck -1-. so 


Aq 5 enol : 
— Pull the fuel filléridoor unit -2- and. watér drain hose -4- 
toward the rear -arrow a- out of the retainers and then pivot 
the fuel tank insert -1- out of the side panel -arrow b-. 


4.3.2 Installing 
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& 
Insert the water drain hose -4- through opening?in fuel filler 
door unit and pull the water drain hose through until it stops. 


2) 
Guide the water drain hose -4- into the sidepanel. 


Slide the fuel filler door unit -1- into the side. panel -arrow a- 
with the hinge side first. 5 


° 


Pivot the fuel filler door unit all the way into the side panel 


-arrow b-. Make sure the hook engages correctly inside the 
side panel. o 


Pull the rubber grommet on the fuel filler door unit -2- over 
the fuel filler neck -1- and tighten the screw: 


Bolt tightening specification -5- 1.5 Nm. % 
* Check correct function of unlocking components. 


4.4 Fuel Filler Door Lock Motor “V 155- , 
Removing and Installing 


4.4.1 Removing 
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\ purposes, in part Orin Whoy 
Sis 
Nox, 


— Remove the service COvEr, -2- from the luggage compart- 


ment right trim panel -1-. % 


fo} 
3 = 
iS) 
ie) 
Loosen the luggage compar ent right side trim panel -1- Si 
o not remove. Refer to Ss 
Ss 


and pull it forward slightly bu 
> Body Interior; Rep. Gr. 70 3zTrim/Insulation; Trim, Lug- 
gage Compartment Side Trim, Removing and Installing . é 
Reach through the opening in the service cover -2- and discon- iid 
nect the connector -4- from the Fuel Filler Door Unlock Motor - ore 
Melys cor 
“ov ase” 


V155- -3-. 


4. Fuel Filler Door Unit T7 
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— Remove the fuel filler door unit. Refer to > “4.3 Freel Filler 
Door Unit, Removing and Installing”, page 74. Sz 
— Press the rubber grommet 3, out of the side pa he and 


remove the wiring harness -2-. 


— Remove the Fuel Filler Door Unlock Motor - V155- -4- from 
the side panel in the -direction of the arrow-. 


4.4.2 Installing 


Install in reverse order of removal. 
— Make sure the grommet and the connector fit correctly. 


— Secure the luggage compartment right side trim. Refer to 
=> Body Interior; Rep. Gr. 70 ; Trim Panels and Insulation; 
Luggage Compartment Side Trim Panel, Removing and In- 
stalling . 
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57- Front Doors, Central Locking System 


1 Front Door 
> “1.1 Tools”, page 79 


> “1.2 Materials”, page 82 


> “1.3 Overview - Door Construction”, page 82 


> “1.4 Overview - Déor Hinges”, page 84 
> “1.5 New Door Hinges, Lubricating”, page 86 


=> “1.6 Door, Removing and Installing”, page 87 


=> “1.7 Door Adjustment’, page 89 


> “1.8 Outer Door Panel@Removing and Installing”, page 93 


=> “1.9 New Outer Door Pafiel, Installing”, page 97 


> “1.10 Outer Door Plate Retaihing Track, Removing and Instal- 
ling”, page 101 > 

| ; 
=> “1.11. New Outer Door Plate, Installation Notes for Adhering 
page 103 ab 
> “1.12 Minimum Curing Time”, page 103 


> “1.13 Adhesive Sealant, Removing from Window’, page 104 


=> “1.14 Overview - Door Inner Panel”, page 104 


=> “1.15 Overview - Door Handle and Door Lock”, page 105 


> “1.16 Lock Cylinder, Removing and Installing”, page 107 
> “1.17 Door Handle, Removing and Installing”, page 108 


> “1.18 Mounting Bracket, Removing and Installing”, page 110 
> “1.19 Door Lock, Removing and Installing”, page 111 


> “1.20 Overview - Side Impact Protection”, page 113 


=> “1.21 Inner Door Seal’, page 113 


> “1,22 Inner Door Seal, Removing and Installing”, page 114 


> “1.23 Outer Door Seal, Removing and Installing”, page 115 
1.1 Tools 
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Special tools and workshop 
equipment required T 10072 T 10118 


a 
ree, 


V.A.G. 1 331 3371 pDOOROOONRa 5, 
; aceon 


ros la) 


# Wrench - Driver - T10072- i 
@ Elbow Assembly Tool - T10118- 


@ Wrench - Door Adjusting - 3320- with Wrench - Door Adjust- 
ing Wrench - Joint - 3320/1- , Wrench - Door Adjusting - 
Box Wrench - 3320/2- and Wrench - Door Adjusting - Box 
Wrench - 3320/3- 


@ Roller - 3356- 
@ Torque Wrench, 6-50Nm - VAG 1331A- 
@ Gauge - Gap Adjustment - 3371- 
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5 


V.A.G. 1628 


Cartridge Gun - V.A.G 1628- 
Cartridge Heater - V.A.G 1939 A- 
Trim Removal Wedge - 3409- 

Door Panel Assembly Set - T10237- 


Open Ring Wrench - 15mm - T10344- 
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V.A.G. 1939 


W57-10003 


T10344 


W00-10456 
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1.2 Materials 


[a] Note 


Refer to the > Electronic Parts Catalog (ETKA) for the material 
part numbers. 


One-part window adhesive 1:2) 3) 
Glass/Paint primer °) 

Cleaning solution °) 

Primer applicator 9) 


Adhesive remover 3) 


5 i A A A A 


Cutting wire 9) 


1) Note the minimum curing timé. Refer to > “1.12 Minimum 
Curing Time”, page 103 . 


2) Heat according to the manufacturer's instructions using the 
Adhesive Heater - 1939US- . 


3) Follow the manufacturer instructions supplied in the packag- 
ing. iy 


1.3 Overview - Door Construction 


The door design from the 2007 Golf Wagon was used in the 
2010 Golf Wagon. 


The door consists of door inner part -13- and outer door plate 


Parts are joined by the front -14- and the rear -12- rails. 


Retaining tracks are bolted to door inner part and bonded to 
outer door plate. 


The inner door part -13- undertakes among other things the 
function of the previously known subframe. Speakers, window 
regulators, window regulator motors, wires, window guide, Exte- 
rior rearview mirror and door lock are installed on the inner part 
of the door. 


The outer door plate -3- is also bolted to door inner panel on 
the lower edge. The outer window shaft seal -21-, the noise 
insulation -4- and the exterior door handle -1- are attached to 
the outer door panel. 


rN Caution 


Various bolts are used to secure the outer door plate. Outer 
door plate is damaged if not allocated correctly. 


[a] Note 


The anti-friction film -5- must always be bonded between the outer and inner door panel!s. 
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1 - Door Handle 


Removing and Installing. Re- 
fer to = “1.17 Door Han- 

dle, Removing and Installing”, 
page 108 . 


2 - Lock Cylinder Housing 


Removing and Installing. Re- 
fer to > “1.16 Lock Cylin- 
der, Removing and Installing” s 


page 107. 


3 - Outer Door Panel 


(1) Removing and Instal= 
ling. Refer to > 
“1.8 Outer Door Pan 
el, Removing and In= 
stalling’, page 93. « 


4 - Insulation 

O) Self-adhesive 

L) To adhere, insulation 
must be preheated and- 
then pressed on firmly « 

5 - Anti-Friction Film 

O) Self-adhesive 

OY Bonded between the 
outer and inner door 
panels 

6 - Bolt 


Q) Quantity: 6. Refer to 
=> “1.8 Outer Door Pan- 
el, Removing and In- 


stalling”, page 93 . 
OQ 10Nm 


7 - Door Window 
LY Removing and Installing. Refer to > “2 Front Door Window”, page 248 . 


8 - Door Lock 
LY Removing and Installing. Refer to > “1.19 Door Lock, Removing and Installing”, page 111. 


9 - Mounting Bracket 

LY Removing and Installing. Refer to > Item 10 (page 106) . 

10 - Bolt 

O) Quantity: 1. Refer to > “1.8 Outer Door Panel, Removing and Installing”, page 93 . 
QO 10Nm 

11 - Bolt 

OY Quantity: 5. Refer to > “1.8 Outer Door Panel, Removing and Installing”, page 93 . 
QO 14Nm 

12 - Rear Rail 

LO) Adhesive -DH 009 100 A2- 

13 - Door Inner Panel 

OY Overview. Refer to = “1.14 Overview - Door Inner Panel”, page 104 . 


14 - Front Rail 
L) Adhesive -DH 009 100 A2- 


1. Front Door 83 
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15 - Bolt 

QO) Quantity: 5. Refer to > “1.8 Outer Door Panel, Removing and Installing”, page 93 . 
O 14Nm 

16 - Lower Door Hinge 

O) Overview. Refer to > “1.4 Overview - Door Hinges”, page 84 . 


17 - Upper Door Hinge 
O) Overview. Refer to > “1.4 Overview - Door Hinges”, page 84 . 
18 - Bolt 


OY Quantity: 1. Refer to > “1.8 Outer Door Panel, Removing and Installing”, page 93 . 
O 10Nm 


19 - Window Regulator 

OY Removing and Installing. Refer to > “4 Window RegulatorsRemoving and Installing”, page 260 . 
20 - Clip 

OY Quantity: 6 

21 - Outer Window Shaft Seal 

(1 Must be installed before installing outer door plate 


1.4 Overview - Door Hinges 


[a] Note 


@ The illustration shows the right side. The left side ts identical. 
@ Always replace the door hinge bolts after loosening them. 

@ Hinges are no longer manufactured as separated parts. 

@ Lubricate the new doorhinge if the old one was replaced. 
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1 - Door 
(1) Removing and Instal- 
ling. Refer to > 
“1.6 Door, Removing 
and Installing’, page 
B/. 


QO) Adjusting. Refer to > 
“1.7 Door Adjustment”, 


page 89. 


2 - Guide Bolt 
QO) Tightening specifica- 
tion: 10 Nm. 


3 - Door Hinge with Door Ar- 
rester 
QO Lubricate if the hinge 
is replaced. Refer to > 
“1.5 New Door Hinges, 
Lubricating”, page 86 . 


4 - Bolt 

) Tightening specifica- 
tion: 38 Nm 

QO) Always replace bolts af- 
ter loosening them 


5 - Bolt 

QO Installed from the vehi- 
cle interior 

OY Remove the lower A- 
pillar trim panel. Refer 
to > Body Interior; 
Rep. Gr. 70; Trim 
Panels/Insulation; Pillar 
and Side Trim Panels 


QO) Tightening specification 
50 Nm. 


M57-10024 


SQ 


fe) neds 
441 40 ssaujgeyo0 BUOY? 


QO Always replace bolts af- 5 
ter loosening them s 


6 - Bolt i 
Q Tightening specification: 38 Nm 


QO) Always replace bolts after loosening them 
oO 
7?) 


< 
Ss 
iS 

fo) 


7 - Bolt 3 

) Tightening specification-50 Nm. 

O) Always replace bolts after loosening them 
E 


Puy, 


8 - Lower Spacer Plate 


% 
9 - Adjusting Ring %, 
1 Provides the eccentric pin adjustment range. 
10 - Bolt Ly 
QO For the eccentric bolts % & ao 
5 2 fine : : , ; 
LY Tightening specifications: 28 Nm if G9, ‘3 <G 


11 - Door Hinge 


L) The door hinge is not separated. 
QO) Lubricate if the hinge is replaced. Refer to = “1.5 New Door Hinges, Lubricating”, page 86 . 


12 - Bolt 


1. Front Door 85 
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OY Tightening specification 50 Nm. 

QO) Always replace bolts after loosening them 
13 - Bolt 

QO) Tightening specification 50 Nm. 

QO) Always replace bolts after loosening them 
14 - Bolt 

OY Tightening specification: 38 Nm 

QO) Always replace bolts after loosening them 


15 - Upper Spacer Plate 


16 - Eccentric Bolts 
1 The eccentric bolts are for adjusting the gap 


17 - Guide Bolt 
OY Tightening specification: 10 Nm. 


1.5 New Door Hinges, Lubricating 


[a] Note 


Lubricate the new door hinge after the painting is completed. 


r> 
; B, 
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owe agi 


— The upper door hinge -1- is lubricated all around -a arrows- 
at the pins and hole with Lithium Grease - G 000 150- . 


— Lubricate the lower hinge -3- all around -b arrows- at the 
pins and hole with Lithium Grease - G 000 150- . 


— Lubricate the door check torsion spring -2- on the lower 
hinge with Lithium Grease - G 000 150- -arrow c-. 


1.6 Door, Removing and Installing 


> “1.6.1 Removing”, page 87 


> “1.6.2 Installing”, page 88 


[a] Note 


The following describes removing and installing the right door. 
Removing and installing the left door is identical. 


1.6.1 Removing 
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cS 
— Préss on the catch -arrow a- and remove the boot -4- from 
the A-pillar. 


- Move the locking lever -5- downward -arrow b- and discon- 
nect the connector from connector station. 


- a the bolts -2, 6 and 7- from the hinge using the 
‘Wrench - Door Adjusting - 3320- and the Wrench - Door 
Adjusting - Box Wrench - 3320/3- . 


- The bolts -3 and 8- are actually guide screws and remain on 
the hinge. 
oO 


— Pill the door -1- off the guide screws -3 and 8- in the 
-difection of the arrow c- 
[o) 


= 


1.6.2 ©. Installing 


*e 
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Install in reverse order of removal. 

« Always replace the bolts -2, 6 and 7-. 

— Bolts -2, 6 and 7- tightening specification: 38 Nm. 

— Make sure the front door gap dimension is correct. Refer to 


=> Body Repair; Rep. Gr. 00 ; Technical Data; Body Gap 
Dimensions; Body, Center . 


1.7 Door Adjustment 
> “1.7.1 Tools”, page 89 


> “1.7.2 Door, Adjusting Gap Dimension and Flush Dimension”, 
page 90 


> “1.7.3 Door, Adjusting Gap Dimensions”, page 92 
> “1.7.4 Striker, Adjusting”, page 93 


1.7.1 Tools 


Special tools and workshop equipment required 


1. Front Door 89 
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@ Open Ring Wrench - 15mm - T10344- 


T10344 


1.7.2 Door, Adjusting Gap Dimension and 
Flush Dimension 
[a] Note 


@ The door is properly adjusted when there is an overall even 
gap dimension when closed, it is not too far inward or out- 
ward and contours align. 


@ Vehicle must stand on its wheels while they are on the 
ground in order to be able,tojperformche,adjustment. 
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Adjusting the gap dimensions 


@ 
— Make sure the front door gap dimension is correct. Refer to 
=> Body Repair; Rep. Gr. 00 ; Technical Data; Body Gap 
Dimensions; Body, Center . S 


Sno 


& 


Adjustments are made using the eccentri¢ bolts -9-. 


Other measures, such as aligning the door upward, do not 
work. Pressure later will cause the door-to sag again. 


— Loosen eccentric pin bolt -6-. 


par 


— Adjust the eccentric bolt -9- within the adjustment range -7- 
using a Open Ring Wrench - 15mm 1T10344- . 
o 


— Tighten the bolt -6-. Tightening specification: 28 Nm 


o 
— Adjust the striker. Refer to > “1.7.4 Striker, Adjusting”, page 
93... € 


van) 


— lf the adjustment range is insufficient, then proceed as de- 
scribed in Refer to > “1.7.3 Door, Adjustiag Gap Dimen- 


sions”, page 92. hy 
Adjusting the flush dimension > 
The flush dimension is adjusted using the bolts %5 , 
-2, 3, 4, 5 and 8- on the door hinge. % Pr, 
9) 
9p 
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The Wrench - Door Adjusting - 3320- and Wrench - Door,AdA@.Y°'SWagen 4g 5, 
justing - Box Wrench - 3320/3- are used for ma ore Ss os 
c (<7 
— Inorder to adjust the upper area of the door, loosen bolts 2% 
-5 and 8-. 


Tightening specification for bolt 5-10 Nm. 


@ 
Bolt tightening specification -8-:.38 Nm. 


@ 
In order to adjust the lower area of the door, loosen bolts 
-2, 3 and 4-. > 


(2) 


Bolt tightening specification=2-: 10 Nm. 
— 


Bolt tightening specification -3 and 4-: 38 Nm. 


Adjust the striker. Refer tos “1.7.4 Striker, Adjusting”, page 
93. = 
1.7.3 


Door, Adjusting Gap Dimensions 


=) 
oO 
B 
2 
a 
q 


If the adjustment using the eccentric bolt is insufficient, then 

adjust the gap dimensions on the door hinge once again using 

the screws -2, 3, 4, and 5-. 

The Wrench - Door Adjusting - 3320- and Wrench - Door Ad- 

justing - Box Wrench - 3320/3- are used for this. 
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— Tightening specification for screws -2, 3, 4, and 5-: 50 Nm. 
Always replace the screws -2, 3, 4, and 5-. 


1.7.4 Striker, Adjusting 


[a] Note 


@ When closing, the front door must latch completely without 
additional force and it must not have any play. 


@ By adjusting the striker, the door must not be pushed up- 
ward or downward. 

The catch can be used to adjust: 

« If the front door does not align with the rear door. 

— Loosen the bolts -2- on the B-pillar to loosen the bracket -1-. 


— Adjust front door with striker -2- so that front door aligns with 
rear door when closed (wind noise). 


— Tighten the bolts -1- for the striker -2-. 
Tightening specifications: bolts -1- - 20 Nm. 


1.8 Outer Door Panel, Removing and In- 
stalling 


> “1.8.1 Removing”, page 93 


> “1.8.2 Installing”, page 95 
1.8.1 Removing 
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— Remove the cover -2- with the clips -3- from the door -1- 
starting at the bottom. 


— Remove the lock cylinder. Refer to = “1.16 Lock Cylinder, 
Removing and Installing’, page 107 . 


— Remove the door handle. Refer to = “1.17 Door Handle, 
Removing and Installing”, page 108 . 


— Remove the bolt -2- from the mounting bracket -1-, located 
behind the outer door panel. 
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— Remove allsolts -2-, -3- and -4-. 


[a] Note 


On some vehicles, bolt -2- may be installed instead of bolt -4- on the top rear of the door. If this is the case, 
do not replace bolt -2- with bolt -4-. 


— Remove the outer door panel from the door -1-. 


1.8.2 Installing 


rN Caution 


Various bolts, are used to secure the outer door plate. Outer 
door plate is damaged if not allocated correctly. 


(F] note a 


The anti-friction film > Item 5 (pagé’&3) must alwa Vs be bonded between the outer and inner door panels. 
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— Position the outer door panel on the door -1-. 

— Install all bolts -2-, -3- and -4-. 

Make sure the various bolts are used correctly. 

@ Note for bolt -2-: Bolt with point and thin washer 

@ Note for bolt -3-: Bolt without point and without a washer 
@ Note for bolt -4-: Bolt with point and has thick washer 


— Check whether guide pins for retaining tracks are located in 
the corresponding guide holes of door inner part. Only then 
tighten all bolts -2-, -3- and -4-. 


Observe the correct tightening specifications for the various 
bolts. 


Bolt tightening specification -2-: 10 Nm. 
Bolt tightening specification -3-: 14 Nm. 
Bolt tightening specification -4-: 10 Nm. 
Further installation is performed in reverse order of the removal. 
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New Outer Door Panel, Installing 


1.9 


rN Caution 
Various bolts are used to secure the outer door plate. Outer 


door plate is damaged if not allocated correctly. 


Observe the chapter of installation notes, bonding new outer door plate. Refer to = “1.17 New Outer Door 


[a] Note 
Plate, Installation Notes for Adhering”, page 103 . 


Old (damaged) outer door plate with retaining tracks re- 
moved. Refer to > “1.8 Outer Door Panel, Removing and 


Installing”, page 93 . 
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Install front -2- and rear -6- retaining tracks on door inner 
1. Front Door 97 


part -1-. 
Tightening specification for bolts -3- and -5-: 14 Nm 
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The painted outer door plate is fitted first without applying adhe- 
sive. 

To fit the outer door plate, assembly blocks -3- from Door Panel 
Assembly Set - T10237- are required. A strip of double-sided 
tape -6- is attached to the lowered side. The pin has the mini- 
mum dimension for the gap width. The surface without adhesive 
is placed onto the neighboring component until it makes con- 
tact. 


— Adhere assembly blocks -3- onto outer door plate -1-. 


— Guide the outer door plate -1- in lower edge of door inner 
part via the guide bolts. 


— Using wedges -4- from the Door Panel Assembly Set - 
T10237- , adjust the gap dimension to sill panel and outer 
door plate height. 


— Place outer door plate -1- with assembly blocks onto neigh- 
boring components -2- and -5-. 
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— Check the gap dimension using the Gauge - Gap Adjust- 
ment - 3371- . Refer to > Body Repair, Rep.GreQQ.; nhac 
nical Data; Body Gap Dimensions; Center Body . Qs 


The entire door must be adjustéd ifthe gap dimensions cannot “= 
be adjusted any more. By to > “1.7 Door Adjustment”, page 
89 . 


— Remove the outer: St panel again. 


Lg 


V.A.G1628 


M5 7- 10006 


— Apply the adhesive beads -2- onto the front -1- and rear -3- 
rails using the Cartridge Gun - V.A.G 1628- . 
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“0D ¢ | > 
Peta) : 1g uo0® 
To insert the outer door plate, securing blocks -2- from Door 
Panel Assembly Set - T10237- are required. Two strips of dou- 
ble-sided tape -5- are applied to the contact surface. 


wor? X 


— Guide the outer door plate -1- in lower edge of door inner 
part via the guide bolts. 


— Bring the outer door plate with assembly blocks -3- into con- 
tact with neighboring components. 


— Using the wedges -4- from assembly tool set, adjust gap 
dimension to sill panel and outer door plate height. 


— Check the gap dimensions using the Gauge - Gap Adjust- 
ment - 3371- . Refer to = Body Repair; Rep. Gr. 00 ; Tech- 
nical Data; Body Gap Dimensions; Center Body . 


— Affix short securing blocks -2- uniformly onto door to be 
replaced and neighboring components. 


[a] Note 


There must be a waiting period of 90 or 180 minutes before performing further work on the bonded door. 
Refer to = “1.12 Minimum Curing Time”, page 103 . 


— Install the outer door panel in reverse order of installation. 
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1.10 Outer Door Plate Retaining Track, Re- 
moving and Installing 


21.10.1 Rail, Removing”, page 101 


+ “4.10.2 Rail, Installing”, page 102 
1.10.1 Rail, Removing 


A WARNING 


The following work must be performed very carefully. Since 
the outer door plate is to be re-used, dents and scratches 
must be prevented. 


When cutting through adhesive bead, always hold retaining 
track and outer door plate together as shown in the illustra- 
tion. Otherwise, outer door plate flaps off the retaining track 
and must no longer be used again. 


[a] Note EJ 
A 


The following work is to,be performed only withasecond me- 
chanic. 


* Outer door plate with retaining tracks removed. Refer to > 
“1.8.1 Removing”, page 93 . 


— Store the outer door plate -1- on a firm surface and protect 
outer door plate against scratches. 


— Secure the reel device -2- on the outer door panel -1-. 
— Secure the cord -5- onto reel device -2- and counterholder 


— Hold the retaining track and the outer door panel firmly to- 
gether when cutting through adhesive bead. 


— Using cord, cut through adhesive bead from retaining track 
-3- and outer door plate -1- until slightly out over the center. 
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1. Front Door 1 01 


[a] Note 


If the paint on the outer door panel was damaged, repair the 
paint coat according to the instructions in the “Paint” repair 
manual. 
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After adhesive bead has been cut up to halfway in the first 
step, move the reel device -2- and insert cord -5- on the side 
not yet cut. 


Hold the retaining track -3- and outer door panel -1- firmly 
together when continuing to cut through adhesive bead. 


Cut through the second half of the adhesive bead. 


1.10.2 Rail, Installing 


With utmost care, cut remaining adhesive bead on the outer 
door panel up to the highest possible minimum without dam- 
aging paint work while doing so. 


Further work steps are described in the “installing new outer 
door plate” chapter. Refer to = “1.9 New Outer Door Panel, 
Installing”, page 97 . 


a Note 


“Installation notes for adhering new outer door plate” are also to 
be followed for the installation of a new retaining track. 


Install a new rail onto door inner panel on location of the 
removed rail. 


Apply adhesive onto the new rail. 
Fasten the door panel on lower edge and on the rail not cut. 


Secure the outer door panel to the new rail«with the securing 
blocks from the Door Panel Assembly Set -2T10237- and 
double-sided tape. 
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1.11 New Outer Door Plate, Installation 
Notes for Adhering 
[a] Note 


@ /f the front and rear outer door plate must be replaced, then 
this is performed at the same titne. For the adhesion of both 
outer door plates, the long securing blocks from the Door 
Panel Assembly Set - T1023/- are adhered for the change- 
over from the front to the rear outer door plate. 


@ /fthe paint on the outer door panel was damaged, repair the 
paint coat according to thesinstructions in the “Paint” repair 
manual. 


@ The one-part window adhesive -DH 009 100 A2- must be 
warmed up for 20 minutessin the Cartridge Heater - V.A.G 
1939 A-. 


— Clean application surfaces thoroughly with cleaning solution 
-D 009 401 04-. 


— Apply primer -2- to the freshlypainted adhesive surfaces 
evenly in one stroke using applicator D 009 500 25 -1-. 


@ Drying time is approximately 10 minutes 


— Apply the adhesive material using the Cartridge Gun - V.A.G 
1628- onto the rail application surfacesyat a right angle to the 
rail. 


rN WARNING 


Outer door plate must be installed within 10 minutes, other- 
wise bonding properties of adhesive will be impaired. 


— Place the outer door panel onto rails using both assembly XA 
blocks from Door Panel Assembly Set - T10237- , and align N 
using wedges and Gauge - Gap Adjustment - 3371- . Press 
contact surfaces of assembly blocks onto the neighboring 
components. 


— During the curing time, secure the outer door panel using se- 
curing blocks from the Door Panel Assembly Set - T10237- . 


— After installing, align outer door plate to the other compo- 
nents and gap dimensions must be uniform. 


— Ifthe adhesive bead has been applied too thickly and 
the adhesive expands out between retaining track and out- 
er door plate, remove the excess adhesive. Refer to > 
“1.13 Adhesive Sealant, Removing from Window’, page 
104. 


1.12 Minimum Curing Time 


Special requirements must be fulfilled for replacing bonded 


outer door plates. This includes, for example, a newly bon- 
ded outer door plate is safe for vehicle operation also in case 
of an accident after a specified minimum curing time. 
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The minimum curing time for outer door panel with one-part 
adhesive -DH 009 100 A2- is 180 minutes. 


By minimum curing time, it is meant the time from bonding in 
the outer door plate up to use in the vehicle, or until further work 
can be performed. During this time, the vehicle must stand on 
an even surface at room temperature (at least 15 °C (59 °F)). 


rN WARNING 


The vehicle is operationally ready only after the minimum 
curing time has elapsed. 


1.13 Adhesive Sealant, Removing from 
Window 
— Adhesive Remover -D 002 000 10- is recommended as a 


cleaning solution. Follow all safety precautions when pro- 
cessing. 


LZ\ Caution 


When cleaning the vehicle, outer door plate bonded in imme- 
diately beforehand must not be shifted. 


— First clean the paint surface coarsely using a dry cloth. Re- 
move any remaining dirt using\thesadhesive remover -D 002 
000 10-. 


— Clean the plastic trim panel: let the adhesive sealant‘harden 
(approximately one hour) and then peel it off. 


1.14 Overview - Door Inner Panel 


[a] Note 


Fhe illustration shows the right side. The left side is identical. 


eG) 


1 04 Rep. Gr.57 - Front Doors, Central Locking System 


Golf Variant 2010 > ® 


Body Exterior - Edition 04.2023 


1 - Door Inner Panel 
2 - Inner Window Shaft Seal 
3 - Speaker 


4 - Window Regulator Motor 


(1) Removing and Instal- 
ling. Refer to > 


‘2.4 Window Regulator 
Motor, Removing and 


Installing”, page 253 . 


5 - Insulation 
C1 Quantity: 4 
Ch 20 mmx 40mm 


commercially available 
cloth reinforced adhe- 


sive tape 
Oy By 
Ye Ss 
1 ~ 
1.15 Overview - Door Handlé,and Door Lock a 


<7 
vie, 


\ 
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[a] Note Heo, “py oor 


The illustration shows the left side. The right side is identical. 
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1 - Cable 


L) From the interior door 
mechanism to the lock 
release mechanism 


2 - Bolt 
Q) Quantity: 2 
O 18Nm 


3 - Door Lock 


LY Removing‘and Instal- 
ling. Refer to > 
“1.19 Boor Lock, Re- 
moving and Installing”, 


page 111. 
4 - Backing Plate 


5 - Lock Cylinder with Cover 
(1 Only on the driver side 


) <Only one housing is in- 
stalled on front passen- 
ger side 


LY ‘Removing and Instal- 
ling. Refer to > 
“4.16 Lock Cylinder, 
Removing and Instal- 


lig”, page 107 . 
6 - Key 

QO) Battery, Changing. Re- 
fer to 32.3 Over- 
view - Rémote Control 
Key (Foldable) Battery”, 
page 122. 

Q) Adapting new/addition- 
al keys to remote con- 
trol and immobilizer. M57-10014 
Refer to > “2.2 Remote 
Control Keys, Adapting”, page 122. 


7 - Door Handle with Backing Plate 
LY Removing and Installing. Refer to = “1.17 Door Handle, Removing and Installing’, page 108 . 


8 - Backing Plate 

OY Is a component of door handle 

9 - Bolt 

O 4.5Nm 

10 - Mounting Bracket 

LY Removing and Installing. Refer to > “1.18 Mounting Bracket, Removing and Installing”, page 110 . 
11 - Door Lock Cover 

) Secured with retaining tabs to door lock 


12 - Cable Cover 
) Secured with retaining tabs to door lock 
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1.16 Lock Cylinder, Removing and Installing 
> “1.16.1 Removing”, page 107 


> “1.16.2 Installing”, page 107 


[a] Note 


The removal and installation procedure applies to the housing 
on the front passenger side. Removing and installing lock cylin- 
der Is identical. 


1.16.1 Removing 
— Remove the front door cover > page=94 . 
— Pry out cover cap in front of bolt -1-. 


— Pull the door handle -2- in -direction of the arrow- and re- 
move the bolt -1- until it stops using the Wrench - Driver - 
T10072- . 


— Pull out the housing -3-. 


1.16.2 Installing 


— Insert the housing -3- in the door at a right angle. 
Door handle -2- must make contact only lightly at door plate. 


— Now tighten the bolt -1- all the way using the Wrench - 
Driver - T10072- . 


The door handle -2- engages again into the housing -3- with a 
very audible click. 


a Note 


During installation, housing must be pressed onto door plate. 
The door handle rests only lightly against the door panel. 


Perform the rest of the installation in the reverse order of re- 
moval. 


Then a function test must be performed when the door is open, 
since the door cannot be opened if the release cable is not 
correctly adjusted or clipped in. 
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1.17 Door Handle, Removing and Installing 
> “1.17.1 Removing”, page 108 


> “1.17.2 Installing’, page 108 


[a] Note 


The following describes the removal and installation of the right 
door handle. Removing and installing the left door handle is 
identical. 


1.17.1 Removing 


— Remove the housing. Refer to = “1.16 Lock Cylinder, Re- 
moving and Installing”, page 107 . 


— Pry the clip -2- out of the door handle -1-. 
— Swing the door handle -1- out of door -arrow-. 


1.17.2 Installing 
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T10118 


=) 
a 
= 


Guide the Elbow Assembly Tool - T10118- in the door 
through the opening in the outer door panel. 
| 
Illuminate the door inner panel using-a flashlight for better 
xs) 
is 


401 18- in the spring -2- 
[e) 


view. 
— Engage the Elbow Assembly Tool - T 
-arrow A-. a 
® 
— Pull the Elbow Assembly Tool - T10118- “arrow B- to engage g 
the spring -2- in the door lock release lever?1-. «3 
“6 @ 
The release lever is now locked into position. Coy bus 
: & 
4a, ge 
“ co oN 
OW yeor™ 


Fans 3 1014 


(F) Note 
Engaging the spring in the release lever secures the lock. This prevents the cable from being clipped in at 


the door handle incorrectly. 


1. Front Door 1 09 


® Golf Variant 2010 > 


Body Exterior - Edition 04.2023 


— Pivot the door handle -1- into the door. 


— Pull the clip -2- into the plate cutout and lock the clip in the 
door handle -1- -arrow-. 


[a] Note 


@ Press the door handle -1- onto the door panel during instal- 
lation. 


@ Clip -2- must engage into door handle -1- with a very audibly 
Click. 


— Install the housing. Refer to = “1.16.2 Installing”, page 107 . 


Then a function test must be performed when the door is open, 
since the door cannot be opened if the release cable is not 
correctly adjusted or clipped in. 


1.18 Mounting Bracket, Removing and In- 
stalling 


> “1.18.1 Removing”, page 110 


> “1.18.2 Installing”, page 111 


[a] Note 


The following describes.the removal and installation of the right 
mounting bracket. Removing and installing the left mounting 
bracket Is identical. 


1.18.1 Removing 


— Remove the outer door panel. Refer to = “1.8 Outer Door 
Panel, Removing and Installing”, page 93 . 


Pe} 
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— Remove the retaining grommet -1- upward from the guide 
pin -2-. ‘= 


— Remove the mounting bracket -3- in the 
-direction of thesarrow- with the guide pin -2- from the mount 
e) 


[oe 
3 . 
1.18.2 Installing 
xo) 
Install in reverse order of removal. 


1.19 Door Lock, Removing and Installing 


cap 
> “1.19.1 Removing”, page 112 S 
a & 
=> “1.19.2 Installing’, page 1” Ss 
Hey p. 
24, eo 
N t My oe . 
(4) ae %o 9 wor? ~ 


S109), ey US 
The following describes removing and installing the right door’ ° 
lock. Removing and installing the left door lock is identical. 
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1.19.1 Removing 


Remove the mounting bracket. Refer to > “1.18 Mounting 
Bracket, Removing and Installing”, page 110 . 


l 


\ 


“Va } 


=- Disconnect the connector -2- on the door latch -4-. 3 
i Remove the screws -5-. g 
on Remove the door lock and loosen the cable -1- from the 3 
2. support bracket -arrow a- on the rear side. g 


= Swivel the cable -1- in the direction of -arrow b- and disen- 
‘ gage it from the actuator lever -8-. 


The cover -3- is secured on the door lock with tabs and is not 
part:of the door lock delivery package. 


%, . fs 
1.19.2 Installing s 
Install in reverse order of removal. fom 
Bolt tightening Specification: 18 Nm. : os 

OD ¢ Or 


Ag p, ols 
Then a function test mustbe performed when.the ‘door is open, 
since the door cannot be opened if the release cable is not 
correctly adjusted or clipped in. 
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1.20 Overview - Side Impact Protection 


1 - Side Impact Protection 


Q) The outer door panel 
must be removed to re- 
move and install. Refer 
to > “1.8 Outer Door 
Panel, Removing and 
Installing”, page 93 . 

2 - Bolt 

QO) Quantity: 4 
O 20Nm 

3 - Insulation 

4 - Nut 

QO) Quantity: 2 
O 20Nm 


1.21 Inner Door Seal 


Inner door seals are equippedc-at the factory with sealant, ap- 
plied to door flange and then rolled on. 


[a] Note 


@ When the seal is removed, the sealant‘spreads on the inner a 
side of the seal and the sides bend up slightly, lf the seal is 
reinstalled, proper function and positioning cannotbe, guar- 
anteed. 


@ For this reason, replace every seal that is completely re- 
placed with a ‘hammer-stroke seal”. 


@ With partially removed seals, press the seal sides together 
before installing. 
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age" AG. Volkswagen 4g é 
No OF i 
1.22 Inner Door Seal; Removing and Instal- an 
. XO 
ling o& ee 
y “g 
= “1.22.1 Removing”, page 114 oy 
= “1.22.2 Installing’, page 114 % 
~~ Zz 
& %, 
[a] Note g S 
The following déscribes removing and installing the right inner 2 
door seal. Removing and installing the left inner door seal is > 
identical. G 3 
@ 
1.22.1 2 
. 


M5 7-10020 


Pull off the inner door seal from the body flange. 


1.22.2 Installing 
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— Align inner door seal with vulcanized point -arrow b- at the 
height of the lower hinge. 


— Start installation of inner door seal in upper radius -arrow a- 


of door cutout. 
1.23 Outer Door Seal, Removing and Instal- 
ling 


> “1.23.1 Removing”, page 115 


> “1.23.2 Installing”, page 116 


[a] Note 


@ The following describes removing and installing the right out- 
er door seal. Removing and installing the left outer door seal 
Is identical. 


@ Only remove the protective film right before assembly. Pro- 
cessing temperature approximately 20 °C (68 °F). 


1.23.1. Removing 
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— Pull off outer door seal from door. 
1.23.2 Installing 


— If there is adhesive residue, remove it with the eraser disc 
for the Adhesive Strip Remover - VAS 6349: . 


es, in part or in 


3S 

— Thoroughly clean the adhesive surface with Adhesive Re- 
mover - D 002 000 10- right before installing he outer door 
seal. @, 

¢ The adhesive surface must not have any dust, grease or 
adhesive residue on it. % 
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2 Align the outer door seal so that the point where it will be 
= bonded -arrow b- is located in the center area of the sill 
a 
= : 
iS 


S Begin installing the outer door seal in the upper curve 
© “arrow a-. 
—%Remove the protective film and apply the seal to the door. 
‘Do not stretch the outer door seal excessively so that the 
séal is not too long at the end. 
% 
& 
“ 
Os 
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— Press the entire adhesive surface of the seal -3-'firmly all 
around the door -1- using the Roller - 3356- . 


— Inthis way, the seal is pressed so far into the side -arrow a- 
so that the Roller - 3356- comes into direct-contact with the 
seal contact surface. 


The force -arrow b- from the roller can only reach the adhesive 
surface -2- if the procedure described above is used. 


— Ifthe seal has become too long, cut it back to the correct 
length and press on the joint area. 


— Ifthe seal -3- comes loose again in small.areas, press these 
on again using the Roller - 3356- . 


[a] Note 


To ensure that the outer door seal does not loosen or slide again, do not close the door for 2 hours. 
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2 Central Locking 


=> “2.2Component Location Overview - Central Locking Compo- 
nentS”, page 119 


=> 2.2 Remote Control Keys, Adapting”, page 122 


>'2.3 Overview - Remote Control Key (Foldable) Battery”, 
page 122 


=>.“2.4 Remote Control Key Battery, Foldable, Removing and 
Installing”, page 123 


2.1 Component Location Overview - Central Locking: Components 
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1 - Alarm Horn H12 


(9 Component location: 
under the right fender 


UO Removal. Refer to 
=> Electrical Equip- 
ment; Rep. Gr. 96 ; 
Interior Lights, Lamps, 23 4 5 6 7 8 ¥Y 10 11 12 13 
Switches, Anti-Theft 
Protection, Anti-Theft 
Alarm System, Alarm 
Horn H12 . 


2 - Connector Station 


OY Component location: 
left A-pillar 


QO) Loosen the boot on the 
pillar to disconnect the 
connector 


3 - Comfort System Central 
Control Module -J393- 


QO) Installed location: under 
the instrument panel 
on the front passenger 
side and behind the 
glove compartment 


(1 Removal. Refer to 
=> Electrical Equip- 
ment; Rep. Gr. 97 ; 
Wires; Control Mod- 
ules; Comfort System 21 20 19 18 17 16 15 14 


Central Control Module 
J393 . 


4 - Front Passenger Door 
Control Module -J387- 


QO) Integrated in window 
regulator motor 


LY Removing. Refer to > 
“2.4 Window Regulator Motor, Removing and Installing”, page 253 . 

5 - Right Front Door Lock 

OY The door lock is attached to=the door inner panel 

L) The power central locking system is integrated in the door lock 

C1 Removing. Refer to = “1.19 Door Lock, Removing and Installing”, page 111 . 


6 - Connector Station 
LY Component location: right B-pillar 
(1 Loosen the boot on the pillar to disconnect the connector 
7 - Right Rear Door Control Module -J389- pain 
QO) Integrated in window regulator motor ) 
LY Removing. Refer to > “5.9 Window RegulatorMotor, Removing and Mating’ page’274 . 
8 - Right Rear Door Lock 
Q) The door lock is attached to the door inner panel 
L) The power central locking system is integrated in the door lock 
LY Removing. Refer to > “2.7 Door Lock, Removing and Installing”, page 145 . 
9 - Fuel Filler Door Unlock Motor -V155- 


(4 Component location: attached to the right side panel. Refer to = “4.4 Fuel Filler Door Lock Motor 
V155_, Removing and Installing”, page 76 . 
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- Right Rear Lid Connector Station 
LY Component location: on the rear roof crossmember 


L) Removal. Refer to > Body Interior; Rep. Gr. 70_;,rim/nsulation; Roof,Trim; Upper C-Pillar Trim 
Panel, Removing and Installing . 


- Left Rear Lid Connector Station 
LY Component location: on the rear roof crossmember 


OY Removal. Refer to = Body Interior; Rep. Gr. 70 ; Trim/Insulation; Roof Trim; Upper C-Pillar Trim 
Panel, Removing and Installing . 

- Rear Lid Handle Unlock Switch -E234- 

LY Component location: on the rear lid 

OW Removing. Refer to > “238 Rear Lid Handle Unlock Switch, Removing and Installing”, page 65 . 

- Rear Lid Latch 

LY Component location: bolted to the rear lid 

LY Removing. Refer to > £2.9 Latch, Removing and Installing”, page 66 . 

- Left Rear Door Lock 

QO) The door lock is attached to the door inner panel 

L) The power central lockiag system is integrated in the door lock 

LY Removing. Refer to > “2a7 Door Lock, Removing and Installing”, page 145 . 

- Left Rear Door Control Module -J388- 

QO) Integrated in window regulator motor 

OY Removing. Refer to > “5.9 Widow Regulator Motor, Removing and Installing’, page 274 . 


- Connector Station 

LY Component location: left B-pillar i) 

L) Loosen the boot on the pillar to disconneéet,the connector ry 
oe 

- Left Front Door Lock 


OY The door lock is attached to the door inner panel 

L) The power central locking system is integrated in the door lock 

LY Removing. Refer to > “1.19 Door Lock, Removing and Installing”, page 111 . 

- Driver Door Control Module VL -J386- 

) Integrated in window regulator motor 

OY Removing. Refer to > “2.4 Window Regulator Motor, Removing and Installing’, page 253 . 


- Window Regulator Central Switch 
LY Component location: installed in the door trim panel 


LY Window Regulator Central Switch, Removing and Installing. Refer to > Electrical Equipment; Rep. 
Gr. 96 ; Electrical Equipment; Interior Lamps, Bulbs, Switches; Door Lamps and Switches . 

- Central Locking Button 

LY Component location: installed in the door trim panel 


LY Removing and installing the central locking button. Refer to > Electrical System; Rep. Gr. 96 ; 
Electrical Equipment; Lights, Lamps, Interior Switches and Door Switches . 


- Connector Station 
LY Component location: right A-pillar 
(1 Loosen the boot on the pillar to disconnect the connector 


- Engine Hood Contact Switch -F266- 
Contact switch for anti-theft alarm system 
Component location: on the latch 


Removing. Refer to > Electrical Equipment; Rep. Gr. 96 ; Interior Lamps, Bulbs, Switches, Anti-Theft 
Protection; Lights and Switches in Engine Compartment; Engine Hood Contact Switch F266, Remov- 
ing and Installing . 


Ovov 
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2.2 Remote Control Keys, Adapting 
Use the Vehicle Diagnostic Tester to adapt the remote control 
keys. 


- Select “Guided Fault Finding” on the -Vehicle Diagnostic 
Tester- . 


Using the “Go to” button, select "Function/Component selec- 
tion" and the following menu items one after the other: 


@ Body 
@ Electrical Equipment (repair group. 01; 27; 90 to 97) 
@ Vehicle Electrical System Control Module 
oF i 
mneTonS agen AG: Volkswagen 4g ,, 
# Remote Control Key, Adapting owe Sno 
> 
S 
[a] Note > 
NZ) 


RS 
If the corresponding prompt occurs during the key adaptation 
with the Vehicle Diagnostic Tester, then stop the key, as shown, 
at the Start/Stop button. 2 


S 
s 
@ 
@ 
€ 
= 
£& 
— 
fo) 
Cc 
o 
a 
¢ 
ow 
® 
on 
fe} 
o 
= 
=] 
[oe 
3 
xe) 
S 
© 
% 
2S 


N96-10794 


2.3 Overview - Remote Control Key (Foldable) Battery 
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1 - Key with Variable Code 
Transponder 


2 - Radio Frequency Unit Up- 
per Section 


3-LED 

OY This LED must blink 
when remote control is 
operated. 

QO If LED does not blink 
when using the remote 
control, replace the bat- 
tery. 


4 - Battery 

O) Battery, Removing. Re- 
fer to > “2.4.1 Remov- 
ing”, page 123 . 


) Battery, Installing. Re- 
fer to = “2.4.2 Instal- 


ling”, page 124 . 


5 - Radio Frequency Unit 
Lower Section 


N65?7-10078 


2.4 Remote Control:‘Key Battery, Foldable, 
Removing and Installing 


> “2.4.1 Removing”, page 123 
> “2.4.2 Installing”, page 124 


2.4.1 Removing 


— Insert screwdriver in the slot between radio-frequency unit 
-1- and key -2-. 


— Rotate the screwdriver in the -direction of the arrow- and 
detach radio frequency unit from key: 


N57-10077 
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— Press the radio-frequency unit -1- apart with the key bit -2-. 


— Use a screwdriver to unclip battery -1- out of holders -2- in 
the -direction of the arrow-. 


2.4.2 Installing 


[a] Note 


@ Before installing the battery, one of the buttons must be 
pushed. 


@ This resets the radio-frequency unit, and it can now recog- 
nize the new battery. 

Keep the correct polarity and position when installing the batter- 

ies. 


— Place the battery -1- in the radio-frequency unit -2- with 
positive terminal downward (positive terminal is marked in 
housing). 


-, Press the battery lightly to secure it in the radio frequency 
unit. 


— Connect the cover to the radio-frequency unit without dam- 
aging the seal. 


— Then lock the radio-frequency unit yeeeytne key. _ 


rc —" 
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58— Rear Doors 


1 Rear Door 
> “1.1 Tools”, page 125 


> “1.2 Overview - Door Hinges”, page 126 


=> “1.3 New Door Hinge, Lubricating”, page 128 


> “1.4 Door, Removing and Installing”, page 129 


> “1.5 Door Adjustment”, page 131 


[a] Note 


The design of the rear doors is different trom the front doors. 
The outer-door panel cannot be removed. The window regu- 
lator and the door lock are accessible when the subframe is 
removed. 


1.1 Tools 


Special tools and workshop 


equipment required T 10072 T 10118 


V.A.G. 1331 


| W57-10002 | 
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@ Wrench - Driver - T10072- 
@ Elbow Assembly Tool - T10118- 


@ Wrench - Door Adjusting - 3320- with Wrench - Door Adjust- 
ing Wrench - Joint - 3320/1- , Wrench - Door Adjusting - 
Box Wrench - 3320/2- and Wrench - Door Adjusting - Box 
Wrench - 3320/3- 


@ Roller - 3356- 
@ Torque Wrench, 6-50Nm - VAG 1331A- 
@ Gauge - Gap Adjustment - 3371- 


1.2 Overview - Door Hinges 


[a] Note 


@ The illustration shows the right side. The left side is identical. 
@ Always replace the.door hinge bolts after loosening them. 

@ Hinges are no longer manufactured as separated parts, 

@ Lubricate the new door hinge if the old one was replaced. 
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1 - Door 


(1) Removing and Instal- 
ling. Refer to > 
“1.4 Door, Removing 
and Installing’, page 
129. 


Q) Adjusting. Refer to > 
“1.5 Door Adjustment”, 
page 131. 


2 - Guide Bolt 


Q) Tightening specifica- 
tion: 10 Nm. 


3 - Door Hinge with Door Ar- 
rester 


QO Lubricate if the hinge 
is replaced. Refer to > 
“41.3 New Door Hinge, 
Lubricating”, page 128 . 


4 - Bolt 


) Tightening specifica- 
tion: 40 Nm 


QO) Always replace bolts af- 
ter loosening them 


5 - Bolt 


) Tightening specifica- 
tion: 20 Nm + 45° 


) Always replace bolts af- 
ter loosening them 


6 - Bolt 


) Tightening specifica- 
tion: 40 Nm 


QO) Always replace bolts af- 
ter loosening them 


7 - Bolt > » 
OY Tightening specification: 20 Nm + 45° oe. 
O) Always replace bolts after loosening them % 
8 - Lower Spacer Plate %, 
9-Guide Bolt = © 4, 
OY Tightening sg tion: 10 Nm. % 
10 - Adjusting Ring % 
OY Provides the eccentric pin adjustment range. S 
t oO 
8 
g 


M58 10001 


11 - Bolt 
Q For the eccentric bolts 

Q) Tightening: specifications: 28 Nm 
12 - Door Hinge S 


npa 


13 - Bolt e 


OQ Tightening spécification: 20 Nm + 45° = 
Q Always replace bolts after loosening them cs 
14 - Bolt GN - 
OY Tightening specification: 20 Nm + 45° () we 
WOyg (ey we 


Joe 
P2810 4 


) 
OW yeoe™ 1. Rear Door 1 27 
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QO) Always replace bolts after loosening them 


15 - Internal Multi-Point Bolt 

OY Tightening specification: 40 Nm 

QO) Always replace bolts after loosening them 
16 - Eccentric Bolts 

QO The eccentric bolts are for adjusting the gap 


17 - Upper Spacer Plate 


1.3 New Door Hinge, Lubricating 


Note en AG. Volkswagen q 
G _ _ 


oN 
Lubricate the new door hinge after the painting is completed. “8a, fo 
Ny © 


M58 10003 


— The upper door hinge -1- is lubricated all around -a arrows- 
at the pins and hole with Lithium Grease - G 000 150- . 


— Lubricate the lower hinge -3- all around -b arrows- at the 
pins and hole with Lithium Grease - G 000 150- . 
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— Lubricate the door check torsion spring -2- on the lower 
hinge with Lithium Grease - G 000 150- -c arrows-. 


1.4 Door, Removing and Installing 


> “1.4.1 Removing”, page 129 


> “1.4.2 Installing”, page 130 


[a] Note 


The following describes removing and installing the right door. 
Removing and installing the left door is identical. 


1.4.1 Removing 


M58 10002 
% S 
&z ke) 

— Press on the catch -arrow a- and remove the boot -5- from s 

the B-pillar. — K 

: % . 9) 

— Move the locking lever downward -arrow b» and disconnect cs 

the connector from the connector station Ae fey co 

9a) ene 
log “OW yes? 
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S19 
— Remove the bolts -2, 6 and 8- from soavhinge using the <2 
Wrench - Door Adjusting - 3320-.and the Wrench - Door Ve, 
Adjusting - Box Wrench - 332018. %, 
(a) 
— The bolts -3 and 8- are actially guide screws and remain on % 
the hinge. & Zz, 
\ 


— Pull the door -1- off thé guide screws -3 and 8- in 
-direction of arrow c-8 


1.4.2 Installing 


M5e&- 10002 


Install in reverse order of removal. 

« Always replace the bolts -2, 6 and 7-. 

-— Bolts -2, 6 and 7- tightening specification: 40 Nm. 

— Make sure the front door gap dimension is correct. Refer to 


=> Body Repair; Rep. Gr. 00 ; Technical Data; Body Gap 
Dimensions; Body, Center . 
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1.5 Door Adjustment 


> “1.5.1 Tools”, page 131 


> “1.5.2 Door, Adjusting Gap Dimension and Flush Dimension’, 
page 131 
> “1.5.3 Door, Adjusting Gap Dimensions”, page 133 


> “1.5.4 Striker, Adjusting”, page 134 
1.5.1 Tools 


Special tools and workshop equipment required 
@ Open Ring Wrench - 15mm - T10344- 


710344 


1.5.2 Door, Adjusting Gap Dimension and 
Flush Dimension 


[a] Note 


@ The door Is properly adjusted when there is an overall even 
gap dimension when closed, it is not too far inward or out- 
ward and contours align. 


@ Vehicle must stand on its wheels while they are orrthe 
ground in order to be able to perform the adjustment. 


PG 


W00-10456 
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Adjusting the gap dimensions 


Observe thé¢gap dimensions of the front door. Refer to 


=> Body Repair>Rep. Gr. 00 ; Technical Data;yBody Gap 
Dimensions . 


Adjustments are made using the eccentric bolts*6-. 


Other measures, such as aligning the door upward, do not 
work. Pressure later will cause the door to sag again. 


Loosen the bolt -8- for the eccentric bolt -6-. 


Adjust the eccentric pin -6- within the adjustment range -10- 
using the Open Ring Wrench - 15mm - T10344- . 


Tighten the bolt -8-. Tightening specification: 28 Nm 


Adjust the striker. Refer to > “1.5.4 Striker, Adjusting”, page 
134 . 


If the adjustment range is insufficient, then proceed as de- 
scribed in Refer to > “1.5.3 Door, Adjusting Gap Dimen- 
sions”, page 133 . 


Adjusting the flush dimension 


The flush dimension is adjusted using the bolts 
-2, 3, 4, 5 and 7- on the door hinge. 
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The Wrench - Door Adjusting - 3320- and Wrench - Door Ad- 
justing - Box Wrench - 3320/3- are used for this. 


In order to adjust the upper area of the.doory loosenzbolts 
-5 and 7-. \\o ai 


Bolt tightening specifications -7-: 10 Nm. 
Bolt tightening specification -5-: 40 Nm 


In order to adjustthe lower area of the door, loosen bolts 
-2, 3 and 4-. ; 


Bolt tightening specifications -3-: 10 Nm. 
Bolt tightening specification -2 and 4-: 40 Nm 


Always replaée the bolts -2, 4, and 5- after loosening. 


Adjust the striker. Refer to > “1.5.4 Striker, Adjusting”, page 
134. 


1.5.3 Door, Adjusting Gap Dimensions 


M5e&- 10005 


If the adjustment using the eccentric bolt is insufficient, then 
adjust the gap dimensions on the door hinge once again using 
the screws -2, 3, 4, and 5-. 
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The Wrench - Door Adjusting - 3320- and Wrench - Door Ad- 
justing - Box Wrench - 3320/3- are used for this. 


— Tightening specification for bolts -2, 3, 4, and 5-: 20 Nm + 
45°. 


Always replace the screws -2, 3, 4, and 5-. 


1.5.4 Striker, Adjusting 


[a] Note 


@ The following describes adjusting the right front-door. Adjust- 
ing the left front door is identical. 


@ When closing, the front door must latch completely without 
additional force and it must not have any play. 


@ The front door must not be pushed up or dawn when aajust- 
ing the striker. 

The catch can be used to adjust: 

« Ifthe front door does not align with the rear=door. 

— Loosen the bolts -2- and the striker -1-. 


— Adjust the door with the striker -1- so the dooraligns with the 
side panel when closed. This prevents wind noise. 


— Tighten the bolts -2- for the catch -1-. 
Tightening specifications for bolts -2-: 20 Nm. 
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2 Door Components 
> “2.1 Tools”, page 135 


> “2.2 Overview - Rear Door’, page 136 


> “2.3 Subframe, Removing and Installing”, page 138 


=> “2.4 Overview - Door Handle and Door Lock”, page 141 


> “2.5 Housing, Removing and Installing”, page 143 


> “2.6 Door Handle, Removing and Installing”, page 143 
> “2.7 Door Lock, Removing and Installing”, page 145 


> “2.8 Mounting Bracket, Removing and Installing”, page 146 


=> “2.9 Outer Window Shaft Seal, Removing and Installing”, 
page 147 


> “2.10 Inner Door Seal, Removing and Installing’, page 147 
=> “2.11 Outer Door Seal, Removing and Installing”, page 150 


2.1 Tools 


V.A.G 1331 


V.A.G 1416 VAS 6349 
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Torque Wrench, 6-50Nm - VAG 1331A- 

Cylinder Head Bolt Socket - 3410- 

Roller - 3356- 

Trim Removal Wedge - 3409- 

Wiring Harness Repair Set - Hot Air Blower - VAS 1978/14A- 
Adhesive Strip Remover - VAS 6349- 


2.2 Overview - Rear Door 
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1 - Door Window 


(1) Removing and Instal- 
ling. Refer to > 
“5.3 Door Window, Re- 
moving and Installing”, 


page 264 . 
2 - Fixed Door Window 


(1) Removing and Instal- 
ling. Refer to > 
“5.7 Fixed Door Win- 


dow, Removing and In- 
stalling”, page 270 . 


3 - Outer Window Shaft Seal 


(1) Removing and Instal- 
ling. Refer to > 
“5.4 Outer Window 
Shaft Seal, Removing 
and Installing”, page 
265 . 


4 - Clips 
O) Quantity: 4 


L) To secure the outer 
window shaft seal 


5 - Housing 
(1) Removing and Instal- 
ling. Refer to > 
“2.0 Housing, Remov- 


ing and Installing’. 
page 143. 


6 - Door Handle 


(1) Removing and Instal- 
ling. Refer to > 
“2.6 Door Handle, Re- 


moving and Installing”, 
page 143. 


7 2 Door 

LY Removing and Installing. Refer to > “1.4 Door, Removing and Installing”, page 129 . 

O) Adjusting. Refer to > “1.5 Door Adjustment’, page 131. 

8 - Door Lock 

OY Removing and Installing. Refer to > “2.7 Door Lock, Removing and {nstalling’, page 145 . 


9 - Subframe 
OY With window regulator 
OY Removing and Installing. Refer to > “2.3 Subframe, Removing and:zInstalling”, page 138 . 


70 - Lower Door Hinge 
&) Overview. Refer to > “1.2 Overview - Door Hinges”, page 126 . = 


11 - Upper Door Hinge : 
O) Overview. Refer to > “1.2 Overview - Door Hinges”, page 126 . 


12 - Insulation 

O Self-adhesive °s 

) To adhere, insulation must be pr ted and.thén pressed on firmly 

13 - Window Guide 

OY Removing and Installing. Refer to > “5.6 Window Guide, Removing and Installing”, page 267 . 
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2.3 Subframe, Removing and Installing 


> “2.3.1 Removing”, page 138 
> “2.3.2 Installing”, page 140 


[a] Note 


Removing and installing is described only for the right sub- 
frame. Removing and installing the left subframe is derived 
accordingly from this. 


The window regulator, door lock and speaker are secured to the 
subframe. 


The door lock can only be removed with the subframe. 


If it is not possible to drive down the door window by the electri- 
cal window regulator, first the exact cause of malfunction must 
be determined. 


The convenience system DTC memory must be checked with a 
=> Vehicle diagnostic tester. 


If electrical malfunction is present, repair this malfunction first: 


If there is an electricalanalfunction due to window regulator 
motor, it can be unsefewed from subframe and door window 
can be slid by hand into the necessary work position. 


2.3.1 Removing 


Remove thesdoor handle. Refer to > “2.6 Door Handle, Remov- 
ing and Installing”, page 143 . 


Remove the door window. Refer to > “5.3 Door Window, Re- 
moving and Installing”, page 264 . 
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M58 10006 


— Release the boot -4-by pressing on the catch -arrow a- and 
remove boot from the-B-pillar. 


n 
Q 
3 
3 
e £ 
— Swing locking lever -5-<downward -arrow b- and disconnect S 
electrical harness connéctor -6- from connector station. SS 
S 
fc 
> 


Ly 
— Remove the bolts -2- fromthe door lock -3-. 


~ 
— Remove the bolts -arrow- fromthe subframe -1-. 3 
Gy 2 
% ce 
cf, o> 
Za so 
2 fers nowt 
42310, “OW yoo? 
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M5e&- 10007 


— Guide the wire -3- into the door and loosen the clips -4-. 


— Remove the subframe -1- with the door lock -2- and the 
cable -5- from the door in the direction of the -arrow-. 


2.3.2 Installing 
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S 
G 
+ 


iS 
Install in reverse order of removal. 
~N 


— Secure the door window. Refer to = “5.3.2 Door Window, 
Installing’, page 265.  w 


— Tightening specifications: subframe bolt -arrow- 8 Nm 


— Tightening specifications: door lock bolts -2-: 18 Nm 


2.4 Overview . Door Handle and Door Lock 


® 
7) 
re) 
e 
S 
2 
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1 - Door Lock 


(1) Removing and Instal- 
ling. Refer to > 
“2. Door Lock, Re- 
moving and Installing”, 


page 145. 


2 - Cable 


() Allows the interior door 
mechanism to unlock 
the lock 


3 - Cover 


QO Is not part of the door 
lock delivery package 


OY Secured with retaining 
tabs to door lock 


4 - Mounting Bracket 


{) Removing and Instal- 
ling. Refer to > 
“2.8 Mounting Bracket, 
Removing and Instal- 


ling”, page 146 . 
5 - Bolt 


O) Tightening specifica- 
tion: 4.5 Nm. 
LY Loosening this bolt 


loosens the mounting 
bracket from the door. 


6% Backing Plate 
&) Component of door 
handle 
7 - Door Handle 
(1) Removing and Instal- 
ling. Refer to > 
“2.6 Dootddandle, Re- ; 
moving and‘nstalling”, page 143 yh 
8 - Cap 
QO) For the housing 
QO) Secured with retaining tabs to housing 


9 - Housing 

LY Removing and Installing. Refer to > “2.5 Housing, Removing and Installing”, page 143 . 
10 - Backing Plate 

11 - Door Lock Retaining Bracket 

OY Is not part of the door lock delivery package 

OY positioned and riveted on door lock 

12 - Bolt 

OY Tightening specification: 18 Nm. 

Q) Quantity: 2 
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2.5 Housing, Removing and Installing 
> “2.5.1 Removing”, page 143. 


> “2.5.2 Installing’, page;#43 


[a] Note 


The removal and installation instructions describe the right 
housing. The procedure is similar for the left housing. 


2.5.1 Removing 
— Pry out cover cap in front of bolt -1-. 


— Pull the door handle -2- in -direction of the arrow- and re- 
move-the bolt -1- until it stops using the Wrench - Driver - 
T10072-. 


— Pull out the housing -3-. 


2.5.2 Installing fy 
— Insert the housing -3- inthe door at a right nf 
Door handle -2- must make contact only lightly at door‘plate. 


— Now tighten the bolt -1- all the way using the Wrench - 
Driver - T10072- . 


The door handle -2- engages again into the housing -3- with a 
very audible click. 


[a] Note 


During installation, housing must be pressed onto door plate. 
The door handle rests only lightly against the door panel. 


Perform the rest of the installation in the reverse order of re- 
moval. 


Then a function test must be performed when the door is open, 
since the door cannot be opened if the release cable is not 
correctly adjusted or clipped in. 


2.6 Door Handle, Removing and Installing 
> “2.6.1 Removing”, page 144 


> “2.6.2 Installing”, page 144 


[a] Note 


The following describes the removal and installation of the right 
door handle. Removing and installing the left door handle is 
identical. 
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2.6.1 Removing 


— Remove the housing. Refer to > “2.5 Housing, Removing 
and Installing”, page 143 . 


— Pry the clip -2- out of the door handle -1-. 
— Swing the door handle -1- out of door -arrow-. 


Ms7-10014 


2.6.2 Installing 


T10118 


M57-10016 


— Guide the Elbow Assembly Tool - T10118- in the door 
through the opening in the outer door panel. 


— Illuminate the door inner panel using a flashlight for better 
view. 
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— Engage the Elbow Assembly Tool - T10118- in the spring -2- 
-arrow A-. 


— Pull the Elbow Assembly Tool - T10118- -arrow B- to engage 
the spring -2- in the door lock release lever -1-. 


The release lever is now locked into position. 


[a] Note 


Engaging the spring in the release lever secures the lock. This prevents the cable from being clipped in at 
the door handle incorrectly. 
— Pivot the door handle -1- into the door. 


— Pull the clip -2- into the plate cutout and lock the clip in the 
door handle -1- -arrow-. 


[a] Note 


@ Press the door handle=1- onto the door panel during instal- 
lation. 


@ Clip -2- must engage into door handle -1- with a very audibly 
Click. 


— Install the housing. Refer to > “1.16.2 Installing”, page 107 . 


Thera function test must be performed when the door is open, 
since the door cannot be opened if the release cable is not 
correctly adjusted or clipped in. 


2.7 Door Lock, Removing and Installing 
3 “2.7.1 Removing”, page 145 


> “2.7.2 Installing”, page 146 


[a] Note 


The following describes removing and installing the right door 
lock, Removing and installing the left door lock is identical. 


2.7.1 Removing 


— Remove-the subframe with the door lock. Refer to > 
“2.3 Subffame, Removing and treo 138. 


— Rotate the subframe and disconnect t 
the door lock -5-. 


onnector -4=from 
am 


— Drive out the clip -2- using a drift. 


— Pry the retaining bracket -1- out of the subframe together 
with the door lock -5- and the cable -7- using a screwdriver. 


[a] Note 


The retaining bracket is not part of the door lock delivery pack- 
age -5-. The door lock is placed on the retaining bracket -1- and 
secured with a pop rivet -6-. 


M58-10011 
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— Unclip the cable -1- from the door lock -2- -arrow a-. 


— Swivel the cable 90° -arrow b- and remove it from.the' door 
lock -2-. 


2.7.2 Installing 


Install in reverse order of removal. 


« Then a function test mustbe performed with the door open 
because the door cannot be opened if the release is not 
adjusted or clipped in correctly. 

2.8 Mounting Bracket;-Removing and In- 

stalling 


Pe 


> “2.8.1 Removing”, page 146 


=> “2.8.2 Installing”, page 147 


2.8.1 Removing 


[a] Note 


The following describes the removal and installation of the right 
mounting bracket. Removing and installing the left mounting 
bracket Is identical. 


Remove the subframe. Refer to > “2.3 Subframe, Removing 
and Installing”, page 138 . 


— Remove the bolt -3- from the mounting bracket -1-. 


— Remove the mounting bracket -1- from the door -2- inward in 
the -direction of the arrow- out of the door opening. 
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2.8.2 Installing 


— Insert the mounting bracket -1- in the -direction of the arrow- 
into the door -2-. 


Perform the rest of the installation in the reverse order of re- 
moval. 


— Bolt -3- tightening specification: 4.5 Nm. 


2.9 Outer Window Shaft Seal, Removing 
and Installing 


> “2.9.1 Removing”, page 147 


> “2.9.2 Installing”, page 147 


2.9.1 Removing 


— Remove the door window. Refer to = “5.3 Door Window, 
Removing and Installing”, page 264 . 


— Using a small screwdriver, pry the spreader pin -4- out of the 
clip -3-. 


— Remove the four clips -3- from the window recess seal -2-. 


— Remove the window shaft seal -2- upward from the outer 
door panel -1-. 


2.9.2 Installing 


Install in reverse order of removal. 

2.10 Inner Door Seal, Removing and Instal- 
ling 

> “2.10.1 Removing”, page 148 


> “2.10.2 Installing”, page 149 


The inner door seals are equipped at the factory with sealant, 
applied to the door flange and then rolled on. 
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[4] Note 


@ When the seal is removed, the sealant spreads on the inner 
side of the seal and the sides bend up slightly. If the seal 
is being installed again, the sealing performance and the 
secure fit are no longer guaranteed. 


@ For this reason, every completely removed seal must be 
replaced with a so-called “hammer-stroke seal”. 


@ With partially removed seals, press the seal sides together 
before installing. 


@ The following describes removing and installing the right in- 
ner door seal. Removing and installing the left inner door 
seal is identical. 


2.10.1 Removing 


M58 10013 


— Remove the pillar trim in order to remove the inner door 
seal. Refer to > Body, Interior; Rep. Gr. 70 ; Trim, Insula- 
tion; Pillar Trim; . 
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— Remove the sill panel strip. Refer to > Body Interior; Rep. 


Gr. 68 ; Interior Equipment; Sill Panel Strips . 
— Pull off inner door seal -1- from body flange. 


2.10.2 Installing 


M58 10013 


Mays or , 


9p 
Align the inner door seal -1- with the vulcanized point 8104 
-arrow b- at the height of the lower hinge. 


Start installation of inner door seal in upper radius -arrow a- 
of door cutout. 
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2.11 Outer Door Seal, Removing and Instal- 
ling 

> “2.11.1 Removing”, page 150 

> “2.11.2 Installing”, page 151 


[a] Note 


¢ The following describes removing and installing the right out- 
er door seal. Removing and installing the left outer door seal 
Is identical. 


@ Only remove the protective film right before assembly. Pro- 
cessing temperature approximately 20 °C (68 °F). ae” AG. Volkswagen 4g i 


es 
@ /tis required that only the Adhesive Remover - D 002 0 boo — Ng, 
70- must be used to remove the adhesive reside. Ne, 


@ Apply the outer door seal immediately after cleaning %a 


2, 
3 oe 


2.11.1 Removing 


S 
RG & 
€ iS 
ES O.. 
@ ZB 
~ Zz 
& é 
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— Remove the outer door seal -2- from the door -1-. 
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2.11.2 — Installing 


— If there is adhesive residue, remo with Ga. eraser disc 
for the Adhesive Sirp-Remo Renin Ne 


— Thoroughly clean the adhesive surface with <n 
mover - D.Q02 000 10- right before installing the outer door 
seal. ry 

° The adhesive surface must not have any dust, grease or % 
adhesive residue on it. Sy 


M58 10014 


— Vulcanized point -arrow b- of outer door seal -1- is located in 
center area of door entry sill. 


— Pull off the foil cover and apply seal onto door in upper radi- 
us -arrow a-. Do not stretch the outer door seal excessively 
so that the seal is not too long at the end. 
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— Press the entire adhesive surface of the seal -3- firmly all 
around the door -1- using the Roller - 3356- . 


— Inthis way, the seal is pressed so far into the side -arrow a- 
so that the Roller - 3356- comes into direct contact with the 
seal contact surface. 


The force -arrow b- from the roller can only reach the adhesive 
surface -2- if the procedure described above is used. 


— Ifthe seal has become too long, cut it back to the correct 
length and press on the joint area. 


— Ifthe seal -3- comes loose again in small areas, press these 
on again using the Roller - 3356- . 


[a] Note 


To ensure that the outer door seal does not loosen or slide again, do not close the door for 2 hours. 


1 52 Rep. Gr.58 - Rear Doors 


Golf Variant 2010 > ® 


Body Exterior - Edition 04.2023 


60- Sunroof 


1 Panorama Sliding Sunroof (Arvin- 
Meritor) 
> “1.1 Tools”, page 153 


> “1.2 Function”, page 154 
=> “1.3 Adaptation Panorama Sliding Sunroof’, page 155 


> “1.4 Overview - Panorama Sliding Sunroof’, page 156 


> “1.5 Glass Panel, Removing and Installing”, page 157 


> “1.6 Rear Glass Panel, Removing and Installing’, page 160 


> “1.7 Front and Rear Glass Panel Height, Adjusting”, page 162 


> “1.8 Glass Sunroof Panel Seals, Replacing”, page 163 
> “1.9 Outer Seal, Removing and Installing”, page 165 


> “1.10 Inner Seal, Replacing”, page 166 


> “1.11 Wind Deflector, Removing and Installing”, page 167 


> “1.12 Wind Deflector Bearing, Removing and Installing’, page 
168 


=> “1.13 Automatic Rotary Switch for Glass Sunroof'Panel and 
Sun Shade, Removing and Installing”, page 169 


> “1.14 Sunroof Motor, Removing and Installing”, page 170 


=> “1.15 Sun Shade Motor, Removing‘and Installing”, page 171 


> “1.16 Sun Shade, Removing and Installing’, page 172 
> “1.17 Overview - Frame”, page 177 


=> “1.18 Rear Motor Support and Sun Shade Cable, Removing 
and Installing”, page 178 


> “1.19 Assembly Frame, Removing and Installing’, page 182 


> “1.20 Rear Lid, Removing and Installing”, page 186 
=> “1.21 Motor Support, Removing and Installing”, page 188 


> “1.22 Front Sunroof Glass Panel Tilt Mechanism and Cable, 
Removing and Installing”, page 192 


> “1.23 Maintenance and Care”, page 194 
> “1.24 Operating without Electricity”, page 194 
> “1.25 Water Drain Hoses, Cleaning”, page 196 


> “1.26 Water Drain Hoses, Remaving and Installing”, page 198 


1.1 Tools 


Special tools and workshop equipment required 


po 
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@ Roller - 3356- 


@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 
V.A.G 1783 


wo0-0990 


@ Adhesive Strip Remover - VAS 6349- 
VAS 6349 


aen 


W00-10390 


1.2 © Function 
The panorama sliding sunroof only works when the ignition is 
switched-on. 

After the-ignition is switched off, these functions are available 
until the driver or passenger door is opened. 
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The opening of front glass panel for sliding and tilt position is 
pre-selected using the rotary switch -1-. 


Opening the glass sunroof in the convenience position -4- pre- 
vents most driving noise that may occur when open completely. 


The glass sunroof can be tilted and closed by pulling or pushing 
the rotary switch. 


The buttons for opening the sun shade -2- and closing the sun 
shade -3- are integrated in the rotary switch. 


The panorama sliding sunroof is equipped with pinch protection. 
When an obstruction is met during the closing sequence from 
the lifting or sliding position, the glass sunroof panel opens 
again by itself. 


There is also an emergency closing function. If there are prob- 
lems closing the panorama sliding sunroof, it can be forced 
closed by pulling on the back end of the rotary switch. The 
rotary switch must be in the “Sunroof closed” position. 


For the emergency close function, the pinch protection is deacti- 
vated. 


The motor for the sliding sunroof has overheat protection, which 
activates under different conditions. After the sliding sunroof 
motor has cooled down, it can be operatedeagain. 


If there is a malfunction in the electrical system, the glass panel 
and sun shade can be moved*manually. Refer to = “1.24 Oper- 
ating without Electricity”, page 194 . 


1.3 Adaptation Panorama Sliding Sunroof 


[a] Note 


@ After changing the glass sunroof panel, a motor, the tilt 
mechanism or the sun shade, an adaptation must be per- 
formed for-that particular drive. 


@ Pinch protection is switched off when performing an adapta- 
tion. 

Sunroof Motor Adaptation 

Ignition switched on. 

The rotary switch must be in the “Sunroof closed” position. 


— Pull the rotary’switch -1- down and hold it in that position 
during the entiresadaptation process (approximately 20 sec- 
onds). 


— During the adaptatioryprocess, the glass sunroof will first 
close and then retract by, approximately 200 mm. ) 


— After the panel closes again;the adaptation proces com- 
pleted and the switch can be reléased. 


Motor adaptation process for the sun shade 
Ignition switched on. 
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— Press the close sun shade button -3- and hold it in this posi- 
tion during the engine adaptation process (approximately 20 
seconds). 


— During the adaptation process, the sun shade will first close 
and then retract by approximately 200 mm. 


— After the sun shade has been closed again all the way, 
the adaptation process is completed and the switch can be 
released. 


1.4 Overview - Panorama Sliding Sunroof 


ag 


k 
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1 - Outer Seal 


() Replacing. Refer to > 
“1.9 Outer Seal, Re- 
moving and Installing”, 


page 165. 
2 - Rear Glass Panel 


() Removing and Instal- 
ling. Refer to > 
“1.6 Rear Glass Pan- 
el, Removing and In- 
stalling”, page 160 . 

QO) Adjusting. Refer to > 
“1.7 Front and Rear 
Glass Panel Height, 
Adjusting”, page 162 . 


3 - Front Glass Panel 


() Removing and Instal- 
ling. Refer to > 
“1.5 Glass Panel, Re- 
moving and Installing”, 
page 157. 

QO) Adjusting. Refer to > 
“1.7 Front and Rear 
Glass Panel Height, 
Adjusting”, page 162 . 


4 - Frame 


O) Overview. Refer to 
=> “1.17 Overview - 
Frame”, page 177. 

LY Removing and Instal- 
ling. Refer to > 
“1.19 Assembly Frame, 
Removing and Instal- 


ling”, page 182 . 
5 - Sun Shade 


OY Removing and Installing. Refer to > “1.16;Sun Shade, Removing and Installing”, page 172 . 

Sun Shade Motor 

OY Removing and Installing. Refer to =<"1.15 Sun Shade Motor, Removing and Installing”, page 171 . 
OY Adaptation. Refer to = “1.3 Adaptation Panorama Sliding Sunroof’, page 155 . 


[e>) 
1 


7 - Sunroof Motor 
QO) Removing and Installing. Refersto = “1.14 Sunroof Motor, Removing and Installing’, page 170 . 
QO Adaptation. Refer to = “1.3 Adaptation Panorama Sliding Sunroof’, page 155. 


8 - Tilting Mechanism 
LY Removing and Installing. Refer to > “1.22 Front Sunroof Glass Panel Tilt Mechanism and Cable, 
Removing and Installing”, page 192 . 
9 - Wind Deflector 
Q) Removing and Installing. Referto > “1.11 Wind Deflector, Removing and Installing”, page 167 . 


1.5 Glass Panel, Removing and Installing 
> “1.5.1 Removing”, page 157 


> “1.5.2 Installing”, page 159 
1.5.1 Removing a 
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M60- 10002 


— Open the glass panel -1- until the trim -2- is accessible. 


-— Engage the retaining tabs -3- by pressing on the back side in 
the direction of -arrow A- . 


— Pull the trim -2- in the rear area downward and then remove 
it inward in the direction of the -arrow B- and remove from 
the bolt -4-. 


— Slide the trim forward in the direction of -arrow C- and re- 
move it. 
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— Remove the left and right screws -2- from the glass sunroof 
panel -1-. 


[a] Note 


When removing the screws, use a magnetic tool so that the 
screws cannot fall into the Panorama sliding sunroof mecha- 
nism. 


— Remove the glass sunroof panel upward. 


A\ Caution 


M60-10003 


Do not try to use the tilt feature when the glass sunroof 
panel is not installed, otherwise the wind deflector could be 
damaged (scratched). 


1.5.2 Installing 


[a] Note 


@ Always use new screws when installing or removing the 
glass sunroof panel. 


@ When installing the screws, use a magnetic tool so that the 
screws cannot fall into the Panorama sliding sunroof mecha- 
nism. 


= Le Pee rom\the:top-a ane 
screws -2- but do not tightgnsttfe at : ed 


“S0¢ 6 


— Install the front glass:Sunroof panel. Refer w= =i Front en. 
and Rear es inel Height, Adjusting” e 162 


- Tighten the screws -2- to 5 Nm. 


Mé60-10003 
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Engage the front of the trim -2- in the glass panel -1- 
-arrow A-. 


en AG 


*SUL6 = 
4UI Jo Ss9uj99100 OU} oy? 


eS . 

1.6 Rear Glass Panel, Removing and In- F 

stalling %, f: 
> “1.6.1 Removing”, page 160 %, fy 
= “1.6.2 Installing”, page 161 ko g 

' "Q w 
1.6.1 Removing Ae, oo 
Oy om 
so 


o\\O 
nor’ 


Ra). 
[a] Note 81014 py ue” 


When removing the screws, use a magnetic tool so that the 
screws cannot fall into the Panorama sliding sunroof mecha- 


nism. 


Open the front glass roof panel completely by pressing the 
rotary switch past the comfort setting. 


Remove the rear glass sunroof panel -1- screws -3-. 
Remove the spacer -2- under the bolting surface. 


Move the front glass sunroof panel into the “tilted” position 


M60-10005 
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Pull the inner seal -3- slightly where shown -arrow- and re- 
move the screws -2-. 


Remove the rear glass sunroof panel -1- upward 


yewagen® a 
> 
oe 
. Aw 
1.6.2 Installing > 
O° 
; We 
Install in reverse order of removal SS 
(a) 
x 
FS 
[a] Note 


@ Always use new screws when insaling or removing the 
glass sunroof panel. 


% 
ine) 
@ When installing the screws, use-a “a magnetic tool so that the € 
screws cannot fall into the Panorama sliding sunroof mecha- . 
nism. c g 
— Insert the glass sunroof panel into the roof from the top Ey 
— Install the spacer -2- and tighter: the bolt -3- (5 Nm) 
% 
E 
6 


Pull the inner seal -3- slightly where shown -arrow- and in- 
stall the screws -2- but do not tighten them 


M60-10005 


Install the rear glass sunroof panel. Refer to > “1.7 Front 
and Rear Glass Panel Height, Adjusting”, page 162 


— Tighten the screws to 5 Nm after adjusting the rear glass 
sunroof panel. 


— After completing all the work, perform an sunroof motor 
adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155 . 
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1.7 Front and Rear Glass Panel Height, 
Adjusting 


[4] Note 


@ Only adjust the front glass panel at the front edge and the 
rear glass panel at the rear edge. 


@ Toachieve the best possible exterior optical characteristics, 
make sure that the adjustment on left and right sides is 
performed as evenly (symmetrically) as possible. 

Height Adjustment, Checking 


— Use a depth gauge to check the adjustment of the front 
glass sunroof panel -1- and the rear glass sunroof panel -2-. 


@ Dimension -a- : 1.5mm+1mm 
@ Dimension -b-:1+1mm 
@ Dimension -c-:1+1mm 


If the measured values deviate from the specified values, then 
the glass sunroof panel must be adjusted accordingly. 


@ Front Glass Panel, Adjusting. Refer to > page 162. oe 
@ Rear Glass Panel, Adjusting. Refer to =paye 103 or 
Front Glass Panel, Adjusting Ca 


S 


[a] Note : é y 


The glass panel height adjustment is to be my after the 
glass panel has been closed out of sliding Re 


— Remove the trim. Refer to = “1.5 Glass: Panel, Removing 
and Installing”, page 157 . = 


— Loosen both front left and right screws 2 for the glass sun- 
roof panel -1- only. 2 


— Close the glass sunroof panel. 
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Adjust the glass sunroof panel -1- according to the illustra- 
tion. 


@ Dimension -a- : 1.5mm + 1mm 

@ Dimension -b-: 141mm 

@ Dimension -c-: 1+ 1mm 

— Tighten the left and right screws (5 Nm). 

— Install the trim. Refer to > “1.5.2 Installing”, page 159 . 


Rear Glass Panel, Adjusting 


M60-0076 


— Pull the inner seal -3- slightly toward the inside where shown 
-arrow- and loosen the screws -2- on the rear glass cover -1- 


Adjust the glass sunroof panel -2- according to the illustra- 


tion. 


@ Dimension -a- : 1.5mm + 1mm 
@ Dimension -b- : 141mm 
@ Dimension -c-:1+#1mm 
— Tighten the left and right Screws (5 Nm). 
M60-0076 
1.8 Glass Sunroof Panel Seals, Replacing 


— Remove the rear glass panel. Refer to > “1.6 Rear Glass 
Panel, Removing and Installing”, page 160 . 
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Replace the front seal and the inner seal. 

— Remove the seal from the rear glass sunroof panel -1- . 
@ Front seal 2 

@ Inner seal 3 


Remove any adhesive residue using Adhesive Strip Remov- 
er - VAS 6349- . 


— The adhesion surface on the rear glass sunroof panel must 
be free of dust and grease. 


— Clean the adhesive surface thoroughly with Cleaning Sdlu- 
tion - D 009 401 04-. 


[a] Note 


To ensure the seal has good bonding properties, it should not 
be bonded at temperatures lesssthan 20° C. 


— Remove the protective strip from the adhesive on the new 
seal and press the seal on both ends. 

— Press the seal on evenly:to prevent any excess length. 

— Press the seal evenly using the Roller - 3356- . 


— Install the rear glass sunroof panel. Refer to > “1.6 Rear 
Glass Panel, Removing ‘and Installing”, page 160 . 


Replacing the side seal 


— Remove the side seal -2- from the rear glass panel profile 


[a] Note 


The seal is supplied with excess length, Cut the new seal to 
the necessary length. It is recommendedto leave the seal 7 - 
2mm longer than necessary so that it can’be stretched during 
installation. 


— Remove any adhesive residue using Adhesive Strip Remov- 
er - VAS 6349- . 


— The adhesion surface on the rear glass sunroof panel must 
be free of dust and grease. 


— Clean the adhesive surface thoroughly with Cleaning Solu- 
tion - D 009 401 04-. 


[a] Note 


@ The seal is supplied with excess length. Cut the new seal to 
the necessary length. It is recommended to leave the seal 
7 - 2mm longer than necessary so that it can be stretched 
during installation. 


@ To ensure the seal has good bonding properties, it should 
not be bonded at temperatures less than 20° C. 


— Remove the protective foil from the adhesive tape on the 
new seal. 
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— Attach the new seal -2- with the retainer -3- to the glass 
sunroof panel -1-. 


— Press the seal on both ends. 


— Press the seal -2- on to the glass, SUDA ROE pene! profile -1- 
even out any excess afength. S044 


— Press the, séal ‘evenly using the Roller - 3356- . 


— Install’ the rear glass sunroof panel. Refer to => “1.6 Rede, 
Glass Panel, Removing and Installing”, page 160 . 6 


M60-10008 
1.9 Outer Seal, Removing and Installing 
Removing s 
- ‘Remove the front glass panel. Refer to > “1.5 Glass Panel, > 
Removing and Installing”, page 157 . Ss 
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— Remove the rear glass panel. Refer to > “1.6 Rear Glass 
Panel, Removing and Installing”, page 160 . 


— Remove the outer seal -1- in the adhesion area -3- from the 
roof -2- . 

— Remove any adhesive residue using Adhesive Strip Remov- 
er - VAS 6349- . 


— The adhesive surface on the roof cutout must be free of dust 
and grease. 


— Clean the adhesive surface thoroughly with Cleaning Solu- 
tion - D 009 401 04-. 


[a] Note 


@ The seal is supplied with excess length. Cut the new seal to 
the necessary length. It is recommended to leave the seal 
7 - 2mm longer than necessary so that it can be stretched 2 
during installation. Me0-10010 


@ To ensure the seal has good bonding properties, it should 
not be bonded at temperatures less than 20° C. 


@ Install the glass panel 30 minutes after the bonding the outer 
seal so that the seal does not come loose again. 


Installing 


— Center the new outer seal -1- so that the joint -arrow- is at 
the center of the rear roof opening. 


— Remove the protective film from the adhesive tape -3- on the 
new outer seal -1- and press the seal onto the roof -3- . 


— The seal must not be pulled at the edges otherwise these 
areas can easily compress. 


— Press the outer seal down using the Roller - 3356- two times 
evenly all around. yagen 


— Install the rear glass sunroof panel. 
— Install the front glass sunroof panel. 


M60-10012 


1.10 Inner Seal, Replacing 


— Remove the front glass panel. Refer to > “1.5 Glass Panel, 
Removing and Installing’, page 152. 


— Remove the rear glass panel. Refer to > “1.6 Rear Glass 
Panel, Removing and Installing”, page 160 . 
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— Remove the inner seal -2- from the assembly frame -1-. 


— Remove any adhesive residue using Adhesive Strip Remov- 
er - VAS 6349- . 


— Make sure there isa dust or grease on the adhesive sur- 
face. 


— Clean the adhesive surface thoroughly with Cleaning Solu- 
tion - D 009 404:04- . 


[a] Note 


To ensure the seal has good bonding properties, it should not 
be bonded at temperatures less than 20° C. 


— Place the new iAner seal -2- in the center of the rear roof 
opening on the adhesive side of the assembly frame -1-. 


— Remove the protective foil from the adhesive tape on the 
inner seal in sections and press it on. 


— The seal must not be’pulled at the edges otherwise these 
areas can easily compress. 


— Press the inner seal down using the Roller - 3356- two tintgs 
evenly all around. sf 


— Install the rear glass sunroof ae Refer to > “1.6 Rea 
Glass Panel, Removing and Installing”, page 160 . 


— Install the front glass sunroof panel. Refer to > “1.5 Glass 
Panel, Removing and Installing”, page 157 . 


1.11 Wind Deflector, Removing and Instal- 
ling 
> “1.11.1 Removing”, page 167 


> “1.11.2 Installing’, page 168 
1.11.1. Removing 


— Open the glass sunroof panel all the way forward. 


— Unclip the clips -3- using a screwdriver from the mounting 
bracket -2- for the wind deflector -1- . 


M60-10014 
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— Unclip the mounting bracket -2- for the wind deflector -1- out 
of the assembly frame -3- using a screwdriver. 


M60-10015 


— Remove the screws -2- on the we deflector -1- . 
— Remove the wind deflector -1- upward. 


5 AD 
9 Poa 


1.11.2 Installing 
Install in reverse order of removal. 


Tightening Specifi cation g 


Wind deflector screws 2Nm 


CF) we / 


a) 


@ The wind deflector mounting bracket must audibly e e. oO 
@ Always replace the mounting bracket clips after it rapon Sa 
disassembled.  fO 


Vda 


1.12 Wind Deflector Bearing. Removingand 
Installing 


> “1.12.1 Removing”, page 168 


> “1.12.2 Installing’, page 169 
1.12.1. Removing 


— Remove the wind deflector. Refer to > “1.11.1 Removing”, 
page 167. 
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— Press the alignment pin -3- out of the upper screen frame -2- 
using a drift -1-. 


— Remove the wind deflector bearing -1- in the 
-direction of the arrow- from the upper screen frame -5- . 


— Remove the tension wire -2- from the lower screen frame -4- 
and remove the screen -3- . 


1.12.2 Installing 


— Slide the tension wire -2- carefully through the_net -3- and all 
the way into the lower screen frame -4-. 


Perform the rest of the installation in the reverse order of re* 
moval. 


Use a new mounting pin to secure the wind deflector bearing. 


— Install the wind deflector. Refer to > “1.11.1 Removing”, 
page 167 . 


1.13 Automatic Rotary Switch for Glass 
Sunroof Panel and Sun Shade, Re- 
moving and Installing 

— Remove the automatic rotary switch for the panorama sliding 


sunroof glass panel. Refer to = Electrical Equipment; Rep. 
Gr. 96 ; Lights and Switches in Roof Trim Panel . 
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1.14 Sunroof Motor, Removing.and Instal- y 

. < <9 

ling € % 
> “1.14.1 Removing”, page 170 oS 
> “1.14.2 Installing”, page 171 s 

= 

1.14.1. Removing = 


— Remove the front light and control ufit. Refer to > Electrical 
Equipment; Rep. Gr. 96 ; Lights and: Switches in Roof Trim 
Panel . 8 


cial purpose 


A flat cable is bonded to the brace in: e lamp opening in 
some versions. Loosen the flat cable from the brace and 


press it to the side when removing the sliding sunroof open- 
ing. Make sure the flat cable is not damaged. 
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Loosen the flat cable -3-, if equipped, from the brace -1- and 
pull it to the side -arrow-. 
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It is necessary to drill a 10 mm hold in the brace -1- so that the 
tool and get to the right bolt -4- on the sunroof motor -2-. 


Dimension -a- = 10 mm 


Dimension -b- = 2 mm 


rN Caution 


Do not damage the sliding sunroof motor underneath when 
drilling the hole. A drill with a stop that is adjusted to create a 
3mm deep hole may be used. 


— Remove the bolts -4-. 
— Lower the sliding sunroof motor slightlysand tip it forward. 
— Disconnect the connector. 


1.14.2 Installing 


With the front glass panel removed: 


— Push the tilting:mechanism on both sides all the way forward 
until it has completely lowered. 


— Press the tilting mechanism only on those guiding slot loca- 
tions -arrow- -2-, and not on the rails -3-. 


Perform the rest of the installation in the reverse order of re- 
moval. 


Sliding sunroof motor screws tightening specification: 3.5 Nm 


— After completing all the work, perform an sliding sunroof mo- 


tor adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155 . 


g 


1.15 Sun Shade Motor, Removing and In- 
stalling 


> “1.15.1 Removing”, page 171 


> “1.15.2 Installing”, page 172 
1.15.1 Removing 


— Remove the headliner. Refer to > Body Interior; Rep. 
Gr. 70; Roof Trim Panels . 
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— Disconnect the connector -1- on the sun shade motor -2-. 


— Remove the bolts -arrow- from the sun shade motor -2-. 


— Remove the sun shade motor -2-. 
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1.15.2 — Installing 


— Prior to installing the motor, make sure the sun shade is 
parallel by measuring -dimension a- between the shade arch 
-1- and the shade cartridge -2- . 


Perform the rest of the installation in the reverse order of re- 
moval. 


Tightening Specification 
Screws - 3.5 Nm 


— After completing all the work, perform a sun shade motor 
adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155. 
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1.16 Sun Shade, Removing and Installing 
> “1.16.1 Removing”, page 172 , 

> “1.16.2 Installing’, page 174.8 

1.16.1 Removing < 


— Move the sun shade all:the way into the open position. 


[a] Note 


If the electrical system malfunctions, using a commercially avail- 
able hex socket head wrench, rotate the sun shade motor into 
removal position (complétely open). Refer to > “1.24 Operating 
without Electricity”, page=194 . 


— Remove the headlinerRefer to = Body Interior; Rep. 
Gr. 70 ; Roof Trim Panels . 


— Remove the rear glass panel. Refer to > “1.6 Rear Glass 
Panel, Removing and Installing”, page 160 . 
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Do not remove the inner seal -1- . 


[a] Note 


Be sure not to damage the shade material -2-. 


Ni‘ 
The following steps are to be performed with aSécond techni- 
cian. ao 


Remove the bolt -3- from the cap -2-. 


Unclip the cap retainer -arrow- -2- from the rear lid using a 
screw driver -4- and fold the cap -2- up. 


Carefully lift the sun shade arch -3- together with the sun 
shade glide -1- . 


Pull the sun shade glide -1- to the side in the 
-direction of the arrow- out of the sun shade arch -3- . 


Remove the bolts -1- for the shade cartridge -2-.. .vasen > “°" 


Pull the sun shade cartridge -2- in the direction of the -arrow- 
slightly downward so that it can get past the sun shade 
motor -3-. x 
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— Remove the sun shade cartridge -2- and the sun shade steel 
band -4- parallel in the direction of the -arrow- from the sun 
shade rail -1- . 


[a] Note 


Be sure not to damage the shade material -3-. 


Remove the sun shade to replace the sun shade arch. 


— Carefully remove the sun shade arch -1- in the direction 
of the -arrow- from the weather strip =a of the sun DiSRade 
material -2- . 


— Press the new sun shade arch =P carehiy on the mata 
strip -3-. 


[a] Note 


Be sure not to damage the shade material -2-. 


1.16.2 © Installing 


a Note 


The sun shadevarch must be mounted prior to installing the 
sun shade cartridge. 


@ Do not lubricate the'sun shade glide and cables & 


@ The following steps are 10 be performed with a feo ond -. 


nician. 
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— Push the sun shade cartridge -2- and the sun shade steel 
band -4- parallel in the direction of the -arrow- on to the sun 
shade rail -1- . 


a Note 


Be sure not to damage the shade material -3-. 


an AG. Volkswagen , 
ae - AG does, 


Press the sunshade cartridge strap -3- -2- under the sun shade 
rail-1-. 


o@ 
mS 
S 
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art or 


Press the sun shade slide HE) in the -direction of the arrow- 
into sun shade arch -4-. 


[a] Note 


driver of the sun shade cable - 
@ A-second mechanic then installs he opposite side. 


«cial purposes. i 


Perform the rest of the installation in the , Feyerse order of re- 


moval. Mey 
%- 


Tightening Specifications “Wy, My 
4, 


Sun shade cartridge screw 3.5 Nm PID E16, 
d 


Screw cap 2 Nm 
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[a] Note 


¢ 


Check the sun shade for ease of movement after installing. 
Using a commercially available hex wrench, manually move 
the sun shade drive on the motor. Make sure there are no 
creases or folds in the sun shade material. 


Next, drive back the sun shade again. 
Install the headliner. Refer to > Body Interior; Rep. Gr. 70 ; 
Roof Trim . 


Install the rear glass sunroof panel. Refér to > “1.6 Rear 
Glass Panel, Removing and Installing”;spage 160 . 


After completing all the work, performsa sun shade motor 
adaptation. Refer to > “1.3 Adaptatioa Panorama Sliding 
Sunroof’, page 155 . 
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1 - Sun Shade Rail 


() Cannot be replaced 
separately 


2 - Guide Rail 
OY Cannot be replaced 
separately 


QO) Connected with the 
front part 


3 - Bolt 
O 2Nm 


4 - Rear Lid Part 


LY Removing and Instal- 
ling. Refer to > 
“1.20 Rear Lid, Re- 
moving and Installing”, 
page 186. 


5 - Rear Motor Support 


() Removing and Instal- 
ling. Refer to > 
“1.18 Rear Motor Sup- 
port and Sun Shade 
Cable, Removing and 
Installing”, page 178 . 


6 - Front Motor Support 
(1) Removing and Instal- 

ling. Refer to > 
“41.22 Front Sunroof. 
Glass Panel Tilt'Mech- 
anism andGable, Re- 
moving,and Installing”, 
page-192 . 


7 - FrontSection 


QO) <Cannot be replaced 
separately 


KE) Connected with the guide rail 


8° Inner Seal 
O) Replacing. Refer to > “1.10 Inner Seal, Replacing”, page 166 . 


1.18 Rear Motor Support and Sun Shade 
Cable, Removing and Installing 

=,“1.18.1 Removing”, page 178 

>¥1.18.2 Installing”, page 181 

1.18.1 Removing 


— Remove the headliner. Refer to > Body Interior; Rep. 
Gr. 70; Roof Trim Panels . 


— Removethe sun shade motor. Refer a .15 Sun Shade 


Motor, Removing and Installing’, pag iz 
Sun ShadeyRe- 


— Remove the sun’shade. Refer to > “1 
moving and Installing’2/page 172 . 
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— Remove the bolts -arrow- for the cable cover -1- and -2-. 
— Remove the cable covers -1- and -2-. 
The motor plate=3- remains on the rear panel -4-. 
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- Disconnect the sun shade cables -3- from the guide tubes 
-1- and the motor support -4- . 


— Pry the notor support -4- out using itable screwdriver 5 
from the rear lid -6- . eo 
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— Remove the guide tube®-1- from the support bracket -4- in 
the rear lid -3- . 


— Remove the cable -2- from sun shade rail -5-. 


1.18.2 — Installing 
Install in reverse order of removalc_ 


Tightening Specifications “ey 
Cable cover bolt 2 Nm "Y) 


[a] Note 


Do not lubricate the sun shade slide cables and motor support. 


— Install the sun shade. Refer to = “1.16.2 Installing”, page 


1f4. 

— Install the sun shade motor. Refer to = “1.15.2 Installing”, 
page 172. 

— Install the headliner. Refer to > Body Interior; Rep. Gr. 70 ; 
Roof Trim . 
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— After completing all the work, perform a panorama sunroof 
adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155. 


1.19 Assembly Frame, Removing and In- 
stalling 


> “1.19.1 Removing”, page 182 
=> “1.19.2 Installing”, page 183 


1.19.1 Removing 


[a] Note 


At least two technicians are needed for removing and installing 
the frame. 


— Remove the headliner. Refer to = Body Interior; Rep. 
Gr. 70; Roof Trim Panels’. 
Vehicles with screen separator wall: 


— Remove the screen separator bracket. Refer to > Body 
Interior; Rep. Gr. 68 ; Screen Separator . 


All vehicles: 


— Remove the grab handle (roof) bracket. Refer to > Body 
Interior; Rep. Gr. 68 ; Gfab Handles . 
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— Disconnect the water drain hoses from the connectors 
-arrows- in the assembly frame -1-. 


— Disconnect the connector leading to the harness from the 
sliding sunroof motor -8-. 


— Remove the bolts -3- and -4- for the bracket -5- and remove 
the left and right brackets. 


— Remove the bolts -2- from the assembly frame -1- and re- 
move the assembly frame from the vehicle with the help of a 
least one more technician. 


1.19.2 Installing 
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fl) Who 


rposes, in part or; 
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% 
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If necessary, install a new inside seal. Refer to > “1.10 Inner 
Seal, Replacing”, page 166 . 


If necessary, install a new outer seal. Refer to = “1.9 Outer 
Seal, Removing and Installing”, page 165 . 


Lift the assembly frame -1- into the vehicle with a second 
technician. 


Align the frame to the roof by installing 2 cylindrical pins 


(reversed drill bit 8 mm) in the centering holes -6- (oblong 
hole) and -7-. 


Install the screws -2-, but do not tighten yet. 
Tighten the bolts -3-, tightening specification: 8 Nm. 
Tighten the bolts -4-, tightening specification: 4.5 Nm. 
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"J09 


— First tighten the bolts identified with letters -2- in alphabetical 
order to 8 Nm. 


— Tighten the remaining bolts -2- on the frame -1- to 8 Nm. 


Perform the rest of the installation in the reverse order of re- 
moval. 


Vehicles with screen separator wall: 


— Install the screen separator bracket. Refer to = Body Interi- 
or; Rep. Gr. 68 ; Screen Separator . 


All vehicles: 


— Install the grab handle (roof) bracket. Refer to > Body Interi- 
or; Rep. Gr. 68 ; Grab Handles . 


— Install the headliner. Refer to > Body Interior; Rep. Gr. 70 ; 
Roof Trim . 
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Rear Lid, Removing and Installing 


1.20 
> “1.20.1 Removing”, page 186 


> “1.20.2 Installing’, page 187 
1.20.1 Removing 


Remove the assembly frame from the vehicle. Refer to > 
“1.19 Assembly Frame, Removing and Installing”, page 182 . 


Remove the inner seal -2- from the assembly frame -1-. 
Remove the sun shade. Refer to > “1.16 Sun Shade, Re- 


moving and Installing”, page 172 . 
Loosen the wiring harness from the rear lid. 


Kal 
oksn29e 
ooo 
; . 0 
— Remove the bolts -2- from the guide rail “1-, Se 
we 
> 
S 
Lv 
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F 
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— Mark the location -arrow- on the rear lid -3- for later assem- 


bly. a 
— Cut the bonded joint -2- betweenthe guide rail -1- and the 
rear lid -3- using a knife. . 
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— Pull the complete rear lid -1- together with the drain tubes -2- 
in -the direction of the arrow- from the guide rails -3- . 


M60-10038 


1.20.2 Installing 


— Remove any adhesive residue using Adhesive Strip Remov- 
er - VAS 6349- . 


— Clean the adhesive surfaces on the rear section and the 
guide rails with cleaning solution -D 009 401 04-. 


— Press a Butyl Adhesive Sealing Cord - AKD 497 010 04 
R10- -2- with a 3.5 mm diameter into the adhesive channel 
on the rear section -1- as shown. 


M60-10039 


— Pull the complete rear lid -1- together with the drain tubes -2- 
in -the direction of the, arrow-‘fromy the guide rails -3- . 


M60-10040 


5 — Tighten the bolts -2- on the guide rail -1- to 2 Nm. 


: [a] Note 


a. Check the assembly frame for leaks before installing. 


(e) 


M60-10036 
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— Seal the water drain hole -1-. 


— Fill the area -3- between the rear lid -2- and the guide rails 
-4- with water. 


— Wait at least 5 minutes and then check for leaks. 


— Seal any leaks with Butyl Adhesive Sealing Cord - AKD 497 
010 04 R10-. 


— Install the sun shade. Refer to = “1.16 Sun Shade, Remov- 
ing and Installing”, page 172 . 


— Install the sun shade motor. Refer to = “1.15 Sun Shade 
Motor, Removing and Installing”, page 171. 


— Install a new inner seal. Refer to = “1.10 Inner Seal, Replac- 
ing”, page 166 . 

— Install the assembly frame. Refer to > “1.19.2 Installing”, 
page 183. 


— After completing all the work, perform a panorama sunroof 
adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155 . 


1.21 Motor Support, Removing and Instal- 
ling 

> “1.21.1 Removing”, page 188 

> “1.21.2 Installing’, page 190 


1.21.1 Removing 


— Remove the assembly frame from the vehicle. Refer to > 


‘1.19 Assembly Frame, Removing and Installing”, page 182 . 


— Remove the sunroof motor. Refer to = “1.14 Sunroof Motor, 
Removing and Installing”, page 170 . 
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%, nw 
- Remove the cable ends -1- from the motor Suppor -2-. a GE 
— Pry the motor plate -2- out of the front section si on . 


suitable screwdriver -4-. Pee, ae yone’?” 


1.21.2 Installing 
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[a] Note 


@ Insert the engine plate -2- as shown in the front section -3-. 

¢@ Do not lubricate the sun shade slide cables -1- and motor support. 
Perform the rest of the installation in the reverse order of re- 

moval. 

Tightening Specifications 

Cable cover bolt 2 Nm 


— Install the sliding sunroof motor. Refer to > “1.14 Sunroof 
Motor, Removing and Installing”, page 170 . 


— Install the assembly frame. Refer to > “1.19.2 Installing”, 
page 183 . 
— After completing all the work, perform a sun shade motor 


adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155 . 
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1.22 Front Sunroof Glass Panel Tilt Mecha- 
nism and Cable, Removing and Instal- 
ling 

> “1.22.1 Removing”, page192 


> “1.22.2 Installing*epage 193 
1.22.1 Removing 


— Remove the front glass panel. Refer to > “1.5 Glass Panel, 
Removing and Installing”, page 157 . 


— Remove the rear glass panel. Refer to > “1.6 Rear Glass 
Panel, Removing and Installing”, page 160 . 


— Remove the assembly frame from the vehicle. Refer to > 
“1.19 Assembly Frame, Removing and Installing”, page 182 . 


—° Remove the sunroof motor. Refer to = “1.14 Sunroof Motor, 
Removing and Installing”, page 170 . 


—.; Remove the rear lid from the assembly frame. Refer to > 
“1.20 Rear Lid, Removing and Installing”, page 186 . 


Push the tilt mechanism to the rear after removing the rear lid. 


Proceed as follows: 


A Caution 


Before‘removing the cables, note their position to avoid mak- 


ing a mistake when re-installing. 


The tilt mechanism may not be pulled or ae on the guide. 
rail. 


— Press the glass sunroof panel tilting mechanism only on 
those guiding slot locations -arrow- -2-, and not on the rails 


The tilt mechanism opens when pushed. 


— Slide the tilt mechanism back to the end of the guide rail -1- 
using a suitable screwdriver. 
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— Disengage the cable -2- from the slider -1- -arrow A-. 
— Remove the slider -1- from the guide rail -3- -arrow B-. 
— Remove the cable -2- from the guide rail -3-. 


\ 


1 


M60-10046 


1.22.2 Installing 


CH) me : 
¢ Clear the guide rails only if they are very dirty. , 
# Use a cleaner -D 009 401 04- for this. z 
¢ Then lubricate the sliding areas of the guide rails with Lithi- 8 
um Grease - G 052 147 A2- . Refer to > “1.23 Maintenance @ 
and Care * page 194. 5 
¢ Do not lubricate the cables. 4 


Slide the tilt mechanism -3- into guide rail -1-. 


— Make sure the slider -2- points toward the rear when sliding 
the it intothe guide rails -1- . 
“a8 


'00~ he | 
YOY Xe) 
10, ay\0! 
“40910, 1\\Q0e 
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— Slide the cable -2- into the guide rail -3- -arrow B-. 
— Engage the cable -2- in the slider -1- -arrow A-. 


[a] Note 


The tilt mechanism may not be pulled or pushed on the guide 
rail. 


[ Me0-10047 | 0047 
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— Press the tilting mechanism only on those guiding slot loca? 
tions -arrow- -2-, and not on the rails -3-. 


— Push the tilting mechanism on both sides all thé way forward 
until it has completely lowered. 


— Install the rear lid on the assembly frame. Refer to > 
“1.20.2 Installing”, page 187 . 


— Install the sliding sunroof motor. Refer to > “1.14.2 Instal- 
ling”, page 171. 


— Install the assembly frame on to the vehicle. Refer to > 
“1.19.2 Installing”, page 183 . 


— Install the rear glass sunroof panel. Refer to > “1.6 Rear 
Glass Panel, Removing and Installing”, page 160 . 


— Install the front glass sunroof panel. Refer to > “1.5 Glass 
Panel, Removing and Installing®, page 157 . 


— After completing all the work, perform a panorama sunroof 


adaptation. Refer to > “1.3 Adaptation Panorama Sliding 
Sunroof’, page 155 . 


1.23 Maintenance and Care 


As a rule, there is no regular maintenance required for the 
panorama sliding sunroof. 


If it is necessary to clean because of heavy contamination, only 
use the cleaner -D 009 401 04-. 


Then the sliding areas -3- in the guide rails -2- must bé°re-lubri- 
cated with Lithium Grease - G 052 147 A2-. 


The inner seal -1- and the outer seal -4- have a lubricated 
coating and do not need to be lubricated. 


Do not lubricate the cables and the motor support. 


1.24 Operating without Electricity 
> “1.24.1 Glass Panel’, page 194 
> “1.24.2 Sun Shade”, page 196 


1.24.1 Glass Panel 


[a] Note 


@ /fthere is a malfunction in the electrical system, the front 
sliding sunroof glass panel can be moved manually using a 
commercially available hex wrench. 


@ Manually move the front glass sunroof panel far enough until 
its front corner is flush with the front corner of the rear glass 
sunroof panel. If the glass panel is moved farther to the rear, 
the mechanism control cables can disengage. 


— Remove the front light and control unit. Refer to > Electrical 
Equipment; Rep. Gr. 96 ; Lights and Switches in Roof Trim 
Panel . 
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Z\ WARNING 


A flat cable is bonded to the brace in the lamp opening in 
some versions. The flat cable must be loosened from the 
brace and pressed to the side for emergency operation. 
Make sure the flat cable is not damaged. 


M60-10049 


— Loosen the flat cable -5-, if applicable, on the brace -1-. 


— Move the flat cable far enough to the side -arrow- until it 
comes through the hole. in the brace -1- using a commercial- 
ly available hex wrench hy ~ 


e) 
\e) 
— Guide the hex wrench -4- through wan the hole in the nacied: or 


and into the screw -3- in the sli yd motor -2 


If turning by hand, more force will be neodeersince the motoris®”” 
not disengaged from the drive. 
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1.24.2 Sun Shade 


[a] Note 


If there is a malfunction in the electrical system, the sun shade 
on the sun shade motor can be moved manually using a com- 
mercially available hex wrench. 


— Remove the headliner. Refer to => Body Interior; Rep. 
Gr. 70; Roof Trim Panels . 


— Place the hex wrench -2- into the sun shade motor screw 
-1-. 


If turning by hand, more force will be needed since the motor is 
not disengaged from the drive. 


1.25 Water Drain Hoses, Cleaning 
> “1.25.1 Front Water Drain Hoses”, page 196 


> “1.25.2 Rear WaterDrain Hoses”, page 197 


[a] Note 


For cleaning, an assisting tool is recommended, such as a 
speedometer drive axle inner cable, approximately 2300 mm 
long. 


1.25.1 Front Water Drain Hoses 
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The front water drain hoses run through the A-pillars and end 
at the bulkhead crossmember. Cleaning takes place from the 
panorama sliding sunroof opening. 


1.25.2 Rear Water Drain Hoses 


dx 
% 


Golf Variant 2010 > ® 


Body Exterior - Edition 04.2023 


M60-10051 


1. Panorama Sliding Sunroof (ArvinMeritor) 1 97 


® Golf Variant 2010 > 
Body Exterior - Edition 04.2023 


= te} 
The rear water drain hoses run through the D-pillars and end in 3 
the rear wheel housings. Clean starting from the wheel housing 8 
and.working outward. The wheel housing liner must be removed a 
for this. is 
re) 8 
1.26. Water Drain Hoses, Removing and Installing 3 
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A ront Water Drain Hose, Removing 


Remove the upper A-pillar trim panel. Refer to > Body 
Interior; Rep. Gr. 70 ; Pillar and Side Trim Panels; A-Pillar 
Trim Panel, Removing and Installing . 

Remove the headliner. Refer to > Body Interior; Rep. 

Gr. 70 ; Roof Trim Panels; Headliner, Wagon, Removing 
cand Installing . 


- Remove the instrument panel. Refer to > Body Interior; 
Rep. Gr. 70; Instrument Panel; Instrument Panel, Remov- 


ing and Installing . 
— Pull the front water drain hose -2- fromthe clips -3- and d the 
drain grom*ngt - “ie 


— Remove the forte water drain hose - 
frame connection -1- and‘remove the feonit ater drain hose. 


oses, in par 
| 


yan pure 


rs) 
(e) 
S 
= 
iA 
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Rear Water Drain Hose, Removing 


Remove the D-pillar trim panel. Refer to = Body Interior; 
Rep. Gr. 70; Pillar and Side Trim Panels; D-Pillar Trim 


Panel, Removing and Installing . 
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— Remove the headliner. Refer to > Body Interior; Rep. 
Gr. 70 ; Roof Trim Panels; Headliner, Removing and Instal- 


ling . 
— Pull the rear water drain hose -6- from the clips -8- and the 
drain grommet -7-. 


— Remove the rear water drain hose -6- from the sunroof 
frame connection -5- and remove the rearwater drain hose. 
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63- Bumpers 


1 Front Bumper Cover 
> “1.1 Tools”, page 201 


> “1.2 Front Bumper Cover, Servicing”, page 201 


> “1.3 Parking Aid Bracket, Installing”, page 201 


> “1.4 Front Bumper Cover”, page 207 
> “1.5 Front Bumper Carrier’, page 214 


=> “1.6 Overview - Side Guide”, page 215 
1.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 


V.A.G 1783 


wo0-0990 


@ Torque Wrench, 40-200Nnvr- V.A.G 1332A- 
V.A.G 1332 


W00-0428 


1.2 Front Bumper Cover, Servicing 


[a] Note 


If the bumper cover is damaged, first determine if it is possible 
to repair the plastic before installing a new cover. A 


he 
Refer to > General Information; Body Repairs, Body Collision ‘a 
Repair ; Plastic Repair Methods for the description. 


1.3 Parking Aid Bracket, Installing 
Special tools and workshop equipment required 
@ PDC Holder Tool Set - VAS 6614B- 
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@ PDC Holder Tool Set - Securing Device - VAS 6614/8- 


@ PDC Holder Tool Set - Screw Hole Punch 018.4 - VAS 
6614/9- VAS 6614 


wo0-10965 


@ Hand Cartridge Gun - VAS 5155- 
VAS 5155 


—- = 12 13 


y 


Materials 
@ Two-Part Plastic Adhésive = Electronic Parts Catalog 
1) 2) (ETKA) 

@ Bonding Agent for Plastic “©=> Electronic Parts Catalog 
(ETKA) fry 

@ Cleaning Solution => Electronic Parts Catalog ral 
(ETKA) 

@ Primer Applicator => Electronic Patts.Catalog 
(ETKA) 


Follow the manufacturer processing instructions supplied in the 
packaging. 


Observe the minimum curing time. Refer to > page 207 . 
Bracket, Installing 


[a] Note 


After the bumper cover Is painted, install the brackets. 
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The four markings for the bracket -1- are found onsthe inside of 
the bumper cover. 


— Determine the central point -2-, if not already present. 


— Drill the holes from the inside outward with the drill -3- sup- 
plied in the tool kit. 
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— Attach the PDC Holder Tool Set - Screw Hole Punch @18.4 
- VAS 6614/9- with the bolt head -1-, the washer -2- and the 
counterholder -3- on the inside of the bumper cover -5-. 


— Position the iron punch -4- almost up to‘the bumper cover. 
— Push the iron punch -4- onto the bumper Cover. 
— Tighten the hole stamper -1-. 


Note (ts 


The iron punch -4- must not rotate on the bumper cover paint. val 
— By turning at the bolt head -1-, the iron punch -4- is pulled 

through the bumper cover material -5- -arrows-. 
— Remove the hole stamper and stamp the next holes. 


— Thoroughly clean the bumper cover and bracket with clean- 
ing solution. 
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— Pay attention to the orientation of the bracket according to 
the alignment of the sensors -arrows-. 


— Pay attention the to the orientation of the sensors in the 
illustration. 


— The connections on the inner sensors -1- and the outer sen- 
sors -2- are aligned toward the outside -a arrows- 


[a] Note 


Approximately 71 cm of adhesive from the tip should not be applied. 
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— Lightly sand the inside of the bumper cover -6- and thor- 
oughly clean it. 


— Very thinly apply the bonding agent for plastic to the bumper 
cover and bracket and let it set for 10 minutes. 


— Push the bracket of the PDC Holder Tool Set - Securing 
Device - VAS 6614/8- -8- on the centering drift -1- and push 
through the bumper cover -6-. 


— Slide on the counterholder -4- and lightly tighten the knurled 
nut -5-. 


— Slide on the clamping clip -3- and position the knurled nut 
-2-, but do not tighten. 


— All brackets are prepared up to this step. 


[a] Note 


The adhesive cannot run up to the bend. 


— Apply the adhesive as shown and tighten the knurled nut -2-. 


— After the minimum curing time, remove all centering drifts. 
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Minimum Curing Time 


Wait 30 minutes for the minimum curing time before performing 
any additional work on the bumper cover and the brackets. 


The bumper cover must stay in place and may not be moved 
during this time. 


1.4 Front Bumper Cover 

> “1.4.1 Overview”, page 207 

> “1.4.2 Removing”, page 208 

> “1.4.3 Installing”, page 210 

> “1.4.4 Front Bumper Cover Attachments”, page 211 


> “1.4.5 License Plate Holder, Installing”, page 213 


[a] Note 


Depending on the model version, slight deviations of the front 
bumper cover must be considered when removing and instal- 
ling. 


1.4.1 Overview 


20) 


k 
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1 - Front Bumper Cover 
QO) PP/EPDM material 
C8 Removing. Refer to > 


“1.4.2 Removing”, page 
208 . 


QO Installing. Refer to > 
“1.4.3 Installing”, page 
210. 


2 - Bolt 
QO) Quantity: 2 


QO) Tightening specifica- 
tion: 2 Nm 


L) Attached to the lock 
carrier 

3 - Bolt 

QO) Left and right 

OY Pointing upward 

) Tightening specifica- 
tion: 2 Nm 

4 - Bolt 

QO) Quantity: 4 on each 

side 

QO) Tightening specifica- 

tion: 2 Nm 

) Attached to the wheel 

housing liner 

5 - Side Marker Lamp 

QO) Left and right 

) Not for all countries 

LY Removing. Refer to 
=> Electrical Equip- 
ment; Rep. Gr. 94 ; 
Side Marker Lamp . 

6 - Bolt 

O) Quantity: 2 on each side 

QO) Tightening specification: 2 Nm 

OY Attached to the wheel housing liner 

7 - Bolt 

O) Quantity: 4 

QO) Tightening specification: 1.5 Nm 

1 Attached to the lock carrier 


aoe 


1.4.2 Removing 
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exci 


— Remove the radiator grille. Refer to > “4.2.1 Removing’, 2 
page 295 .@ < 

— Remove the ‘bolts -4-. S 

— Remove the screws -2- (pointing upward) on the left and g 
right sides of the ‘wheel housing. we 


— Remove the screws cs “pom the wheel housing. 


— Remove the screws -5- and: fom underneath 
ve) o 

A second technician is required for the Fast of the removal pro- 

cedure. 


Pull the front bumper cover -1- out of the guides on the left 
and right sides of the fender -arrows a-. 


Remove the front -1- parallel -arrows b- from the vehicle. A 
second technician is needed for this. 

Disconnect the connectors from the installed electrical com- 
ponents. 


For additional information regarding the parking aid. Refer to 
Electrical Equipment; Rep. Gr. 94 ; Exterior Lamps, Bulbs, 


Switches; Parking Aid . 


one 
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Refer to > Electrical Equipment; Rep. Gr. 94 ; Parallel Parking 
Assistance for additional information regarding parallel parking 
assistance. 


— Disconnect the hose coupling on the washer fluid hose. Re- 
fer to > Electrical Equipment; Rep. Gr. 92 ; Headlamp 
Washer System . 


1.4.3 Installing 


N63- 10233 


— Install the front bumper cover -1- parallel -arrows a- onto the 
lock carrier. 


— Press the front bumper cover -1- onto the guides until it 
latches -arrows b-. 


a Note 


When installing front bumper cover, make sure it is guided on parallel on fender. 


— Pay close attention to the parallel alignment and the gap 
dimensions. Refer to > Body Repair; Rep. Gr. 00; Technical 
Data; Body Panel Gap Dimensions; Body Front . 
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— Install the screws -2, 3, 4, 5, and 6- and tighten them to the 
tightening specification. Refer toveiiw4o1,,Qverview”, page 
207 . 


— Install the radiator grille. Refer to > “4.2.1 Removing’, page 
295 . 


Information regarding the parking aid. Refer to > Electrical 
Equipment; Rep. Gr. 94 ; Exterior Lamps, Bulbs, Switches; 
Parking Aid . 


Refer to > Electrical Equipment; Rep. Gr. 94 ; Parallel Parking 


Assistance for additional information regarding parallel parking 
assistance. 


1.4.4 Front Bumper Cover Attachments 
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1 - Front Bumper Cover 
OY PP/EPDM material 


(1 Removing. Refer to > 
“1.4.2 Removing’, page 
208 . 


Installing. Refer tos 
“1.4.3 Installing”, page 
210. o 


2 - Support ry 
Q For the headlamp 


washer systemic the 
left side 


QO) locked inside the front 
bumper cover 4- 


LY Remove only when 
bumper cover - - has 
been removed 2 


3 - Spoiler Bracket 6 
Q Remove only whens 
bumper cover -1- ha as 
been removed Keg 
4 - Spoiler 


Q) Remove only when 
bumper cover -1- has 
been removed 


5 - Center Air Grille 
6 - Side Air Grille 


O Left 


L) Pull forward out of the 
retainer 


7 - Side Air Grille 
QO Left for the fog lamp 


QO) Pull forward out of the retainer 


8 - Decorative Ring 

O Left 

L) Depending on the version of the fog lamp 
9 - Trim Molding 

Center air grille depending on the model -5- 


10 - License Plate Holder 

O) There are different sizes for different markets 

OY Installing. Refer to > “1.4.5 License Plate Holder, Installing”, page 213 . 
11 - Clips 

QO) Different quantity for attaching 


12 - Decorative Ring 

QO Right 

QO) Depending on the version of the fog lamp 
13 - Side Air Grille 

QO) Right for the fog lamp 

QO) Pull forward out of the retainer 


14 - Side Air Grille 
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QO Right 
) Pull forward out of the retainer 
- Cover 
OY For the towing eye 


- Support 
) For the headlamp washer system on the right side 
QO) locked inside the front bumper cover -1-. 


L) Remove only when bumper cover -1- has been removed 


1.4.5 License Plate Holder, Installing 


[a] Note 


o 
¢ 
¢ 


The license plate holder can have different sizes depending on the market. 
The contour of the bumper determines the height of the license plate holder. 
Drill 12 mm holes. 

agen PO SAG a 
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With holes present 


— Position the license plate holder -1- on the radiator grille and 
press in the clips -2-. 


With no holes present 


— Align the license plate holder -2- on the bumper -1- with the 
emblem -4-. 


— Set the drill stop depth to 12 mm and drill the holes. 


— Position the license plate holder -2- on the radiator grille and 
press in the clips -3-. 


lo Front Bumper Carrier 
> “1.5.1 Overview”, page 214 
> “1.5.2 Overview - North America”, page 214 


1.5.1 Overview 


1 - Front Bumper Carrier 


2 - Bolt 


OY Quantity 3 for both the 
left and right 


) Tightening specifica- 
tion: 8 Nm. 


3 - Bolt 

LY Quantity 4 for each side 

QO) Tightening specifica- 
tion: 60 Nm 

4 - Bolt 

O) Quantity: 2 


) Tightening specifica- 
tion: 8 Nm. 


5 - Pedestrian Protection 
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1 - Front Bumper Carrier 


2 - Bolt 
OY Quantity: 4 on each 
side 
) Tightening specifica- 
tion: 60 Nm 
3 - Bolt 
O) Quantity: 2 on each 
side 
) Tightening specifica- 
tion: 8 Nm. S 
4 - Bolt & 


Q Quantity: 2 & 


OY Tightening specifica 
tion; 8Nm. oS 


5 - Foam Piece 


ai purposes IN Part Or in wy 


cl 
aa nero" 
av 


N63-10246 


1.6 Overview - Side Guide 


The illustration shows the left side. The right side is identical. 
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AG. Volkswagen 4g q, 
esp 


sxsw 


1 - Side Guide 
QO Left and right 


2 - Bolt 

OY Quantity: 2 

Q) Tightening specifica- 
tion: 2 Nm 

3 - Bolt 

CL) Quantity: 1 

Q) Installed from 06/2010 

Q) Tightening specifica- 
tion: 2 Nm 

4 - Bolt 

LC) Quantity: 2 


QO) Tightening specifica- 
tion: 5 Nm 
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2 Rear Bumper Cover 
> “2.1 Tools”, page 217 


> “2.2 Rear Bumper Cover, Servicing”, page217 


> “2.3 Parking Aid Bracket, Installing”, page 217 


> “2.4 Rear Bumper Cover’, page 223 


> “2.5 Rear Bumper Cover Substructure”, page 227 
> “2.6 Rear Bumper Carrier’, page 228 

> “2.7 Overview - Trailer Hitch”, page 229 

2.1 Tools 


Special tools and workshop equipment#equired 
@ Torque Wrench 1783 - 2-10Nm - V.A-G 1783- 


@ Torque Wrench, 6-50Nm - VAG 1331A- 


2.2 Rear Bumper Cover, Servicing 


[a] Note 


/f the rear bumper cover is damaged, first determine if it is 
possible to repair the plastic before installing a new cover. 


Description under > General Information; Body Repairs, Body 
Collision Repair ; Plastic Repair Methods 


2.3 Parking Aid Bracket, Installing 


Special tools and workshop equipment required 
@ PDC Holder Tool Set - VAS 6614B- 
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V.A.G 1783 


wo0-0990 


V.A.G 1331 


—=—— 


W00-0427 
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@ PDC Holder Tool Set - Attachment Aids - VAS 6614/7- 


VAS 6614 


wo0-10965 


@ Hand Cartridge Gun - VAS 5155- 
VAS 5155 


=f 12 13 


y 


wo0-10699 


Materials 


* Two-Part Plastic Adhesive 1 i Electronic Parts Catalog 
2 ET 


Plastic Bonding Agent 1 =o Electronic Parts rt 


(ETKA) 

Cleaning Solution ‘ => Electronic Parts Catalog 
(ETKA) 

@ Primer Applicator => Electronic Parts Catalog 
(ETKA) 


1)Follow the manufacturer instructions provided with the pack- 
age. 


2) Observe the minimum curing time. Refer to > page 223 . 
Bracket, Installing 


[a] Note 


After the bumper cover Is painted, install the brackets. 
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The four markings for the bracket -1=;are found on the inside of 
the bumper cover. 


— Determine the central point -2-, if not already present. 


— Drill the holes from the inside outward with the drill -3- sup- 
plied in the tool kit. 
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— Attach the Screw-Hole Punch 18.2@ VAS 6614/1- with the 
bolt head -1-, the washer -2- and the counterholder -3- on 
the inside of the bumper cover -5-. 


— Position the iron punch -4- almost up to*the bumper cover. 
— Push the iron punch -4- onto the bumper cover. & 
— Tighten the hole stamper -1-. val 


[a] Note 


The iron punch -4- must not rotate on the bumper cover paint. 

— By turning at the bolt head -1-, the iron punch -4- is pulled 
through the bumper cover material -5- -arrows-. 

— Remove the hole stamper and stamp the next holes. 


— Thoroughly clean the bumper cover and bracket with clean- 
ing solution. 
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— Pay attention to the orientation of the bracket according to 
the alignment of the sensors -arrows-. 


— Pay attention the to the orientation of the sensors in the 
illustration. 


— The connections on the sensors -1 and 2- are aligned to- 
ward the left -a arrows- when viewed from the inside of the 
bumper cover. 


[a] Note 


Approximately 71 cm of adhesive from the tip should not be applied. 
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— Lightly sand the inside of the bumper cover -6- and thor- 
oughly clean it. 


— Very thinly apply the bonding agent for plastic to the bumper 
cover and bracket and let it set for,10 minutes. 


— Push the bracket of the PDC Holder Tool Set - 4 Attachment 
Aids - VAS 6614/7- -8- on the centering drift -1- and push 
through the bumper cover -6-. 


— Slide on the counterholder -4- and lightly tighten the knurled 
nut -5-. 


— Slide on the clamping clip -3- and position the knurled nut 
-2-, but do not tighten. 


— All brackets are prepared up to this step. 


[4] Note 


The adhesive cannot run up to the bend. 


— Apply the adhesive as shown and tighten the*knurled nut -2-. 


— After the minimum curing time > page 223 , removevall cen- 
tering drifts. 
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Minimum Curing Time 


Wait 30 minutes for the minimum curing time before performing 
any additional work on the bumper cover and the brackets. 


The bumper cover must stay in place and may not be moved 
during this time. 


2.4 Rear Bumper Cover 

> “2.4.1 Overview”, page 223 

> “2.4.2 Removing”, page 224 

> “2.4.3 Installing”, page 225 

> “2.4.4 Rear Bumper Cover Attachments”, page 226 


[a] Note 


Slight differences may have to be made to removal and instal- 
lation procedures of rear bumper caver, depending upon equip- 
ment installed in vehicle. 


2.4.1 Overview 


2. Rear Bumper Cover 223 
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1 - Guide 
2 - Securing Strip 


3 - Bolt 


QO Quantity: 2 on each © 
side ¢ 


OY Tightening specifica: 
tion: 5 Nm 


4 - Expanding Rivet a 

Q Quantity: 1 on each: 
side 8 

5 - Bolt a 

Q Quantity: 2 vs 

OY Tightening specifica S 
tion: 2 Nm 

6 - Bolt 

QO) Quantity: 3 

QO) Tightening specifica- 
tion: 5 Nm 

7 - Rear Bumper Cover 

LY PP/EPDM material 


OY Removing. Refer to > 
“2.4.2 Removing”, page 
224. 


) Installing. Refer to > 
“2.4.3 Installing”, page 
225. 


QO Information regarding 
the parking aid. Refer 
to = Electrical Equip- 
ment; Rep. Gr. 94 ; 
Exterior Lamps, Bulbs, 
Switches; Parking Aid . 


8 - Bolt 

OY Quantity: 3 on each side 

OY Tightening specification: 2 Nm 

OY Attached to the wheel housing liner 


2.4.2 Removing 
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ao? Me3- 10000 


— Remove the tail lamp assembly. Refer to > Electrical Equip- , 
ment; Rep..Gr. 94 ; Exterior Lights, Lamps and Switches; % 
Tail Lamp Assembly, Removing and Installing . 


— Removes ‘the screws -8- near the left and right wheel housing Z 
liner. 2 S 


- Pry out left and right expanding rivet -4- using a screwdriver. 
— Remove the bolts -3, 5 and 6-. 6 


A second technician is required for the rest of the removal pro- 
cedure.< 


- Remiove the bumper cover -7- parallel to the guide profiles 
-1- and the securing strip -2-. 


- Disconnect the connectors from the installed electrical com- 
ponents. 


Information, regarding the parking aid. Refer to > Electrical & 
Equipment; oN Gr. 94 ; Exterior Lamps, Bulbs, Switches; 
Parking Aid .° 


2.4.3 Installing A 


O 
Go 


“yp 


Y P8195, 
30. 
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M63- 10000 


Install in reverse order of removal. 


[a] Note co} 


Be sure to hold the rear bumper cover parallel when inserting it into the left and right guides. 


3, 


— Pay close attention to the parallel alignment ahd the gap & 
dimensions. Refer to > Body Repair; Rep. Gr. Q0; Technical RNG 
Data; Body Panel Gap Dimensions; Body Rear .”@ Re 


— Remove the bolts -3, 5, 6 and 8- to the epeaieaiion “Refer 4 we 
to > “2.4.1 Overview’, page 223. ; 


Information regarding the parking aid. Refer to > Electrical . “Pejoe45.- = one! on 
Equipment; Rep. Gr. 94 ; Exterior Lamps, Bulbs, Switches; d ) 
Parking Aid . 


2.4.4 Rear Bumper Cover Attachments 
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1 - Rear Bumper Cover 
OY PP/EPDM material 


OY Removing. Refer to > 
“2.4.2 Removing”, page 
224. 


QO Installing. Refer to > 
“2.4.3 Installing”, page 
225 . 


2 - Right Rear Reflector 
Q) Attached inside the rear 
bumper cover 
3 - Towing Eye Cap 
Q) Secured in the bumper 
cover 
4 - Spoiler 
OY PC/ABS material 


QO) Attached inside the rear 
bumper cover 


L) To be removed only 
with rear bumper cover 
removed. 


5 - Cap 
LC) Only on trailer equip- 


ment ioe! 


6 - Pin : oe 
Q Quantity: 2° 
Q Only onstrailer equip- 


ment.” 
T- Retaining Washer 
O Quantity: 2 
Q Only on trailer equip- 
ment = 


8 - Spring Clamp 
O= Quantity: 2 
= Only on trailer equipment 


2.5 . Rear Bumper Cover Substructure 


) 
» 
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1 - Securing Strip 


2 - Nut 
1 Quantity: 4 
O 2Nm 


3 - Nut 
QO Quantity: 1 on each 
side 
O 2Nm 
4 - Bolt 

QO Quantity: 4 on each 
side 
OQ 2Nm 
5 - Guide 

QO Left and right 


S 
S e 
2.6 Rear Bumper Carrier ss 
*) @ 
= “2.6.1 Overview”, page 228%, is 
. 2 ‘Oy 
2.6.1 Overview “Orgy, or 
] 
18 }9516 i od oor” 
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1 - Bumper Carrier 
2 - Bolt 

OY Quantity: 5 
QO 20Nm 


3 - Foam Piece 
() North America only 


2.7 Overview - Trailer Hitch g 
(i) na 
2 g 
@ Depending on the version, slight deviations must be considered. & 
@ The tightening specifications only apply to factory-installed trailer hitches. i 
2% = 
@ /fa different trailer hitch is installed, ask the. manufacturer for the tightening specifications. Sg 
e 6 s 
Cy. Fat, Y 
% <7) Ed a 
"a fi wo 
| = pono 
“OW Wor” 
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1 - Bolt 


O) Gas-tight sealing threa- 
ded connections 


QO Quantity: 3 
QO 20Nm 


A 
GER! 
The bolts are actual- 


ly sealing threaded con- 
nections and seal off the 


passenger compartment 
from exhaust gas. They 
must always be instal- 
led. 


2 - Trailer Hitch 


Q) Trailer hitch with re- 
movable ball head 


3 - Ball Head 
() The removable ball 
head is installed un- 
der the folding luggage 
compartment floor. 


4 - Bolt 

QO) Quantity: 2 on each 
side 

QO) 50 Nm + 90° + 30° ad- 
ditional turn 


QO) Always replace bolts af- 
ter loosening them 
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1 Flush Bonded Windows 
> “1.1 Tools”, page 231 


> “1.2 Materials”, page 234 


> “1.3 Overview - Windshield”, page 234 

> “1.4 Windshield, Removing”, page 235 

> “1.5 Windshield, Installing’, page 237, 

=> “1.6 Overview - RearWindow”, page 237 


> “1.7 Undamagéd Rear Window, Removing”, page 238 


> “1.8 Damaged Rear Window, Removing”, page 239 


> “1.9 Rear Window, Installing”, page 240 


> “1,40 Overview - Side Window”, page 240 
=> “4.11 Undamaged Side Window, Removing”, page 241 


30'1.12 Damaged Side Window, Removing”, page 243 


+ “1.13 Side Window, Installing”, page 243 


> “1.14 Undamaged Window, Preparing for Glazing”, page 244 


=> “1.15 New Window Without Pre-Coating, Preparing for Glaz- 
ing”, page 244 


= “1.16 Body Flange, Preparing for Glazing”, page 245 


="1.17 Installation Instructions”, page 246 


=> 1.18 Minimum Curing Time”, page 246 


> “TAQ Paint Damage, Repairing”, page 246 


> “1.20 Adhesive Sealant, Removing from Window’, page 247 


1.1 Tools 


& 
[a] Note fal 


Removing the bonded windows is described using the Flush 
Bonded Window Kit - V.A.G 1474 B-. The corresponding tools 
can also be taken from the Cutting Tool for Bonded Windows - 
VAS 6452- or the Bearing Installer - Differential Bearing - VAS 
6888- . 
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Special tools and workshop 
equipment required 


VAG 1474 A VAG 1344 
—_ 


O 


#8 cil 
oe 


¥.AG 1628 ¥.AG 1939 


@ Flush Bonded Window Kit - V.A.G 1474 B- / Cutting Tool for 
Bonded Windows - VAS 6452- / Window Removal Set VAS 
6888 - VAS 6888- 


Double Suction Lifter - V.A.G 1344- 
Bonded Window Tool Kit - V.A.G 1351- 
Window Removing Kit - V.A.G 1755- 
Cartridge Gun - V.A.G 1628- 

Cartridge Heater - V.A.G 1939A- 


“ft ¢ Oe Oo 


g 
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VWvb4-0001 


“-f- ¢ Oe Oo Oo 


5 


V.A.G 15614 


V.A.G 1561/19 


Window Cutter - V.A.G 1561 A- 

Window Cutter - Offset Blade (2 pc.) - V.A.G 1561/2- 
Window Gutter - Scraper - V.A.G 1561/8- 

Gauge - Gap Adjustment - 3371- 

Window Cutter - Blade (2 pc.) - V.A.G 1561/19- 
Double Cartridge Adhesive Gun - VAS 5237- 


Trim Release Lever - Wedge - T10039 /1- 
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1.2 Materials 


[a] Note 


Refer to the = Electronic Parts Catalog (ETKA) for the material 
part numbers. 


* Two-part window adhesive kit 1) 2) 4) 
# One-part window adhesive 1) 2) 3) 5) 
* Activator 1) 

* Glass and paint primer ") 

* Cleaning solution 1) 

* Applicator”) 


1) Follow the manufacturer processing guidelines supplied in the 
packaging. 


2) Note the minimumscuring time. Refer to > “1.18 Minimum 


Curing Time”, page 246. & 
3) Heat according to manufacturer's instructions usig@@ythe Car- 
tridge Heater - V.A.G 1939A- - am 


4) To process this material, the Double Cartridge Gun- VAS 
5237- must be used. 


5) Small cartridge for sealing and/or when a 400 ml double 
cartridge is not enough. 


1.3 Overview - Windshield 
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1- 


Windshield 


LY Removing. Refer to 
> “1.4 Windshield, Re- 
moving”, page 235 . 


2- 


3- 


4- 


5- 


6 - 


) Installing. Refer to > 
“1.5 Windshield, Instal- 


ling”, page 237 . 
PUR Adhesive Sealant 


QO) Bead diameter: 
-Width b- = 6.5 mm 
-Height a- Height = 10 
mm (including the pre- 
coating, residual mate- 
rial on the window and 
the window flange) 


OQ) Minimum Curing Time. 
Refer to => “1.18 Min- 
imum Curing Time”, 
page 246 . 

Body Flange 


QO) Paint damage, repair- 
ing if damaged. Refer 
to = “1.19 Paint Dam- 
age, Repairing”, page 
246 . 


Window Adjuster 
O 443 845 631A 


Retainer 


QO) Is a component of the 
windshield 


Plenum Chamber Cover 


() May only be pulled out 
of the retainer by hand. 


OY Removing. Refer to > 
“4.1.3 Installing”, page 20 . 


) Installing. Refer to > “4.1.3 lsstalling”, page 20 . 


Adhesive Bead End 
1 Apply the adhesive bead joint in this area 


1.4 Windshield, Removing 


Remove the A-pillar trim. Refer to= Body Interior; Rep. 
Gr. 70; Trim Panels and Insulation; Pillar Trim . 


Remove the sun visors. Refer to > Bedy Interior; Rep. 
Gr. 68 ; Interior Equipment; Compartments, Covers and 
Trim . 


Remove the interior rearview mirror. Refer téo=> Body In- 
terior; Rep. Gr. 68 ; Interior Equipment; Interior Rearview 
Mirror . 


Remove the headliner. Refer to > Body Interior; Rep. 
Gr. 70; Trim, Noise Insulation; Roof Trims . 


The headliner can now be lowered far enough so that wind- 
shield can be cut out without damaging headliner. 
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— Remove the plenum chamber cover. Refer to > “4.1.2 Re- agen AG. Volkswagen ag. 
0 


moving”, page 18 . ae kon 
— Slide the Protective Backing - V.A.G 1474/8- “15 _ bétween the 
windshield and instrument panel. RS 


— Pull the cutting wire -2- with the Flush Bonded Window Kit - 
Awl - V.A.G 1474/2- through the adhesive inside the passen- 
ger compartment. aS 


> 
£ 
@ 
~) 
iS 
Ss 
2 
wv 
< 
= 
S 
pe 
fo) 
x eat 
G 
Q 
= 
oO 
® 
wn 
re) 
e 
3 
a 
cs} 
s) 
= 
5) 
% 
ce) 
O 
% 
Zz 


ou 


— Secure the end of the cutting wire on the. eae with the 
Bonded Window Tool Kit - Pull Handle - "ON 1351/1- -3- 
so it cannot be pulled out. 


— Insert cutting cord -2- into window flange by aid é f Small tube 


He, 819810, 
— Lay cutting cord around window. 


— Make sure the cutting cord is inserted under the corners of 
the windshield. 


N64-10374 
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— Secure the other end of the wire in the Window Reel Device 
- V.A.G 1654 A- . 


— Position the Window Reel Device - V.A.G 1654 A- in “posi- 
tion |’. 

— Move the Window Reel Device - V.A.G 1654 A- accordingly 
to cut the window free. 


- While cutting free, press cutting cord against window using 
plastic wedge in order to have clearance from window flange. 
and instrument cluster. OF 


N64-10375 


15 Windshield, Installing 


Undamaged' Window, Preparing for Glazing. Refer to= 
“1.14 Unda ed Window Preparing for Glazing”, page 244 . 


New Window=Preparing for Glazing. Refer to > “1.15 New Win- 
dow Without Pre- -Coating, Preparing for Glazing”, page 244 . 


Body Flange, Preparing for Glazing. Refer to > “1.16 Body 
Flange, Preparifg for Glazing”, page 245 . 


Installation Instructions. Refer to = “1.17 Installation Instruc- 
tions”, page 246 . 


Minimum an Time; aye to = “1.18 Minimum Curing Time”, s 
page x 
1.6 Overview Rear Window a 3 
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1 - Rear Window 


QO) Removing. Refer to > 
“1.7 Undamaged Rear 
Window, Removing”, 
page 238 . 

QO Installing. Refer to > 
“1.9 Rear Window, In- 
stalling”, page 240 . 


2 - Body Flange 
3 - PUR Adhesive Sealant 


QO) Bead diameter: 
-Width b- = 6.5 mm 
-Height a- Height = 10 
mm (including the pre- 
coating, residual mate- 
rial on the window and 
the window flange) 


OY Apply the bead of ad- 
hesive on the side edge 
of the window glass 


OY Minimum Curing Time. 
Refer to > “1.18 Min- 
imum Curing Time”, 
page 246 . 


4 - Spacer 


1.7 Undamaged Rear Window, Removing 
Remove the rear lid trim panel and the window frame trim pan- 


el. Refer to = Body Interior; Rep. Gr. 70 ; Trim Panels and 
Insulation,.Rear Lid Trim Panels . 


[a] Note 


/f windshield is to be used again, make sure that electrical con- 
nections-for windshield heating are not damaged. 


9 
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— Remove the connectors -1- for the heated rear window 
-arrow- and secure it to the window with the adhesive tape. 


M64-10002 


— Use the Flush Bonded Window Kit - Awl - V.A.G 1474/2- -1- 
to pierce through the adhesive bead. 


— Pull the cutting wire -2- inward through the adhesive using 
the Flush Bonded Window Kit - Awl - V.A.G 1474/2- -1-. 


iS 
J 
® 
& 
Rs 
$ 
Sa 
S 
S 


© 
zm 
& 
“a, S 
a5, we 
Y » 

— Secure the-end of cutting wire -3$ with handle -4°Bonded 
Window Too Kit, Pull Handle - V-A'G 1354/1 - before pulling 
out. TOdey “oy ve 

— Lay the cutting wire -3- around the window and also guide 

the second wire end toward the inside. 


— Secure the cutting wire end to the Window Reel Device - 
V.A.G 1654A- -2-. 


— Mount the Window Reel Device - V.A.G 1654 A- -2- in the 
position shown. 


— Move the Window Reel Device - V.A.G 1654 A- -2- accord- = = 
ingly and cut the window free. 


— While cutting free, press the cutting wire -3- against the win- 
dow using the Flush Bonded Window Kit - Wedge - V.A.G 
1474/5- to have clearance to window flange. 


1.8 Damaged Rear Window, Removing 


Protect the body and vehicle interior from glass splinters. 


— Remove the glass pieces up to the adhesive sealant. 


Remove the connections for the window defogger and an- 
tenna. 
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— Bond the flange -2- all around with fabric reinforced adhe- 
sive tape. 


— Cut through the adhesive sealant (with the remaining glass) 


in the window opening using the Window Cutter - V.A.G 


1561 A- and the Window Cutter - V.A.G 1561-. 


rN WARNING 


Always wear protective eyewear and leather gloves: 


1.9 Rear Window, Installing 


Undamaged Window, Preparing for Glazing. Refer to > 
“1.14 Undamaged Window, Preparing for Glazing”, page 244 . 


New Window, Preparing for Glazing. Refer to > “1.15 New Win- 
dow Without Pre-Coating, Preparing for Glazing”, page 244 . 


Body Flange, Preparing for Glazing. Refer to > “1.16 Body 
Flange, Preparing for Glazing”, page 245 . 


Installation Instructions. Refer to = “1.£7 Installation Instruc- 
tions”, page 246 . 


Minimum Curing Time. Refer to > “1.18Minimum Curing Time”, 
page 246 . 


1.10 Overview - Side Window 
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1 - Side Window 


QO) Removing. Refer to > 
“1.11 Undamaged Side 
Window, Removing”, 


page 241. 

QO Installing. Refer to > 
“1.13 Side Window, In- 
stalling”, page 243 . 

2 - Trim Molding 

QO) Removing. Refer to > 

page 242. 
3 - Seal 


Q Component partof side 
window. 5 


4 -Body Flange < 
5 - PUR Adhesive Sealant 


() Bead créss section: 
width =6.5 mm 
-dimension a- height = 
10 mnv-dimension b- 
(including pre-coating, 
residual material on 
window glass and win- 
dow flange) 

Q) Minimum Curing Time. 
Refer te > “1.18 Min- 
imum Curing Time”, 
page 246. 


M64- 10003 


1.11 Undamaged Side Window, Removing 


[a] Note 


Removing and installing is described only for the right side win- 
dow. Removing and installing the left side window Is derived 
accordingly from this. 


— Remove the C- and D-pillar trim panel. Refer to = Body 
Interior; Rep. Gr. 70 ; Trim Panels and Insulation; Pillar and 
Side Trim Panels 
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— Ifthe vehicle is equipped accordingly, disconnect thé’con- 
nector from the impedance converter -1-. 


S% 
S. 


Ra 
— Pull the cutting wire -1- with the Flush Bonded Window Kit 
- Awl - V.A.G 1474/2- out of the Flush Bonded Window Kit 
- V.A.G 1474 A- in the location shown in the illustration and 
through the adhesive material into the vehicle interior. 


Vehicles with side window trim molding ey 


& 2 
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c od 
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~ Slide the Trim Release Lever - Wedge - T10039/1- -2- care- 
fully in the -direction of the arrow- under the “©. 
trim molding “ty, 
-1-. 6. 


— Remove the trim molding -1-. “ary 
All Vehicles 


— Pull the cutting wire -1- through the adhesive sealant into the 
vehicle interior using the Flush Bonded Window Kit - Awl - 
V.A.G 1474/2- -2- at the location shown in the illustration. 


— Insert the cutting cord -3- into the window flange behind the 
seal using the small tube -1-. 


A 
i 
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— Secure one end of the wire -2- on the Bonded Window Tool 
Kit - Pull Handle - V.A.G 1351/1- -3- to the counterhold. 


— Pull other end -2- of cutting cord into interior. 


— Secure the other end of the wire to the Window Reel Device 
- V.A.G 1654 A- -1-. 


— Move the Window Reel Device - V.A.G 1654 A- -1- accord- 
ingly to cut the window free. 


— While cutting the window free, push the cutting cord with a 
plastic wedge against window in order to have clearance at 
window flange. 


— Instead of thé Window Reel Device - V.A.G 1654,,the Win- 
dow Ree? Device - V.A.G 1654 A- -1- can also be used, 


— Onesuction cup can be removed from the Window Reel 
Device - V.A.G 1654- -1- as illustrated. By doing this, the 
roller of the Window Reel Device - V.A.G 1654 A- can be 
placed closer to window flange. 


2 Damaged Side Window, Removing 


The procedure for removing a broken side window is identical to 
removing a broken rear window. Refer to > “1.8 Damaged Rear 


Window, Removing”, page 239 . 
1.13 Side Window, Installing 


Undamaged Window, Preparing for Glazing. Refer to > 
“1.44 Undamaged Window, Preparing for Glazing”, page 244 . 


New Window, Preparing for Glazing. Refer to = “1.15 New Win- 
dow Without Pre-Coating, Preparing oe page 244. 


Body Flange, Preparing for Glazing. rto > “1.1@Body 
Flange, Preparing fop-Glazing”, page : 


Installation Instructions. Refer to > “1.17 Installation Instruc- 
tions”, page 246 . 


Minimum Curing Time. Refer to > “1.18 Minimum Curing Time”, 
page 246 . 
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1.14 Undamaged Window, Preparing for 
Glazing 


> “1.14.1 Adhesive Bead, Cutting”, page 244 
1.14.1. Adhesive Bead, Cutting 


a) Note 


When re-using an undamaged window, cut back remaining 
adhesive sealant to 1 to 2mm shortly before re-adhering, do 
not damage primer and ceramic coating. 


@ The remaining material serves as a base for the new adhe- 
sive sealant being applied. 


A\ WARNING 


Do not prime or use a cleaning solution on the adhesive 
surface. Keep the adhesive surface free of dirt and.grease. 


Exception: if the bonding is not performed immediately after the 
cutting back procedure, the remaining material'must be activa- 
ted using the activator D 181 801 A1. 


1.15 New Window Without Pre-Coating, 
Preparing for Glazing 


As a replacement part, window glass is not pre-coated. 


a) Note 


The application area for the adhesive béad Is not pre-coated 
and not primed. 


@ The sealing lip is a component of a new windshield. 


— Clean an area 20 mm wide around the edge ofthe window 
using cleaning solution D 009 401 04. 


— Then dry the window edge with a lint-free cloth. 


rN WARNING 


The ceramic coating on the glass is not a glass/paint primer. 
/t must always be primed before applying the adhesive seal- 
ant. Use only Glass/Paint Primer D 009 200 02. 
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— Apply primer -2- evenly in one stroke using applicator D 009 
500 25 -1-. 


@ Drying time is approximately 10 minutes 


1.16 Body Flange, Preparing for:Glazing 


— Cut the remaining material on thebody flange back usin 
the Window Cutter - U Blade (2°pc.) - V.A.G 1561/3- but do 
not remove the remaining material completely. 


[a] Note 


The remaining material serves as a base for the new adhesive 
sealant being applied2Keep the adhesive surfaces free of dirt 
and grease. 


A\ WARNING 


Activator must not come into contact with the paint or the 
paint will be damaged. 


Exception: if the bonding is not performed immediately after the 
cutting back procedure;the remaining material must be activa- 
ted using the activator D-181 801 A1. 


@ If the body flange is béing repaired or partially replaced, 
the corresponding area must be cleaned and primed again 
before painting. é 


a Note 9 6 


It is possible that the laser weld seam does not lie in the area 
of the adhesive bead. In this case, the open weld seam must be 
sealed with window adhesive before bonding the window glass. 


— Ifthe laser weld seam -3- on the sheet metal flange -4- is not 
covered by the adhesive bead -1-, then coat the laser weld 
seam -3- with Glass/Paint Primer - D 009 200 02- -3-, and 
fill the laser weld seam with Window Adhesive - DH 009 100 
A2- -1-. 
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1.17 Installation Instructions 
> “1.17.1 Installation Instructions, All Windows”, page 246 
1.17.1 Installation Instructions, All Windows 


— Apply the adhesive all around at a right angle to the window. 


A\ WARNING 


The window must be installed within 10 minutes or the adhe- 
sive will not bond well. 


Do not apply the adhesive bead too thickly and do not press 
windows too firmly on to body flange. Since windows no 
longer have a sealing lips, surplus adhesive is to be seen in 
gap area. 


@ With help of two Suction Cups (V.A.G 1344) install window 
in window opening, center and press in onto the spacing lip. 


@ Re-affix any stickers (for example, for airbag). 


1.18 Minimum Curing Time 


There are special requirements for replacing bonded win- 
dows. This includes, for example, that a newly bonded wind- 
Shield is safe for vehicle operation and also in case of an 
accident after a specified minimum curing:time. 


The minimum curing time for the two-part window adhesive kit 
is two hours for all windows. 


The minimum curing time for one-part window adhesive is 3 
hours for all windows. 


Minimum curing time means the time from when the window is 
bonded to when the vehicle is put back into use. During this 
time, the vehicle must be on a level surface attoom tempera- 
ture (at least 15 °C (59 °F)). 


rN WARNING 


Fp 
The vehicle is operationally ready only after the minimum i) 
curing time has elapsed. A 
ae 


1.19 Paint Damage, Repairing 


If there is paint damage, recreate the paint structure according 
to guidelines in the “Paint” repair manual. 
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1.20 Adhesive Sealant, Removing from 
Window 
— Adhesive Remover D 002 000 10 is recommendeédiasya 


cleaning solution. Follow all safety, précautions when pro- 
cessing. 


rN WARNING 


When cleaning fron? inside the vehicle, do not press out on 
the window that was just installed. 


— First clean the paint surface coarsely using a dry cloth. Re- 
move any remaining dirt using the adhesive remover D 002 
000 10. 


— Clean the plastic trim panel: let the adhesive sealant harden 
(approximately one hour) and then peel it off. 
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2 Front Door Window 
> “2.1 Tools”, page 248 


=> “2.2 Overview - Front Door Window’, page 248 


=> “2.3 Door Window, Removing and Installing”, page 249 


=> “2.4 Window Regulator Motor, Removing and Installing”, page 
253 


=> “2.5 Window Guide, Removing and Installing”, page 255 
2.1 Tools 


Special tools and workshop equipment required 
@ Roller - T10314- 


T10314 


WO00-10337 


@ Torque Wrench 1783 - 2-10Nm- V.A.G 1783- 
V.A.G 1783 


wo0-0990 


2.2 Overview - Front Door Window 


[a] Note 


@ The illustration shows the right side. The left side is identical. 


¢@ Bolt -4- is accessible from insidevand outside. The bolt as viewed,from the outside has a right-hand 
thread. This means from the outside; the bolt is loosened by téiping to the right, from the inside its loosed 
by turning to the right. 


2 
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1 - Window Guide 


(1) Removing and Instal- 
ling. Refer to > 
“2.0 Window Guide, 
Removing and Instal- 


ling”, page 255 . 
2 - Door Window 


(1) Removing and Instal- 
ling. Refer to > 
“2.3 Door Window, Re- 
moving and Installing”, 
page 249. 

3 - Window Regulator 

Q) Removing and Instal- 
ling,.Refer to > “4 Win- 
dow Regulator, Remov- 
ing and Installing”, 
page 260 . 


4 Bolt 

O Quantity: 5 

OY Tightening specifica- 
tion: 8 Nm 

5 - Bolt 

O) Quantity: 4 

OY Tightening specifica- 
tion: 8 Nm 

6 - Window Regulator Motor 


OY Removing and Instal- 
ling. Refer to > 
“2.4 Window Regulator 
Motor, Removing and 
Installing”, page 253 . 
7 - Trim 


QO) “Removing and Instal- 
ling, Refer to > page 264 . 


2.3 Door Window, Removing:and Installing 
> “2.3.1 Removing”, page 249 
> “2.3.2 Installing”, page 251 


2.3.1 Removing 


[a] Note 


@ The following describes the removal and installation of the right door window. Removing and installing the 
left door window is identical. 


@ The bolt -3- is accessible from the inside or trom the outside when the outer door panel is removed. The 
bolt as viewed from the outside has a right-hand thread. This means from the outside: the bolt is loosened 
by turning to the right, from the inside its loosed by turning to the right. 


— Remove the front door trim panel. Refer to = Body Interior; 
Rep. Gr. 70; Door Trim Panels . 
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— Pry the caps -4- out of the openings in the inner door panel. 


— Lower the door window -1- until the locking screws -3- for 
the mount -2- are accessible in the openings. 


[a] Note 


/f this cannot be done because of a power window malfunction, remove the window regulator motor and then 
Slide the window down. 


rN Caution 


Loosen screw -3- from inside by turning toward right. 


— Loosen the screws -3- (do not remove) from inside by turn- 
ing toward right and press apart clamping brackets. 
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— Lift the rear door window -1- and remove it in 
-direction of arrow- from the window guides -2-. 


2.3.2 Installing 


2. Front Door Window 25 1 
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Install the door window -1- in the -direction of arrow a- into 
the window guides. Make sure the door window is inserted 


correctly into the window guide -2-. 


Without using any pressure, guide the door window 
-arrow b- into the clamping brackets -3-. 


Align the door window with the window frame -arrow c-. 
Now bolt must be tightened by turning toward left. 

Bolt tightening specification: 8 Nm 

Perform the rest of the installation in the reverse order of re- 
moval. 

Then perform a function test. 
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2.4 Window Regulator Motor, Removing 
and Installing” SESS 05, 

= '244 Remowii page 253 <a 

= “2.4.2 Installing”, page 254 <a 

2.4.1 Removing * 


- Remove the front door trim panel. Refer to = Body Interior; 
Rep. Gr. 70; Trim Panels/Insulation; Door Trim Panels . 


M64- 10014 


Fix window using adhesive tape so that it does not slip 


down. 
Remove the three screws -2-. 


rN Caution 


@ Turn off the ignition and all electrical equipment. 


@ Remove the ignition key. 
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Disconnect the connector on the window regulator motor 
with the control module -1-. 


Remove the window regulator motor with the control module 
-1- from the door. 


2.4.2 Installing 


rN WARNING 


The additional functions and pinch protection must be coded 


when a new window regulator motor (door control module) is 
installed. 


M64-10014 


i) 
rou 
a) 


— Install the window regulator motor -1- and pt Il door window 
up and down so that splines are located better between 


motor and cable drum. 2 
; ‘ sg ; ; iS) 
Bolt tightening specifications -2-: 3.5 Nm e) 
— Connect the connectors -3-. %, 


254 P?193}0, 
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A new window,réegulator motor must be coded. Refer to 
> Electrical Equipment; Rep. Gr. 97 ; Wires, Control Mod- 
ules . 


Raise anddower the window as far as the stops two times. 
By doing-this, window regulator motor is initialized and ready 
for operation and activates pinch protection. 


Continue by performing the steps used in removal in reverse 
order. 


2.5 Window Guide, Removing and Instal- 


ling 


=> “2.5.1 Window Guide, Removing”, page 255 


> “2.5.2 Installing”, page 256 


[a] Note 


¢ 


¢ 


¢ 


The following describes removing and installing the right 
window guide. Removing and installing the left window guide 
is identical. ‘) 


| = 
The removal and installation, is depicted without fi outer 
door panel. = 


Do not bend window shaft seal when removing! 


2.5.1 Window Guide, Removing 
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2. Front Door Window 255 
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so 


n 
ro) 
& 
§ 
Ss é 
— Remove the exterior rearview mirror. Refer to.> “2.9 Exterior & 
Rearview Mirror, Removing and Installing”, page 290 : Ss 
— Remove the outer door panel. Refer to > “1.8 Outer Door {= +) Ks 
Panel, Removing and Installing”, page 93 . Oy ae 
05 tt fo 


Vehicles with window guide trim molding 


Remove the bolt -7- and window guide trim molding -2-. 
Refer to > “3 Window Guide Trim Molding, Removing and 
Installing”, page 258 . 


All Vehicles 


Remove the two bolts -5- and remove the trim -6- from the 
door -3-. 


Make sure the rubber spacers -4- are not lost. 


Remove the window guide -1- from all around the window 
frame -4- and pull it upward out of window shaft. 


2.5.2 Installing 
Install in reverse order of removal. 


Bolt tightening specification: -5- 2 Nm 
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Bolt tightening specification: -7- 1.5 Nm 


« A function test must be performed before door trim is instal- 
led. 


[a] Note 


While installing window guide, make sure it is seated evenly 
(wind noise). 
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3 Window Guide Trim Molding, Re- 
moving and Installing 


> “3.1 Removing”, page 258 


> “3.2 Installing”, page 258 


3.1 Removing 


— Pull the rear of the window guide -1- to the side slightly. 


— Remove the bolt -3-. en 
‘Y 
v yp 
fie > 
A expanding rivet may be installed rather than the bolt -3-. “ Ody 


— Remove the trim molding -2- from the window guide -1- in 
the -direction of the arrow-. 


3.2 Installing 
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cA 
Spray the window guide -2- with a soap and water solution 


S 
— Press the trim molding -1- by hand evenly inthe = 
-direction of the arrow- into the window guide-2- g 
— Then press the trim molding -1- into the window’ guide mount we 
-2- using the Window Strip Roller - T10314- i> we 
Oo 
Perform the rest of the installation in the reverse order af Temp, o 
mover “AP, Bory OV yor 
Tightening specification: trim molding screw 1.5 Nm 
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4 Window Regulator, Removing and 
Installing 


> “4.1 Removing”, page 260 


> “4.2 Installing’, page 261 


[a] Note 


Removing and installing is described only for the right window 
regulator. Removing and installing the left window regulator is 
identical. 


4.1 Removing pis Snot, 


M64-10018 


-— Remove side impact protection. Refer to > “1.20 Overview - 
Side Impact Protection”, page 113. 


— Remove the door window. Refer to > “2.3 Door Window 
Removing and Installing”, page 249 . 
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Z\ Caution 


@ Turn off the ignition and all electrical equipment. 
@ Remove the ignition key. 


— Remove the bolts -2- from the mounting plate -5-. 


— Remove the mounting plate -5- just until the connector on 
the window regulator motor is accessible. 


— Disconnect the connector on the window regulator motor. 
— Remove the bolts -3- on the window regulator. 


— Remove the window regulator -1- with the drive motor -4- 
and mounting plate -5- for the window regulator motor from 
the door inner panel. 


4.2 Installing 
Install in reverse order of removal. 
Tightening specification: bolts -2 and 3- 8 Nm 


A function test must be performed before outer door plate is 
installed. 
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5 Rear Door Window 
> “5.1 Tools”, page 262 


=> “5.2 Overview - Rear Door Window’, page 263 


=> “5.3 Door Window, Removing and Installing”, page 264 


=> “5.4 Outer Window Shaft Seal, Removing and Installing”, 
page 265 


=> “5.5 Overview - Window Guide”, page 266 


=> “5.6 Window Guide, Removing and Installing”, page 267 


=> “5.7 Fixed Door Window, Removing and Installing”, page 270 
=> “5.8 Window Guide Trim Molding, Removing and Installing”, 


page 272 

=> “5.9 Window Regulator Motor, Removing and Installing”, page 
274 

9.1 Tools 


Special tools and workshop 
equipment required 
710236 710314 


V.A.G 1783 


| 164-0001 


@ Window Release Tool - T10236- 
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@ Roller - T10314- » ‘ 
@ Torque Wrench 1783 - 2-19Nm - V.A.G 1783- 
5.2 


Ox 


Overview - Rear Door Window 


[a] Note 


The illustration shows thé right side. The left side is identical. 
3 
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1 - Door Window g 
Q) Removing and Ins al- 
ling. Referto> &% 

“5.3 Door Window, Re- 
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2 
page 264 . , 
xe 
2 - Fixed Door Window 
C1 Component of window 
guide 
Q 


Removing and Instal- 
ling. Refer to > 


“S./ Fixed Door Win- 
dow, Removing and In- 
stalling”, page 270 . 

3 - Window Guide 

O 


Component of fixed 
door window 


LY Removing and Instal- 
ling. Refer to > 
“5.6 Window Guide, 
Removing and Instal- 

ling”, page 267 . 


4 - Rear Trim 


QO) Removing. Refer to => 
pag : 
5 - Window Regulator Guide 
6 - Spreader Plug 
Q) Always replace when 
performing assembly 


work on the door win- 
dow 


7 - Expanding Pin 


Q) Always replace when 
performing assembly 


work on the door window 
8 - Cap 


9 - Window Regulator Motor 
2f4. 


OQ Removing and Installing. Refer to > “5.9 Window Requlator Motor, Removing and Installing”, page 
10 - Subframe 


11 


QO) Removing and Installing. Refer to = “2.3 Subframe, Removing and Installing”, page 138 . 
- Front Trim 
LO) Removing. Refer to > page 264 . 
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5.3 Door Window, Removing and Installing 
> “5.3.1 Door Window, Removing*“page 264 


> “5.3.2 Door Window, Installing”, page 265 


[a] Note 


The following describes removing and installing the right rear 
door window. Removing and installing the left rear door window 
Is identical. 


5.3.1 Door Window, Removing 


— Remove the rear door trim panel. Refer to > Body Interior; 
Rep. Gr. 70; Door Trim Panels . 


— Lower the door window completely. 
— Remove the wind@w guide -3- from the door -arrow-. 


— Remove the bolts -2- and the 
front trim 
-1-. 


— Remove the cover cap -6-. 


— Raise the door window until the spreader pin -5- and spread- 
er plug -4- are accessible in the window regulator opening. 


[a] Note 


/f the step is not possible due to a malfunction in the window 
regulator, the motor can be removed to slide the window closed. 


— Install a 5 mm bolt (approximately 70 mm long) in the ex- 
panding pin -5-. 


— Remove the spreader pin from the spreader plug -4- with the 
bolt. 


— Install an 8 mm bolt (approximately 80 mm long) into the 
spreader plug -4-. 


[a] Note 


When screwing the bolt into spreader plug, do not usé exces- 
sive force on the plug otherwise it may fall inside into the door. 


— Pull the spreader plug -4- out of the clamping bracket -3- 
and out of the door window. 


— Remove the inner shaft seal -2- from the inner door panel. 
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— Pull the door window age: eS eit tof the window 
shaft. 


M64-10022 


5.3.2 Door Window, Installing 


[a] Note ss Ly, : 


&) 
@ Spreader plug and spreadér. pin must always be ees wt 
when performing assembly work, on door WiNdOW. Se ol 


@ Before inserting spreader plug -3- and spreader pin -gy* 
check window -1- for damage. 

— With the door window -1- removed, insert the spreader plug 
-3- so it is centered. 

— Press the expanding pin -2- flush into the spreader plug -3-. 


— Guide the door window -1- into the door and place the door 
window in the window regulator guide mount -4-. 


— Using light pressure from above -arrow-, engage the door 
window -1- in the window regulator guide mount -4-. 


Perform the rest of the installation in the reverse order of re- 
moval. 


Tightening specification: front trim bolt 2 Nm 
A function test must be performed before door trim is installed. 


M64-10023 


5.4 Outer Window Shaft Seal, Removing 
and Installing 


> “5.4.1 Removing”, page 265 
> “5.4.2 Installing”, page 266 
5.4.1 Removing 


— Remove the subframe. Refer to > “2.3 Subframe, Removing 
and Installing”, page 138 
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— Using a small screwdriver, pry the spreader pin -4- out of the 
clip -3-. 


— Remove the four clips -3- from the window recess seal -2-. 


— Remove the window shaft seal -2- upward from the outer 
door panel -1-. 


5.4.2 Installing 


Install in reverse order of removal. 


5.5 Overview = Window Guide 


[4] Note 


The illustration shows the right side. The left side is identical. 
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1 - Bolt 


() Only on window guide 
trim molding 

OY An expanding rivet may 
also be installed 


O 1.5Nm 


2 - Window Guide Trim Mold- 
ing 
LY Depends on equipment 
LY Removing and Instal- 
ling. Refer to > 
“5.8 Window Guide 
Trim Molding, Remov- 


ing and Installing”, 
page 272. 


3 - Window Guide 


(9 Removing and Instal- 
ling. Refer to > 
“5.6 Window Guide, 
Removing and Instal- 


ling”, page 267 . 

4 - Door Window 

() Removing and Instal- 

ling. Refer to > 
“5.7 Fixed Door Wing 
dow, Removing_arid In- 
stalling”, page@270 . 

5 - Clip 

6 - Clip 

QO) Always replacing during 

installation work 

7 - Bolt 

QO) <Quantity: 2 

O=5.5 Nm 

8 - Gap 

LE Quantity: 2 


5.6 Window Guide, Removing and Instal- 
ling 

> “5.6.1¢Removing”, page 267 

> “5.6.2 Installing’, page 269 


[a] Note 5, 
The following describesremoving and \AB, night wine 


dow guide. Removing and installing the left W guidé is 
identical. 


5.6.1 Removing 


— Remove the door window. Refer to = “5.3 Door Window, 
Removing and Installing”, page 264 . 
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— Remove the outer shaft strip. Refer to > “2.9 Outer Window 
Shaft Seal, Removing and Installing”, page 147 . 


M64- 10026 


— Pry outboth of the cover caps -5-. 
— Remove both screws -6- from the center brace -7-. 


— Remove the window guide rubber -1- from the door in the 
rear area. 


— Remove the bolts -2- and pull the 
rear trim 
-3-with the clips -4- off in the direction of the -arrow-. 


“ 
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Vehicles with window‘guide trim molding 
— Pull the front of.the window guide -1- slightly to the side. 


— Remove the screw -2- from the window guide trim molding 


An expanding rivet can be installed instead of the bolt -2-. 


All Vehicles 


— Loosen the window guide -1- with the door window -5- from 
the door windowdrame at the inside and outside. 


— Pry the clip -6- out ‘of the window frame. 


— Remove the entire window guide -1- with the fixed door win- 
dow -5- and center brace -4- upward in the direction of the 


-arrow- out of the door. “©, 
5.6.2 Installing 7, a 
Perform the rest of the installation in the reverse order of rez ue" — 
moval. 
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Use a new clip when installing the center brace. 
Tightening specification: rear trim screw 2 Nm 
Tightening specification: center brace screws 6 Nm 
Tightening specification: trim molding screw 1.5 Nm 


a Note 


While installing the window guide, make sure it is seated evenly 
to prevent wind noise. 


5.7 Fixed Door:;Window, Removing and In- 
stalling 


=> “5.7.1 Removing”, page 270 


> “5.7.2 Installing”, page 271 


a Note 


The following describes removing and installing the right door 
window. Removing and installing the left door window is identi- 
cal. 


5.7.1 Removing 


— Remove the window guide. Refer to > “5.6 Window Guide, 
Removing and Installing®, page 267 . 
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— Remove the nuts -4-. 


— Remove the center brace -3- from the clip -2- and the win- 
dow guide -1-. 


— Remove the fixed door window -5- from the window guide 
-1-. 


D2 Installing 


To install, spray the window guide with soapy water. 


Perform the rest of the installation in the reverse order of re- 
moval. 


Use a new clip when installing the center brace. 
Nut -4- tightening specification: 5 Nm 


[a] Note 


While installing fixed door window with window guide, make 
sure it is seated evenly (wind noise). 
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5.8 Window Guide Trim Molding, Remov- 
ing and Installing 


> “5.8.1 Removing”, page 272 
> “5.8.2 Installing’, page 272 


5.8.1 Removing 


M64- 10029 


— Pull the front of the window guide -2- slightly to the side. 


— Remove the screw -1- from the window guide trim molding 
-3-. 


[a] Note 


An expanding rivet can be installed instead of the bolt -1-. 


— Remove the trim molding -3- from the window guide -2-. 


5.8.2 Installing 
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ecial pUTPOSES, Npart orin Wh 
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(16410017) 
— Spray the window guide -2- with a soap and water solution. i 
— Press the trim molding -1- by hard evenly i in the s 
-direction of the arrow- into the weg guide -2-. ~ 
— Then press the trim molding -1- into the ca guide mount co 
-2- using the Window Strip Roller - T10 145), Ko 


Perform the rest of the installation in the reverse order of re- 
moval. Oly 


Tightening specification: trim molding screw 1.5 Nm 
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5.9 Window Regulator Motor, Removing 
and Installing 

> “5.9.1 Removing”, page 274 

> “5.9.2 Installing”, page 275 


[a] Note 


The following describes removing and installing the right win- 
dow regulator motor. Removing and mace 7 the fet window 
regulator motor is identical. 


yoren 
aw 
co 
5.9.1 Removing Se 


— Remove the door tri EL Refer to = Body Interior; Rep. 
Gr. 70; Trim Pang Noise Insulation; Door Trim Panels . 


— Fix window using adhesive tape so that it does not slip 
down. 


— Remove the three screws -2-. 
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Z\ Caution 


@ Turn off the ignition and all electrical equipment. 


@ Remove the ignition key. 


— Disconnect the connector on the window regulator motor 
with the control module -1-. 


— Remove the window regulator motor with the control module 
-1- from the door. 


5.9.2 Installing 


rN WARNING 


The additional functions and pinch protection must be coded 
when a new window regulator motor (door control module) is 
installed. 


“4UI Jo Ssaujoe1100 BuO} 


‘| uanen® 


Pay 
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— Install the window regulator motor -1- and pull door window 
up and down so that splines are located better between 
motor and cable drum. 


— Connect the connectors -3-. 
Bolt tightening specifications -2-: 3.5 Nm 


— Anew window regulator motor must be coded. Refer to 
> Electrical Equipment; Rep. Gr. 97 ; Wires, Control Mod- 
ules . 


— Raise and lower the window as far as the stops two times. 
By doing this, window regulator motor is initialized and ready 
for operation and activates pinch protection. 


— Continue by performing the steps used in removal in reverse 
order. 
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66- Exterior Equipment 


1 Wheel Housing Liner 
> “1.1 Tools”, page 277 


=> “1.2 Front Wheel Housing Liner’, page 277 


=> “1.3 Rear Wheel Housing Liner’, page 281 
1.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 


V.A.G 1783 


wo0-0990 


1.2 Front Wheel Housing Liner 
> “1.2.1 Overview”, page 277 
> “1.2.2 Removing”, page 278 


> “1.2.3 Installing”, page 279 


[a] Note 


@ The following describes removing and installing the left 
wheel housing liner. Removing and installing right wheel 
housing liner is identical. 


@ Depending on the model version, slight differences must be 
considered when removing and installing. 


1.2.1 Overview oe 


[a] Note 


The illustration shows the left side. The right side is identical. 


1. Wheel Housing Liner 2/7 
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1 - Rear Section of the Wheel 
Housing Liner 


LY PP/EPDM material 


O) Removing. Refer to > 
“1.2.2 Removing”, page 
278. 


QO) Installing. Refer to > 
“1.2.3 Installing’, page 
279. 

2 - Bolt 

Q) Quantity: 7 


OY Tightening specifica- 
tion: 2 Nm 


3 - Wheel Housing Liner Front 
Section 


) Material - PP/EPDM 


4 - Bolt 
OY Quantity: 6 


) Tightening specifica- 
tion: 2 Nm 


5 - Expanding Nut 
Q) Quantity: 7 


1.2.2 Removin 
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e 
Rear Section of the Wheel Housirig Liner 
Unbolt the wheel. Refer to > Chassis; Rep. Gr. 44 ; Wheel 


Bolt Tightening Specifications 2 


— Remove the screws -2-. a 
[e) 
— Remove the rear part of the wheé! housing liner -1- from the 


fender. j 
[e) 
6 
& 
% 


Wheel Housing Liner Front Section 

— Remove the bolts -4-. 2 

— Remove the bolts on the left side of the ieise insulation. 

Refer to > “5.2 Overview - Noise Insulation” ve XP « 
or 


Remove the front section of wheel housing line? Br, 
1065 
#281014 “OW 


1.2.3 Installing 


1. Wheel Housing Liner 279 
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[a] Note 


Check the expanding nuts -5- for damage and replace if necessary. 
Installing the front part of the wheel housing liner -3- and the 

back part -1- is in reverse order of removal. 

-— Position the bolts -2- and -4- and tighten them to 2 Nm. 


— Position the bolts on the left side of the noise insulation and 
tighten them to 2 Nm. Refer to > “5.2 Overview - Noise 
Insulation”, page 22 . 
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Ls Rear Wheel Housing Liner 
> “1.3.1 Overview”, page 281 


> “1.3.2 Removing”, page 282 


> “1.3.3 Installing”, page 282 


[a] Note 


@ The following describes the removal and installation of the 


left rear wheel housing liner. Removing and installing right 
rear wheel housing liner is derived accordingly trom this. 


Depending on the model version, slight differences must be 
considered when removing and installing. 


1.3.1 Overview 


a Note 


The illustration shows the left side. The right side is identical. 


2 - Bolt E 


~ 
3 - Expanding Nut 


4 


1 - Rear Wheel Housing Liner | sy, 
OY Material - PP/EPDM os 


QO Removing. Refer to > _—_* 
“1.3.2 Removing”, page 
282 . 


QO Installing. Refer to > 
“1.3.3 Installing” 
282 . og 


) 
<> 
» 


\Na@ 


a) Quantity: 9 
Q Tightening specifica- 
tigh: 2Nm 


Oe Quantity: 3 
Expanding Nut 


Q Gas-tight 


Be 
f GER! 

eCheck the gas-tight ex- 
‘panding nuts for dam- 
age and replace if nec- 


essary. 


€ 

The expanding nuts 
seal, off the vehicle in- 
terior.from exhaust gas 
and must always be re- 
placed if they are dam- 


aged. Z 
- me 
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1.3.2 Removing 


x 
e 
3s 
~ 


- eamoveth wheel. Refer to = Chassis;Rep. Gr. 44; é 
Wheel Bol ea Specifications . oe 


— Remove the sciaws ie. niet 


wheel housing. 


1.3.3 Installing 
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[a] Note 
Check the expanding nuts -3- for damage and replace if necessary. 
oO 


a 


S 
rN DANGER!® 
(e) 
g 
expanding nuts -4- for damage and re- 


Check the gas-tight 
place if necessary. Q. 
nuts seal off ‘the vehicle interior from exha ash 


The expanding 
gas and must always be replaced if they are damaged. 
MA, 


7 i yo 
: . 98195 re oor? 
— Install the rear wheel housing liner -1- making‘sure it is notoV 


bent. 
Position the bolts -2- and tighten them to 2 Nm. 


— Install the wheel. Refer to = Chassis; Rep. Gr. 44 ; Wheel 
Bolt Tightening Specifications . 
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2 Exterior Rearview Mirror 
> “2.1 Tools”, page 284 


> “2.2 Overview - Exterior Rearview Mirror’, page 284 


=> “2.3 Mirror Glass, Removing and Installing”, page 286 


=> “2.4 Mirror Housing, Removing and Installing’, page 287 


> “2.5 Trim, Removing and Installing’, page 287 


> “2.6 Side Turn Signals, Removing and Installing”, page 288 
> “2.7 Entry Lamp, Removing and Installing’, page 289 


=> “2.8 Adjusting Unit with Exterior Rearview Mirror Motor, Re- 
moving and Installing”, page 289 


> “2.9 Exterior Rearview Mirror, Removing and Installing”, page 
290 


2.1 Tools 


Special tools and workshop equipment required 
@ Pry Lever - 80-200- 


W00-0353 


@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 
V.A.G 1783 


wo0-0990 


oe 


2.2 Overview - Exterior Rearview Mirror 


[a] Note 


The illustration shows the left side. The right side is identical. 
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1 - Mirror Housing 
OY Material: ABS 


LY Removing and Instal- 
ling. Refer to > 
“2.4 Mirror Housing, 
Removing and Instal= 


ling”, page 287 . 
2 - Mirror Base 


Q) Removing and‘nstal- 
ling. Refer to = “2.9 Ex- 
terior Rearview Mirror, 
Removing afd Instal- 


ling”, page 290 . 
3 - Bolt 
QO) Quantity: 3 
O 8Nm 


4 - Bolt 
O) Quantity: 2 
O 1Nm 


5 - Assembly Part 


LY Removing and Instal- 
ling. Refer to > 
“2.6 Side Turn Signals; 
Removing and Instal- 


ling”, page 288 . 
6 - Bolt 
QO) Quantity: 2 
O 1Nm 


7 - Side Turn Signal 


L) Removing and Instal- 
ling. Refer to > 
“2.6 Side Turn Signals, 
Removing and Instal- 


ling”, page 288 . 
8 - Trim 
LY Removing and Installing. Refer to > “2.5 Trim, Removing and Installing”, page 287 . 
9 - Bolt 
CY Quantity: 1 
O 1Nm 
10 - Ambient Lighting 
LY Removing and Installing. Refer to > “2.7 Entry Lamp, Removing and Installing”, page 289 . 


11 - Adjusting Unit with Exterior Rearview Mirror Motor 


OY Removing and Installing. Refer to > “2.8 Adjusting Unit with Exterior Rearview Mirror Motor, Removing 
and Installing”, page 289 . 


12 - Mirror Glass 
OY Removing and Installing. Refer to > “2.3 Mirror Glass, Removing and Installing”, page 286 . 
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2.3 Mirror Glass, Removing and Installing 
> “2.3.1 Removing”, page 286 


> “2.3.2 Installing”, page 286 


a Note 


The following describes the removal and installation of the left 
mirror glass. Removing and installing right mirror glass Is de- 
rived accordingly trom this. 


2.3.1 Removing 


Wear protective eyewear and safety gloves when working. 


— Protect housing edge -1- from paint damage, for example, 
cover using fabric-reinforced adhesive tape. 


— Press the bottom of the.mirror glass -2- into the mirror hous- 
ing -1-. 


— Press mirror glass -2- using-Pry Lever - 80 - 200- from the 
adjusting unit with motor -5- <arrow 6-. 


— Swing the mirror glass -2- to the side -arrow 4- and discon- = 
nect the installed connector terminals%3- for electric dim- 
ming function and mirror heater from rear’side. of mirror 
glass -2-. 


2.3.2 Installing 


— Insert connector terminals to mirror glass. 


— Press mirror glass at center onto adjusting unit with motor in 
housing. 


— The mirror glass will engage with a click. 


Then perform a function test. 
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2.4 Mirror Housing, Removing and Instal- 
ling 

> “2.4.1 Removing”, page 287 

> “2.4.2 Installing”, page 287 


[a] Note 


The following describes removing and installing the left mirror 
housing. Removing and installing right mirror housing is derived 
accordingly from this. 


2.4.1 Removing 


— Remove the mirror glass. Refer to > “2.3.1 Removing”, page 
286 . 


— Fold the exterior rearview mirror forward for easier installa- 
tion. 


— Press int he mirror housing using a screwdriver beneath the 
catches -2- out of locking mechanisms. 


— Pull the mirror housing at the front slightly off the mirror°base 
plate. 


— Then, remove the mirror housing -1- fromthe mirror base 
plate. 


2.4.2 Installing 


— Position the mirror housing -1-<on the mirror base plate and 
press down until the catches -2- engage audibly. 


— Re-install the mirror glass. Réfer to > “2.3.2 Installing”, page 
286 . 


Then perform a function test. 


2.5 Trim, Removing and Installing 
> “2.5.1 Removing”, page 287 


> “2.5.2 Installing”, page 288 


[a] Note 


Removing and installing is described only for the left trim. Re- 
moving and installing right trim is derived accordingly from this. 


2.5.1 Removing 


— Remove the mirror glass. Refer to > “2.3.1 Removing”, page 
286 . 
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— Remove the mirror housing. Refer to > “2.4 Mirror Housing, 
Removing and Installing”, page 287 . 


— Release the retaining tabs -2- from mirror carrier using a 
screwdriver. 


— Remove the trim -1- in the -direction of the arrow-. 


2.5.2 Installing 
Install in reverse order of femoval. 


Then perform a functionstest. 


2.6 Side Turn Signals, Removing and In- 
stalling 


> “2.6.1 Removing” page 288 


> “2.6.2 Installing’, page 288 


[a] Note 


@ Removing and installing is described only for the left side 
turn signals. Removing and installing right side turn signals 
Is derived accordingly. trom this. 


@ LEDs with a long service life are installed in the side turn 
Signals instead of standard bulbs. 


@ Because of that, it is not necessary to replace bulbs. If dargx. 
aged, the entire turn signal must,be replaced. aA 


as 


2.6.1 Removing 


— Remove the mirror glass. Refer to > “2.3 Mirror Glass, Re- 
moving and Installing”, page 286 . 


— Remove the mirror housing. Refer to > “2.4 Mirror Housing, 
Removing and Installing”, page 287 . 


— Remove the trim. Refer to > “2.5 Trim, Removing and Instal- 
ling”, page 287 . 


— Remove the screws -4- and remove the assembly piece -1- 
downward. 


— Disconnect the harness connector -5- from turn signal -3-. 


— Remove the screws -2- and remove the turn signal -3- from 
the assembly piece -1-. 


2.6.2 Installing 


Install in reverse order of removal. 


Then perform a function test. 
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2.7 Entry Lamp, Removing and Installing 
> “2.7.1 Removing”, page 289 


> “2.7.2 Installing’, page 289 


[a] Note 


Removal and installation are described only for the left ambient 
lamp. The removal and installation of the right ambient lamp are 
derived accordingly from this. 


2.7.1 Removing 


— Remove the mirror glass. Refer to > “2.3 Mirror Glass, Re- 
moving and Installing”, page 286 . 


— Remove the mirror housing. Refer to > “2.4 Mirror Housing, 
Removing and Installing”, page 287 . 


— Remove the trim. Refer to > “2.5 Trim, Remowing and Instal- 
ling”, page 287 . 


— Remove the assembly piece with the side turn signal,.Refer 
to > “2.6 Side Turn Signals, Removing and Installing”, “page 
288 . 


— Remove the bolt -1-. 


— Swing the ambient light -2- downward and out and remove 
light bulb from the ambient light housing. 


{jf £ - 7 M66-0158 


2.7.2 Installing 


Install in reverse order of removal. 

Ambient lighting bolt tightening specification: 1 Nm 

Then perform a function test. 

2.8 Adjusting Unit with Exterior Rearview 
Mirror Motor, Removing and Installing 

> “2.8.1 Removing”, page 290 


> “2.8.2 Installing”, page 290 


[a] Note 


The following describes the removal and installation of the left 
adjusting unit with motor. Removing and installing right adjust- 
ing unit with motor is derived accordingly from this. 
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2.8.1 Removing 


— Remove the mirror glass. Refer to > “2.3 Mirror Glass, Re- 
moving and Installing’, page 286 . 


— Remove the screws -1-. 


— Remove the adjusting unit with motor -2- and disconnect the 
harness connector. 


i —< 


{a 
N 


iD 
(Oe es ==S ye 


Mé6-0159 


2.8.2 Installing 


Install in reverse order of removal. 


Bolt tightening specifications forthe adjusting unit with motor: 
Nm 


Then perform a function test. 


POE} 


2.9 Exterior Rearview Mirror, Removing 
and Installing 


> “2.9.1 Removing”, page 290 


> “2.9.2 Installing”, page 291 


[a] Note 


The following describes the removal and installation of the left 
exterior rearview mirror. Removing and installing the right exte- 
rior rearview mirror is identical. 


2.9.1 Removing 


— Remove the front driver side door trim. Refer to > Body 
Interior; Rep. Gr. 70 ; Door trim . 


— Remove the cable bracket -2- and disconnect the connector 
-1- for the exterior rearview mirror. 


290 Rep. Gr.66 - Exterior Equipment 


Golf Variant 2010 > ® 


Body Exterior - Edition 04.2023 


— Pry the cover cap -3- out of door and remove bolts -2-. 


— Remove the exterior rearview mirror -1- and guide wire 
through the opening in the door. 


2.9.2 Installing 

Install ia-reverse order of removal. 

Bolt tightening specifications for rearview mirror: 8 Nm 

Check the window function before installing the door trim panel. 
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3 Roof Railing 
> “3.1 Tools”, page 292 


=> “3.2 Overview - Roof Railing”, page 292 


=> “3.3 Roof Railing, Removing and Installing”, page 293 
3.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench, 6-50Nm - VAG 1331A- 


V.A.G 1331 


W00-0427 


@ Trim Release Lever - Wedge - T10039/1- 


3.2 Overview - Roof Railing 
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1 - Roof Railing 
Q Removing and Instalso 
ling. Refer to = 0°” 
“3.3 Roof Railing, Re- 
moving and'Installing”, 
page 293° 


> 

2 - Bolt & 

O Quantity: 3 on each 
ide 


SI 
Q 20Nm 


[e) 
os Rear Roof Rail Cover 


4- Center Roof Rail Cover 
5 - Front Roof Rail Cover 


CA 
%, 
& 
6) 
HA, 
"Mang, 
3.3 Roof Railing, Removing and Installing 
=> “3.3.1 Removing”, page 293 
> “3.3.2 Installing”, page 294 


3.3.1 


Removing 


Using the Trim Removal Wedge - T10039/1- , pry the front 
and rear roof rail cover -1- in the -direction of the arrow-. 


M66-10005 


3. Roof Railing 293 
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— Pry the front and rear roof rail cover -1- in the direction of 
-arrow A- and press it in the direction of -arrow B-. 


Remove the roof rail cover -1-. 
Remove the bolt -3- at the front and rear roof rail fastener 


Remove the center cover -1- from the roof rail -3- in the 
-direction of the arrow-. 
Remove the bolt -2- on the center roof rail fastener -3-. 


yenagen AG. Volkswagen Ag doe 
\ol S 


3.3.2 __ Installing 


a 
InstalFin reverse order of removal. 


r 


Tightening specification: 20 Nm 
Check¢or the roof rail cover for damage and replace if necessa- 


rye 
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4 Radiator Grille 
> “4.1 Tools”, page 295 


> “4.2 Radiator Grille, Removing and Installing”, page 295 
4.1 Tools 


Special tools andeworkshop equipment required 
@ Torque Wrench 1783 - 2-10Nm - V.A.G 1783- 


V.A.G 1783 


W00-0990 
4.2 Radiator Grille, Removing and Instal- 
ling ') 
> “4.2.1 Removing”, page 295 ra 


> “4.2.2 Installing’, page 296 


4.2.1 Removing 


[a] Note 


@ This description applies to all models. 
@ /t may look different on different models. 
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“y, 


poses, in part 


cial PUTT 


yC' 


N@S- 10436 
— Remove the screws -2-. 


— Remove the-radiator grille -1- from the front bumper cover in ee 
-direction of arrow-. 'S 
“Ours Ss 
4.2.2 Installing > 
oe y 
% CO) 
O or” 
Wy < Ko 
Pa\\e) oe 
WY \ oor ~ 
“ove 
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pa 


— Install the radiator grille -1- into the front bumper cover. 


Py, 
— Using light pressure, engage the radiator -1- into the front 
bumper cover in -direction of arrow-. © 


[a] Note 


Align the radiator grille -1- if necessary.— 


~ 
Y 
< 
= 
< 
ro) 
res 
t 


a 


es 


— Install and tighten the screws -2- to 2Nm. 


No 
SU) so) 
HUI Jo SSauj9e1100 OUt one 


/ 
%, 
% 
%, 
% 5 
NY, 
“4 Yy U, 
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5 Underbody Heat Shield 

=> “5.1 Overview - Front Underbody Heat Shield”, page 298 

=> “5.2 Overview - Rear Underbody Heat Shield”, page 298 

=> “5.3 Floor Heat Shield, Removing and Installing”, page 299 
> “5.4 Center Exhaust System Heat Shield, Removing and In- 


stalling”, page 300 
=> “5.5 Rear Muffler Heat Shield, Removing and Installing’, page 


5.1 Overview - Front Underbody Heat Shield 


1 - Floor Heat Shield 


() Removing and Instal- 
ling. Refer to > 
“5.3 Floor Heat Shield, 
Removing and Instal- 


ling”, page 299 . 
2 - Lock Washer 
Q) Quantity: 8 


axcial pUTPOS?S: INpart orn Whoy, 
vat OQ 


5.2 Overview - Rear Underbody Heat Shield 
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1 - Center Exhaust System 
Heat Shield 
() Removing and Instal- 

ling. Refer to > 
“5.4 Center Exhaust 
System Heat Shield, 
Removing and Instal- 
ling”, page 300 . 


2 - Center Exhaust System 
Heat Shield 


(1) Removing and Instal- 
ling. Refer to > 
“5.4 Center Exhaust 
System Heat Shield, 
Removing and Instal- 
ling”, page 300 . 


3 - Rear Muffler Heat Shield 


(1) Removing and Instal- 
ling. Refer to > 
“5.5 Rear Muffler Heat 
Shield, Removing and 
Installing’, page 300 . 
4 - Bolt > 


Q 2Nm oo 
5 - Lock Washer & 
O Quantity: 2” 

6 - Lock Washer 

OQ Quantity: 3 

7 - Lock Washer 

O Quantity: 8 


i] 


ro) 
B 
3 
5.3. = Floor Heat Shield, Removing and In- 
5S Stalling 
if 


% , ; ’ ae 
Depending on the engine version, slight deviations must be 
considered wherremoving and installing. 3 
a ¢ 

%2 

Ouug so 
09 

19 D5 

199 10, ly 
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Removing 


— Remove the left and right nuts -arrows- for the underbody 
panel. 


— Remove the front and rear tunnel bridge. Refer to > 
“8.2 Overview - Tunnel Brace”, page 28 . 


— Remove the rear exhaust system. Refer to > Rep. Gr. 26. 
AWD vehicles 


— Remove the driveshaft. Refer to = Rear Final Drive; Rep. 
Gr. 39 ; Driveshaft; Driveshaft, Removing and Installing . 


Continuation for all vehicles 
— Remove the lock washers -2-. 


— Lower the left and right underbody panels at the inner edges 
until the underbody heat shield -1- can be removed. 


— Remove the underbody heat shield -1- toward the rear. = a: 
=a 


Installing 
Install in reverse order of removal. 


5.4 Center Exhaust System Heat Shield, 
Removing and Installing 
(a) Note Nfe) von Te AR cng. 
os <a 


Depending onthe engine version, slight deviations must bee, 
considered id removing and installing. C 


Removing 


- Rémove the rear exhaust sys including the Pores in 
the area of the heat shield -1-. Refer to > Rep. Gr. : 


- “Remove the bolt -3-. 


Who 


= Remove the lock washers -4-. 
Remove the heat shields -1- and -2-. 
ins stalling 

ins tall in reverse order of removal. 


tal Ori 


Tightening Specifications 


#2. Refer to => “5.2 Overview - Rear Underbody Heat Shield”, 


5.5 “Rear Muffler Heat Shield, 
and Installing x 


2 
Special tools and Workehon equipment required 
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@ Engine and Gearbox Jack - VAS 6931- 
V.A.G 1383 A 


wo0-0120 


[a] Note 


Depending on the engine version, slight deviations must be 
considered when remo ings cand installing. 
Removing 


— Remove the mounting for the rear muffler and lower the rear 
muffler slightly using the-Engine and Gearbox Jack - VAS 
6931- . Refer to > Rep.<Gr. 26. 


— Remove the lock washers -2-. 
— Remove the rear muffler heat shield -1-. 
Installing 2, 


Install in reverse order of removal’ 
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6 Trim Moldings and Trim 
> “6.1 Tools”, page 302 

> “6.2 Sill Panel Cover”, page 302 

> “6.3 Stone Chip Protective Molding”, page 306 


> “6.4 Exclusive Cover Strip”, page 310 
6.1 Tools 


Special tools and workshop equipment required 
@ Torque Wrench 17832-10Nm - V.A.G 1783- 


V.A.G 1783 


@ Wiring Harness,Repair Set - Hot Air Blower - VAS 1978/14A- 


6.2 Sill Panel Cover 
> “6.2.1 Overview”, page 302 


> “6.2.2 Removing”, page 303 


> “6.2.3 Installing”, page 304 


[a] Note 


The following describes removing and installing the left sill pan- 
e/ cover only. Removing and installing right sill panel cover is 
identical. 


6.2.1 Overview 


[a] Note 


The illustration shows the left side. The right side is identical. 
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1 - Sill Panel Cover 


QO) Removing. Refer to > 
“6.2.2 Removing”, page 
303 . 


QO) Installing. Refer to > 
“6.2.3 Installing”, page 
304 . 

2 - Bolt 

QO) Quantity: 4 

1 Tightening specifica- 
tion: 2 Nm 

3 - Expanding Nuts 

QO) Quantity: 2 


Expanding Nuts 
O) Gas-tight 
QO) Quantity: 2 


A es 
GER! 
Check the gas-tight ex- 
panding nuts for dam- 
age and replace if nec- 


essary. 


aS 
1 


The expanding nuts 
seal off the vehicle in- 
terior from exhaust gas 
and must always be re- 
placed if they are dam- 
aged. 


6.2.2 Removing 
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ov 
€ 

s 

s 
fo) 
o 
Q 
= 
; _ 
o 
(7) 

{e) 

e 

3 g 
g 5 

(e) " Oo 
—° Remove the screw -4- and move the rear wheel housing 3 

diner -3- to the side. £ 
fe) $ 
> 
= 
Lo 
& 
> 


- Remove the screws -2-. 
A 
= Remove the sill panel cover -1-. 


6.2.3 ~~ Anstalling 


ty b, 
ZL, 
A, 5, por 


De, 
228}0),4 “OW aoe 
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[a] Note 


Check the expanding nuts -3 and 4- for damage and replace if necessary = Item 3 (page 303) . 


A DANGER! 


Check the gas-tight expanding nuts -4- for damage and re- 
place if necessary. > Item 4 (page 303) 


The expanding nuts seal off the vehicle interior from exhaust 
gas and must always be replaced if they are damaged. 


— Install the sill panel cover -1- and tighten the screws -2-. 
— Position the wheel housing liner -5- and tighten the screw 
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6.3 Stone Chip Protective Molding 
> “6.3.1 Removing”, page 306 


> “6.3.2 Screw Dimensions”, page 307 


> “6.3.3 Installing”, page 308 


6.3.1 Removing 


— Insert a small screwdriver through the opening in the stone 
chip protective molding -1- from underneath and open the 
catch -2- from the above -arrow a-. 


— Slide stone chip protective molding -1- forward -arrow b- un- 
til screwdriver comes in contact with screw -3-. Then remove 
the screwdriver. 


-— Slide stone chip protective molding farther until it can be 
removed from all retaining screws. 


306 Rep. Gr.66 - Exterior Equipment 


Golf Variant 2010 > ® 


Body Exterior - Edition 04.2023 


6.3.2 Screw Dimensions 


[a] Note 


@ Stone chip protective molding screws are corrosion-resistant. Additional treatment is not necessary. 


@ /fascrew is overtightened, it must always be replaced with a “black” oversized screw. 


rd Ne6- 10443 


There are no holes for the screws present. 
— Measure the holes according to the table. 
— Punch the hose for the screws. 

— Drill holes with a 1.5 mm bit. 
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[a] Note 


@ Dimension -a- is measured including the wheel housing liner -1-. Dimensions -b through I- are always 
measured from the center hole. 


@ Measurement -k- is made only on a 4-door vehicle. 


@ /fthe vehicle is a 2-door vehicle, then the measurement -k- must be aligned in height according to the 
front holes. 


Dimensions table 


Dimension -a- 
Dimension -b- 
Dimension -c- 
Dimension -d- 
Dimension -e- 
Dimension -f- 
Dimension -g- 
Dimension -h- 
Dimension -i- 
Dimension -k- 


6.3.3 Installing 
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* All screw holes are present. 


— Install the self-tapping bolts -2- using the Cordless Drill - 
VAS 5036- with the highest RPM until the thread engages. 


Remove the Cordless Drill - VAS 5036- now. 
Tighten the bolt with lowest torque so that screw is not over- 
tightened. 


— Position stone chip protective molding -1- evenly -arrow a- 
with openings on rear side over all screws -2- until molding 


comes in contact with side sills -3-. 
Position stone chip protective molding -1- with a second me- 
chanic so that all screws -2- remain in the openings when mold- 
ing is slid on. 

— Slide stone chip protective molding -1- forcefully opposite 
direction of travel -arrow b- to stop. 
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6.4 »Exclusive« Cover Strip 


=> “6.4.1 Cover Strip Installation Instructions”, page 310 


=> “6.4.2 Cover Strip, Removing and Installing”, page 310 
6.4.1 Cover Strip Installation Instructions 


[a] Note 


¢ 


¢ 


¢ 


Make sure the adhesive surfaces are free of dust and 
grease. 


/f installing the cover strip for the first time on a commercial 
vehicle or a newly painted-surface, follow the procedure de- 
scribed in > Paint Repair Manual; >Paint Repairs; >Paint 
Finish; >Decorative Molding and Films . 


When removing and installing the cover strip, only use the 
Adhesive Remover - B 002 000 10- to remove the adhesive 
residue. 


Apply the cover strip Immediately after cleaning the surface 
that will be bonded. 


Warm the cover strip before removing using the Wiring Har- 
ness Repair Set - Hot Air Blower - VAS 1978/14A- . 


Peel off the protective film just before installing. 
The temperature is approximately 271 °C (69.8 °F). 
The cover strip cannot be removed without being damaged. 


6.4.2 Cover Strip, Removing and Installing 
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-, Warm the front cover strip -2- using the Wiring Harness 
Repair Set - Hot Air Blower - VAS1978/14A- and then pull it 
ithe sill panel -1-. 


er 
install, 6. oo 
- Clean the ifstallation area with esive. Remover - D 002 
00 10-. 


19, Oly “OW yoo 
— Remove the protective backing from the new cover strip -2-. 


— Glue the cover strip -2- to the sill panel -1- according to 
-dimension a-. 


Dimension -a- = 28 mm 


Distance from the cover strip -2- to the sill panel strip -3-. 
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7 Name Badges 


> “7.1 Tools”, page 312 


=> “7.2 Assembly Instructions for Name Badges and Emblems”, 
page 312 


> “7.3 Name Badge Dimensions on Fender, Golf Wagon Exclu- 
sive, MATCH ”, page 312 


> “7.4 Rear Badging Dimensions, Golf Wagon”, page 313 


=> “7.5 Badging Dimensions, Jetta Wagon’, page 314 
7.1 Tools 


Special tools and workshop equipment required 
@ Wiring Harness Repair Set - Hot Air Blower - VAS 1978/14A- 


7.2 Assembly Instructions for Name 
Badges and Emblems 
a) Note 


Make sure the adhesive surfaces are free of dust and 
grease. 


@ /finstalling.name badges or emblems for the first time on 
a commercial vehicle or on a newly painted surface, follow 
the proceduré.described in > Paint Repair Manual; >Paint 
Repairs; >Paint Finish; >Decorative Molding and Films . 


@ /fremoving and installing name badge and embh ams, only 
use the Adhesive Remover - D 002 000 10- to ove the 
adhesive residue. ab 


@ The name badges and brand embléms must be glued on 
immediately after cleaning the surface. 


@ Warm the name badges and emblems before removing 
using a Wiring Harness Repair Set - Hot Air Blower - 
VAS 1978/14A- . 


@ Peel off the protective film just before installing. 

@ The temperature is approximately 21 °C (69.8 °F). 

@ /tis not possible to remove the name badges and brand 
emblems without damaging them. 


7.3 Name Badge Dimensions on Fender, Golf Wagon “Exclusive”, “MATCH” 
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Dimension <a-: Distance from fender edge to the name badge 
@ Name badge “Exclusive”: 20 mm 


badge 
@ Name badge “Exclusive”: 35 mm 
@ Name badge “MATCH”: 42 mm 


7.4 Rear Badging Dimensions, Golf Wagon 
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Dimension -b-: Distance ffom.outer edge of fender to theiame 
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Dimension -a- = 5 mm 


Lower edge of the badge at the same height as the lower edge 
of the turn signal in the tail lamp assembly -1-. 


Dimension -b- = 8 mm 


Distance from the lower edge of the badge to the emblem, if 
installed. 


7.5 Badging Dimensions, Jetta Wagon 
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Cautions & Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance and repair 
work. You must answer that you have read and you understand these WARNINGS and 
CAUTIONS before you will be allowed to view this information. 


If you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, 
we suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially 
urge you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be 
covered wholly or in part by any of the extensive warranties issued by Volkswagen. 


Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. 
Always check with your authorized Volkswagen retailer parts department for the latest information. 


Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the Volkswagen Factory Approved Scan 
Tool (ST). 


Never work under a lifted vehicle unless it is solidly supported on stands designed for the purpose. Do not 
support a vehicle on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never 
work under a vehicle that is supported solely by a jack. Never work under the vehicle while the engine is 
running. 


For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting 
the battery or removing the radio. If the wrong code is entered when the power is restored, the radio may lock 
up and become inoperable, even if the correct code is used in a later attempt. 


If you are going to work undena‘vehiclé onthe ground, make sure that the ground is level. Block the wheels to 
keep the vehicle fromfolling. Disconnect the batterjonegative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it 


Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
others if you are tired, upset or have taken medicine or any other ‘Substances that may impair you or keep you 
from being fully alert. 


Never run the engine unless the work area is well ventilated. Carbon monoxide (CO) kills. 


Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. 
Wear goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work 
near machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, 
severe injury could result. 


Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations inthis manual - replace these fasteners 
with new parts where indicated, and any other time it is deemed necessary by inspection. 
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Cautions & Warnings 


e llluminate the work area adequately but safely. Use a portable safety light for working inside or under the 
vehicle. Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can 
ignite spilled fuel or oil. 


e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or 
be crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills 
at once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening 
torque listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode. 


e Be mindful of the environment and ecology. Before you'drain the crankcase, find out the proper way to dispose 
of the oil. Do not pour oil onto the ground, down a drain, ofinto a stream, pond, or lake. Consult local 
ordinances thatgovern the disposal of wastes. 


e The air-conditioning (A/C) system is filled with a chemical refrigerantthat is hazardous. The A/C system should 
be serviced only by trained automotive service technicians using approved refrigerant recovery/recycling 
equipment, trained in related safety precautions, and familiar with regulations governing the discharging and 
disposal of automotive chemical refrigerants. 


e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector. 


e Do not expose any part of the A/C system to high temperatures such as opefi flame. Excessive heat will 
increase system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Centro! Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled:improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. 
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Cautions & Warnings 


e Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at 
the battery with the boosting cables attached. Wait at least one minute before boosting the battery a second 
time. 


e Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the Volkswagen Factory Approved Scan Tool (ST) or an approved 
equivalent. The airbag unit must never be electrically tested while it is not installed in the vehicle. 


e Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have 
been inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the 
tire repair area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely 
remove the tire from the rim before attempting any repair. 


e When driving or riding in an airpag*equipped vehicle,cnever hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can,increase the risk of injury in an accident. 


| have read and | understand these Cautions:and Warnings. 


| back | |ERORI 
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